
 

R

 

P

 

rice List

 

01

 

EFFECTIVE:
FEBRUARY 5, 2001

 

(Supersedes Price List 2000
December 15, 1999)



                                                   

IN
D

E
X

     
SECTION 1– Couplings & Fittings
Style 07
Zero-Flex® Rigid Coupling

Style 77
Standard Coupling

Style 770
Large Diameter Coupling

Styles 74 & 75
Flexible Coupling

Style 750
Reducing Coupling

Style 741
Vic-Flange® Adapter

Style 743
Vic-Flange Adapter

Style 72
Outlet Coupling

Styles 791 & 792
Vic-Boltless® Coupling

Style 78
Snap-Joint® Coupling

Style HP-70
Rigid Coupling

Style HP-70ES
High Pressure EndSeal® Coupling

Style HP-70ES
High Pressure Fire-R™ Coupling

Style 307
AWWA to IPS Transition Coupling

Style 775
Coupling for PVC Pipe

IPS Size
Grooved End Fittings

Extra Heavy “ES” 
EndSeal® Fittings

SECTION 2 – Hole Cut Products
Style 920/920N
Mechanical-T® Outlet

Style 920
Mechanical-T Cross

Style 923
Vic-Let™ Outlet

Style 924
Vic-O-Well™ Outlet

SECTION 3 – Valves and Specialties
Vic®-300
Butterfly Valve

Series 706 (300 psi)
Large Diameter High Pressure Butterfly Valve

Series 709 (175 psi)
Large Diameter Butterfly Valve

Series 700
Butterfly Valve

Series 700S
Low Profile Butterfly Valve

Series 721
Vic-Ball® Valve

INDEX
PL-2001

VICTAULIC® WORLD HEADQUARTERS • P.O. Box 31 • Easto
1/01 1616 Rev. D © Cop
(continued on page 2)

Series 723
Diverter Ball Valve

Series 722
Threaded Ball Valve

Series 712
Swinger® Check Valve

Series 713
High Pressure Swinger Check Valve

Series 377
Balancing Plug Valve

Series 716
Vic-Check® Valve

Series 779
Venturi Check Valve

Style 731
Suction-Diffuser

Style 730
Vic-Strainer® Tee Type Strainer

Style 732
Vic-Strainer Wye Type Strainer 

Style 733
Venturi

Style 734
Orifice Plate

Style 739
Master Meter

Style 150
Mover® Expansion Joint

Style 47
Clearflow Dielectric Waterway

Style 47-GG
Steel (IPS) to Copper (CTS) Transition Fitting

SECTION 4 – Plain End Products
Style 99
Roust-A-Bout® Coupling

Adapter Nipples

Plain End
Fittings

SECTION 5 – FIT® Products
FIT Products - Plain End System
For Schedule 10 & 40 Piping 

Style 925
Snap-Let® Outlet

SECTION 6 – Pressfit® System Products
Pressfit System
Plain End System for Sch. 5 Carbon Steel Piping

n, PA, 18044-0031 USA • 1-800-PICK-VIC • FAX: 610/250-8817
1

yright 2001 Victaulic ® Registered Trademark of Victaulic Printed in U.S.A.



               

INDEX

 

IN
D

E
X

(continued from page 2)

SECTION 7 – HDPE Products
Style 995
HDPE Coupling

Style 994
HDPE Flange Adapter

Style 997
HDPE-to-Steel Transition Coupling

SECTION 8 – Copper Connection
Style 606
Coupling for Copper

Grooved End
Copper Fittings

Style 641
Copper Flange Adapter

Series 608
Copper Butterfly Valve

SECTION 9 – Aluminum Products
Style 77A
Flexible Coupling for Aluminum Pipe

Style 78A
Snap-Joint for Aluminum Pipe

Grooved End
Aluminum Fittings
2

Submitted By: _____________________________________________

Approved By:______________________________________________

NOTE: Categories can have a single discount applied. Any individ
SECTION 10 – Large Diameter Piping
Style 22
Coupling for Vic-Ring System

Style 41
Coupling for Vic-Ring System

Style 44
Coupling for Vic-Ring System

Style 31
Coupling for Vic-Ring System

SECTION 11 – TA Hydronics Circuit 
Balancing Valves
Series 786
STAS – Solder End - 300 psi

Series 787
STAD – NPT (Fem.) End - 300 psi

Series 788
STAF – Flanged End - 300 psi

Series 789
STAG – Grooved End - 300 psi

Series 785
TBVS - Sweated End “Mini” - 125 psi

Series 786
Drain Kit

Series 738
Differential Meter Gauge

Series 737
Circuit Balancing Instruments
PL-2001

_____ Date:___________________________

_____ Date:___________________________

ual discounts listed will take precedence over category discounts.



   

T
A

B
L

E
 O

F
 C

O
N

T
E

N
T

S

                                                                      
GENERAL
General Index. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1
Table of Contents. . . . . . . . . . . . . . . . . . . . . . . . . . 3

SECTION 1 – Couplings & Fittings
Style 07 Zero-Flex® Rigid Coupling . . . . . . . . . . . 6
Style 77 Standard Flexible Coupling . . . . . . . . . . 8
Style 770 Large Diameter Coupling. . . . . . . . . . 10
Styles 74 & 75 Flexible Coupling . . . . . . . . . . . . 11
Style 750 Reducing Coupling . . . . . . . . . . . . . . . 13
Style 741 Vic®-Flange Adapter. . . . . . . . . . . . . . 14
Style 743 Vic-Flange Adapter. . . . . . . . . . . . . . . 15
Style 72 Outlet Coupling. . . . . . . . . . . . . . . . . . . 16
Styles 791 & 792 Vic-Boltless® Coupling. . . . . . 17
Style 791 Locking Pins . . . . . . . . . . . . . . . . . . . . 17
Style 78 Snap-Joint® Coupling . . . . . . . . . . . . . . 18
Style HP-70 Coupling  . . . . . . . . . . . . . . . . . . . . . 19
Style HP-70ES with “ES” Gasket . . . . . . . . . . . . 19
Style HP-70ES with Fire-R™ Gasket. . . . . . . . . 20
Style 307 Transition Coupling  . . . . . . . . . . . . . . 20
Style 775 Coupling for PVC Plastic Pipe . . . . . . 21
Gaskets. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22
Lubricant . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25
Flange Parts – Styles 741 & 743. . . . . . . . . . . . . 26
Flange Gaskets – Styles 741 & 743 . . . . . . . . . . 26
Metal Liners - 

Styles 77, 75 & 78 Couplings  . . . . . . . . . . . . . 27
Plated Trackhead Bolts & Nuts  . . . . . . . . . . . . . 27
Elbows – 

No. 10 - 90°. . . . . . . . . . . . . . . . . . . . . . . . . . . . 28
No. 11 - 45°. . . . . . . . . . . . . . . . . . . . . . . . . . . . 28
No. 12 - 22¹⁄₂° . . . . . . . . . . . . . . . . . . . . . . . . . . 29
No. 13 - 11¹⁄₄° . . . . . . . . . . . . . . . . . . . . . . . . . . 29
No. 100 & 110
1¹⁄₂D Long Radius Elbows. . . . . . . . . . . . . . . . 30

No. 20 Tee  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30
No. 29M Tee with Threaded Branch . . . . . . . . . 30
No. 35 Cross . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31
No. 33 True Y . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31
No. R-10G & R-10F 

Reducing Base Support Elbow. . . . . . . . . . . . 31
No(s). 40, 42, & 43 Adapter Nipples  . . . . . . . . . 32
No. 80 Female Threaded Adapter . . . . . . . . . . . 32
No(s). 18 & 19 Adapter Elbows  . . . . . . . . . . . . . 32
No. 25 Grooved Reducing Tee . . . . . . . . . . . . . . 33
No. 29T Threaded Reducing Tee . . . . . . . . . . . . 35
No. 50 Concentric Reducers. . . . . . . . . . . . . . . . 37
No. 51 Eccentric Reducers . . . . . . . . . . . . . . . . . 37
No.(s) 53, 54 & 55 Swaged Nipples . . . . . . . . . . 39
No. 52 - Reducer Threaded Small End  . . . . . . . 39
No. 30 Lateral. . . . . . . . . . . . . . . . . . . . . . . . . . . . 40
No. 60 Cap . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40
No. 30R Reducing Lateral . . . . . . . . . . . . . . . . . . 41
No. 32 Tee Wyes  . . . . . . . . . . . . . . . . . . . . . . . . . 42
No. 32-R Reducing Tee Wyes. . . . . . . . . . . . . . . 42
No(s). 40, 42 & 43

Seamless Adapter Nipples . . . . . . . . . . . . . . . 43
No. 61 Bull Plugs . . . . . . . . . . . . . . . . . . . . . . . . . 43
No. 48 Hose Nipples . . . . . . . . . . . . . . . . . . . . . . 43
No(s). 41, 45 & 46

Flanged Adapter Nipples . . . . . . . . . . . . . . . . 44
3D Cast Elbows

for Abrasive Services  . . . . . . . . . . . . . . . . . . . 44
Long Radius Elbows – 3D. . . . . . . . . . . . . . . . . . 45
Long Radius Elbows – 5D. . . . . . . . . . . . . . . . . . 46
Long Radius Elbows – 6D. . . . . . . . . . . . . . . . . . 47
Extra Heavy “ES” Fittings  . . . . . . . . . . . . . . . . . 48

SECTION 2 – Hole Cut Products
Styles 920/920N Mechanical-T ® Outlet . . . . . . 50
Style 920/920N Mechanical-T Cross . . . . . . . . . 52
Style 923 Vic-Let One Nut Outlet  . . . . . . . . . . . 54
Style 924 Vic-O-Well One Nut 

Thermometer Well . . . . . . . . . . . . . . . . . . . . . . 54

SECTION 3 – Valves & Specialties
Vic-300® Butterfly Valves . . . . . . . . . . . . . . . . . . 56
Vic-300 Valve Accessories . . . . . . . . . . . . . . . . . 58
Series 706 (14 - 24")

300 psi Butterfly Valve. . . . . . . . . . . . . . . . . . . 59
Series 709 (14 - 24") Butterfly Valve . . . . . . . . . . 59
Series 700 Butterfly Valves . . . . . . . . . . . . . . . . . 61
Series 700 Low Profile Butterfly Valves . . . . . . . 61
Series 721 Vic-Ball® Valves. . . . . . . . . . . . . . . . . 62
Series 723 Three Port Diverter Ball Valve . . . . . 63

S
S
S

S
S
S
S
S
S
S
S
S
S
S
S

S
F
S
G
N
P

S
S
S
S

S
S
S
S
S
S
S

S
P

S
S
S
S

S
P
S
N
N
N
N

TABLE OF CONTENTS
PL-2001 * Cle
eries 722 Threaded Brass Ball Valve  . . . . . . . . 63
eries 712 Swinger® Check Valve  . . . . . . . . . . . 64
eries 713 High Pressure
Swinger Check Valve. . . . . . . . . . . . . . . . . . . . 64

eries 377 Vic-Plug Balancing Valve . . . . . . . . . 64
eries 716 Vic-Check® Valve. . . . . . . . . . . . . . . . 65
eries 779 Venturi Check Valve . . . . . . . . . . . . . 65
tyle 731 Suction Diffuser . . . . . . . . . . . . . . . . . . 66
tyle 730 Vic-Strainer Tee Type Strainer . . . . . . 66
tyle 732 Vic-Strainer Wye Type Strainer . . . . . 67
tyle 733 Venturi Indicator . . . . . . . . . . . . . . . . . 67
tyle 734 Orifice Indicator . . . . . . . . . . . . . . . . . . 68
tyle 739 S4 / L6 Portable Master Meter . . . . . . 68
tyle 150 Mover Expansion Joint . . . . . . . . . . . . 68
tyle 47 ClearFlow* Dielectric Waterway  . . . . . 69
tyle 47-GG Transition Fitting . . . . . . . . . . . . . . 69

ECTION 4 – Plain End Couplings & 
ittings
tyle 99 Roust-A-Bout® Coupling. . . . . . . . . . . . 72
askets . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 72
o.(s) 40-P, 42-P & 43-P Adapter Nipples . . . . . 73
lain End Fittings
No. 10-P - 90° Elbow . . . . . . . . . . . . . . . . . . . . 74
No. 11-P - 45° Elbow . . . . . . . . . . . . . . . . . . . . 74
No. 20-P - Tee . . . . . . . . . . . . . . . . . . . . . . . . . . 74
No. 61-P - Bull Plug  . . . . . . . . . . . . . . . . . . . . . 74
No. 33-P – Wye . . . . . . . . . . . . . . . . . . . . . . . . . 75
No. 30-P – Lateral. . . . . . . . . . . . . . . . . . . . . . . 75
No. 35-P – Cross . . . . . . . . . . . . . . . . . . . . . . . . 75
No. 53-P – Swaged Nipple  . . . . . . . . . . . . . . . 76
No. 25-P – Reducing Tee . . . . . . . . . . . . . . . . . 76

ECTION 5 – FIT Products
tyle 96 FIT® Reducing Outlet Tee. . . . . . . . . . . 78
tyle 961 FIT 90° Elbow. . . . . . . . . . . . . . . . . . . . 78
tyle 969
FIT Reducing Run and Outlet Tee . . . . . . . . . 79

pare Parts and FIT Socket. . . . . . . . . . . . . . . . . 79
tyle 929 FIT Outlet/Mechanical-T  . . . . . . . . . . 79
tyle 963 FIT Straight Tee. . . . . . . . . . . . . . . . . . 80
tyle 960 FIT Straight Coupling . . . . . . . . . . . . . 80
tyle 966 FIT Red. Elbow  . . . . . . . . . . . . . . . . . . 80
tyle 929 FIT Outlet Mechanical-T Cross . . . . . 81
tyle 925 Snap-Let™ Outlet . . . . . . . . . . . . . . . . 81

ECTION 6 – Pressfit® System Products
ressfit for Carbon Steel Pipe . . . . . . . . . . . . . . . 84
Gasket Selection  . . . . . . . . . . . . . . . . . . . . . . . 84
Spare Parts . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85
Style 505 Standard Coupling  . . . . . . . . . . . . . 85
Style 510 90° Elbow . . . . . . . . . . . . . . . . . . . . . 85
Style 509 90° Elbow – Short Tangent . . . . . . . 85
Style 506 Slip Coupling . . . . . . . . . . . . . . . . . . 86
Style 511 45° Elbow . . . . . . . . . . . . . . . . . . . . . 86
Style 580 Male Adapter - Threaded . . . . . . . . 86
Style 580 Female Adapter - Threaded . . . . . . 87
Style 520 Tee – Reducing Branch. . . . . . . . . . 87
Style 550 Reducer Insert . . . . . . . . . . . . . . . . . 87
Style 520 Tee – Reducing Branch. . . . . . . . . . 88
Style 520 Tee  . . . . . . . . . . . . . . . . . . . . . . . . . . 88
Style 520 End-of-line Tee

Threaded Reducer . . . . . . . . . . . . . . . . . . . . 88
Style 520 End-of-line Tee

Pressfit Reducing . . . . . . . . . . . . . . . . . . . . . 89
Style 535 Cross . . . . . . . . . . . . . . . . . . . . . . . . . 89
Series 522 Brass Body Ball Valve  . . . . . . . . . . 89
Carbon Steel Pipe. . . . . . . . . . . . . . . . . . . . . . . 90

ECTION 7 – HDPE Products
tyle 995 HDPE Coupling . . . . . . . . . . . . . . . . . . 92
tyle 994 HDPE Flange . . . . . . . . . . . . . . . . . . . . 92
tyle 997
HDPE-to-Steel Transition Coupling . . . . . . . . 93

ECTION 8 – Copper Connection 
roducts
tyle 606 Coupling . . . . . . . . . . . . . . . . . . . . . . . . 96
o. 610 90° Elbow . . . . . . . . . . . . . . . . . . . . . . . . 96
o. 611 45° Elbow . . . . . . . . . . . . . . . . . . . . . . . . 96
o. 620 Tee . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 96
o. 660 Cap  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 96

Reducers
No. 650 Groove ✕  Groove  . . . . . . . . . . . . . . . 97
No. 652 Groove ✕  Cup . . . . . . . . . . . . . . . . . . 97

No. 625 Reducing Tee (Groove ✕  Groove) . . . . 97
No. 626 Reducing Tee (Groove ✕  Cup)  . . . . . . 98
Style 641 Vic-Flange Adapter . . . . . . . . . . . . . . 98
Series 608

Copper System Butterfly Valve . . . . . . . . . . . 99
Series 608 Accessories. . . . . . . . . . . . . . . . . . . . 99

SECTION 9 – Aluminum Products
Style 77A Aluminum Coupling . . . . . . . . . . . . 102
Style 78A

Aluminum Snap-Joint Coupling . . . . . . . . . 102
Aluminum Fittings . . . . . . . . . . . . . . . . . . . . . . 102
Aluminum Reducers  . . . . . . . . . . . . . . . . . . . . 103
Adapter Nipples . . . . . . . . . . . . . . . . . . . . . . . . 103

SECTION 10 – Large Diameter Piping
Large Diameter Piping Solutions  . . . . . . . . . . 106
Large Diameter Piping Inquiry

Check Sheet  . . . . . . . . . . . . . . . . . . . . . . . . . 107
Style 22 Coupling with

Type “A” Vic-Ring Adapters . . . . . . . . . . . . 108
Style 41/44 Couplings

with Type “C” Vic-Ring Adapters . . . . . . . . 108
Style 31 Coupling with 

Type “D” & “E” Vic-Ring Adapters . . . . . . . 109
Style 41 Coupling with

Type “D” & “E” Vic-Ring Adapters . . . . . . . 109
Style 44 Coupling with

Type “D” & “E” Vic-Ring Adapters . . . . . . . 110

SECTION 11 – TA Hydronics 
Circuit Balancing Valves
Series 786 STAS . . . . . . . . . . . . . . . . . . . . . . . . 112
Series 787 STAD . . . . . . . . . . . . . . . . . . . . . . . . 112
Series 788 STAF . . . . . . . . . . . . . . . . . . . . . . . . 112
Series 789 STAG . . . . . . . . . . . . . . . . . . . . . . . . 112
Series 785 TBVS . . . . . . . . . . . . . . . . . . . . . . . . 113
Series 786 Drain Kit  . . . . . . . . . . . . . . . . . . . . . 113
Series 738 Differential Meter Gauge. . . . . . . . 113
Series 737 CBI-II Hand-Held Meter. . . . . . . . . 113
Insulation Kits . . . . . . . . . . . . . . . . . . . . . . . . . . 114
Series 788 & 789 Insulation Kits . . . . . . . . . . . 114
Spare Parts  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 114

GENERAL INFORMATION
Pipe Preparation Tools . . . . . . . . . . . . . . . . . . . 115
Terms and Conditions of Sale . . . . . . . . . . . . . 117
Warranty  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 117
Victaulic U.S. Sales 

and Service Centers . . . . . . . . . . . . .Back Cover

PRICING INFORMATION
For pricing information on products not listed in
this price list, you may request any of the price
lists below either by e-mail:
victaulic@victaulic.com
or by calling: 
1-800-PICK-VIC

PL01-2 . . . . . . . . . . . . . . . . . . . . . AWWA Products
PL01-3 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Tools
PL01-4 . . . . . . . . . . . . . . . .General Fire Protection
PL01-5 . . . . . . . . . . . . . . . . . . . . . . Pressfit System
PL01-6 . . . . . . . . . . . . . . . . TA Hydronic Products
PL01-7 . . . . . . . . . . . . . . . . . . . FireLock™ Devices
PL01-8 . . . . . . . . . . . . . . . . . . . FireLock Sprinklers
PL01-9 . . . . . . . . . . . . . . FireLock CPVC Products
PL01-10 . . . . . . . . . . . . . . Stainless Steel Products
3
arflow is a registered trademark of Perfection Corp.



 

4

 

PL-2001



      

SECTION 1
Couplings and
Fittings

SECTION 1 – Couplings & Fittings

Grooved IPS PipeCouplings
5
PL-2001



   

SECTION 1

                                                                                                                                                                                                                                     

G
R

O
O

V
E

D
 IP

S
 P

IP
E

C
O

U
P

L
IN

G
S

 

1

GROOVED IPS PIPE COUPLINGS

Style 07 – Vic-Plus™ Grade “E” or “T” Gasket or FlushSeal® Gasket

* Number of bolts equals number of segments supplied.
§ Metric thread size bolts available. Contact Victaulic.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See ws 22 - 27 for spare part prices.
+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Zero-Flex®

Rigid Coupling
Style 07 Zero-Flex®Rigid Coupling

Style 07
(with Style 77 gasket)
Request publication 06.02. PIPE

(inches) Aprx
Wgt.
Ea.

(lbs)

COUPLING
COMPLETE †
With Vic-Plus
Grade “E” or
“T” Gasket

COUPLING
COMPLETE †
With Vic-Plus

FlushSeal
Grade “E” or
“T”  Gasket

SPARE PARTS

Plated Bolt & Nut

Nom.
Size

Outside
Dia.

Price Each Price Each

No.*
Size §

(inches)Painted Galv. Painted Galv.

1 1.315 1.6 $15.15 $18.15 $21.80 $24.85 2 ³⁄₈ ✕ 2
1¹⁄₄ 1.660 1.7 15.15 18.15 22.60 25.55 2 ³⁄₈ ✕ 2
1¹⁄₂ 1.900 1.9 15.15 18.15 21.90 24.90 2 ³⁄₈ ✕ 2
2 2.375 2.2 15.55 19.00 22.40 25.95 2 ¹⁄₂ ✕ 2¹⁄₂

2¹⁄₂ 2.875 2.6 17.90 22.10 26.55 30.90 2 ¹⁄₂ ✕ 2³⁄₄

76,1 mm 3.000 3.6 17.90 22.10 26.55 30.90 2 ¹⁄₂ ✕ 2³⁄₄

3 3.500 3.0 20.90 25.95 28.95 34.00 2 ¹⁄₂ ✕ 2¹⁄₂

4 4.500 5.3 29.65 36.80 41.20 48.40 2 ¹⁄₂ ✕ 2³⁄₄

108,0 mm 4.250 5.2 29.00 35.85 41.10 47.95 2 16 ✕ 83 mm
5 5.563 6.7 38.45 47.90 65.35 110.35 2 ⁵⁄₈ ✕ 3¹⁄₄

133,0 mm 5.250 7.4 36.70 46.05 65.00 74.35 2 20 ✕ 108 mm
139,7 mm 5.500 7.6 38.45 47.90 66.75 76.15 2 20 ✕ 108 mm

6 6.625 8.3 51.40 63.55 77.60 90.20 2 ⁵⁄₈ ✕ 3¹⁄₄

159,0 mm 6.250 9.2 51.40 63.55 79.00 91.20 2 20 ✕ 108 mm
165,1 mm 6.500 8.3 51.40 63.55 + + 2 ⁵⁄₈ ✕ 3¹⁄₄

8 8.625 15.1 80.95 100.55 102.45 122.10 2 ³⁄₄ ✕ 4¹⁄₄

10 10.750 23.5 145.00 184.50 174.50 211.40 2 ⁷⁄₈ ✕ 6¹⁄₂

12 12.750 28.2 162.20 206.95 198.70 243.35 2 ⁷⁄₈ ✕ 6¹⁄₂

14 14.000 32.8 211.95 258.65 237.50 284.20 3 ⁷⁄₈ ✕ 5
16 16.000 41.2 276.40 335.70 311.80 371.10 3 ⁷⁄₈ ✕ 5
18 18.000 54.2 319.50 393.70 364.00 436.45 3 ⁷⁄₈ ✕ 5
20 20.000 67.2 380.40 473.05 446.30 538.90 4 1 ✕ 5
24 24.000 76.2 560.25 675.00 649.70 764.40 4 1 ✕ 5
PL-2001
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Style 07 – Vic-Plus™ Silicone Grade “L” Gasket or Vic-Plus Fluoroelastomer Grade “O” Gasket

* Number of bolts equals number of segments supplied.
§ Metric thread size bolts available. Contact Victaulic.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare part prices.
# Vic-Plus “L” gaskets are not recommended for use on stainless steel pipe.

PIPE
(inches) Aprx.

Wgt. 
Ea.

(lbs)

COUPLING
COMPLETE †
With Vic-Plus

Silicone
Grade “L” Gasket #

COUPLING
COMPLETE †
With Vic-Plus

Fluoroelastomer
Grade “O” Gasket

SPARE PARTS

Plated Bolt & Nut

Nom.
Size

Outside
Dia.

Price Each Price Each

No.*
Size §

(inches)Painted Galv. Painted Galv.

1 1.315 1.6 $34.55 $37.50 $97.75 $100.75 2 ³⁄₈ ✕ 2
1¹⁄₄ 1.660 1.7 46.20 49.20 93.70 96.70 2 ³⁄₈ ✕ 2
1¹⁄₂ 1.900 1.9 47.35 50.30 83.10 101.20 2 ³⁄₈ ✕ 2
2 2.375 2.2 32.25 35.00 81.60 85.10 2 ¹⁄₂ ✕ 2¹⁄₂

2¹⁄₂ 2.875 2.6 36.90 41.10 88.25 92.50 2 ¹⁄₂ ✕ 2³⁄₄

76,1 mm 3.000 3.6 – – – – 2 ¹⁄₂ ✕ 2³⁄₄

3 3.500 3.0 40.40 45.60 99.00 105.00 2 ¹⁄₂ ✕ 2¹⁄₂

4 4.500 5.3 59.85 67.40 161.85 170.95 2 ¹⁄₂ ✕ 2³⁄₄

108,0 mm 4.250 5.2 – – – – 2 16 ✕ 83 mm
5 5.563 6.7 110.35 119.80 184.65 194.10 2 ⁵⁄₈ ✕ 3¹⁄₄

133,0 mm 5.250 7.4 – – – – 2 20 ✕ 108 mm
139,7 mm 5.500 7.6 – – – – 2 20 ✕ 108 mm

6 6.625 8.3 126.50 140.00 223.90 238.50 2 ⁵⁄₈ ✕ 3¹⁄₄

159,0 mm 6.250 9.2 – – – – 2 20 ✕ 108 mm
165,1 mm 6.500 8.3 – – – – 2 ⁵⁄₈ ✕ 3¹⁄₄

8 8.625 15.1 164.50 181.05 284.80 304.45 2 ³⁄₄ ✕ 4¹⁄₄

10 10.750 23.5 254.45 293.95 411.10 450.60 2 ⁷⁄₈ ✕ 6¹⁄₂

12 12.750 28.2 292.10 336.65 567.10 611.75 2 ⁷⁄₈ ✕ 6¹⁄₂

14 14.000 32.8 390.80 415.80 679.55 726.25 3 ⁷⁄₈ ✕ 5
16 16.000 41.2 409.35 504.35 789.00 848.30 3 ⁷⁄₈ ✕ 5
18 18.000 54.2 496.05 570.35 908.45 982.60 3 ⁷⁄₈ ✕ 5
20 20.000 67.2 535.00 627.65 1144.90 1237.55 4 1 ✕ 5
24 24.000 76.2 668.45 783.20 1710.85 1825.55 4 1 ✕ 5
7
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Style 77 – Vic-Plus Grade “E” or “T” Gasket or Vic-Plus FlushSeal Gasket

* Number of bolts equals number of segments supplied.
§ Metric thread size bolts available. Contact Victaulic.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare part prices.
+ Quoted on application
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Standard 
Coupling
Style 77 Standard Flexible Coupling

Style 77
Request publication 06.04.

PIPE
(inches) Aprx.

Wgt.
Ea.

(lbs)

COUPLING
COMPLETE †
With Vic-Plus
Grade “E” or
“T” Gasket

COUPLING
COMPLETE †
With Vic-Plus

FlushSeal
Grade “E” or
“T” Gasket

SPARE PARTS

Plated Bolt & Nut

Nom.
Size

Outside
Dia.

Price Each Price Each

No.*
Size §

(inches)Painted Galv. Painted Galv.

³⁄₄ 1.050 1.1 $10.90 $13.95 $17.50 $20.55 2 ³⁄₈ ✕ 2
1 1.315 1.2 10.90 13.95 17.50 20.55 2 ³⁄₈ ✕ 2

1¹⁄₄ 1.660 2.0 14.50 18.60 21.60 25.65 2 ¹⁄₂ ✕ 2¹⁄₂

1¹⁄₂ 1.900 2.1 15.85 20.00 22.65 26.85 2 ¹⁄₂ ✕ 2¹⁄₂

2 2.375 2.6 16.75 21.50 23.65 28.45 2 ¹⁄₂ ✕ 2¹⁄₂

2¹⁄₂ 2.875 3.1 20.00 26.45 29.15 35.50 2 ¹⁄₂ ✕ 2³⁄₄

76,1 mm 3.000 3.2 20.00 26.45 29.15 35.30 2 ¹⁄₂ ✕ 2³⁄₄

3 3.500 3.7 22.15 29.50 30.15 37.40 2 ¹⁄₂ ✕ 2³⁄₄

3¹⁄₂ 4.000 5.6 32.25 41.05 43.65 52.35 2 ⁵⁄₈ ✕ 3¹⁄₄

4 4.500 6.7 32.25 43.50 43.80 55.05 2 ⁵⁄₈ ✕ 3¹⁄₄

108,1 mm 4.250 11.0 32.50 41.70 44.60 53.80 2 16 ✕ 83 mm
5 5.563 10.5 49.40 67.65 77.70 96.00 2 ³⁄₄ ✕ 4¹⁄₄

133,0 mm 5.250 10.0 48.10 64.20 76.40 92.50 2 20 ✕ 108 mm
139,7 mm 5.500 10.0 50.30 66.75 78.60 95.10 2 20 ✕ 108 mm

6 6.625 12.0 58.40 80.00 86.00 107.60 2 ³⁄₄ ✕ 4¹⁄₄

159,0 mm 6.250 13.2 59.30 78.80 86.95 106.45 2 20 ✕ 108 mm
165,1 mm 6.500 13.0 58.35 78.80 + + 2 ³⁄₄ ✕ 4¹⁄₄

8 8.625 20.8 95.15 130.70 116.75 152.30 2 ⁷⁄₈ ✕ 5
10 10.750 31.1 158.05 215.70 187.60 240.15 2 1 ✕ 6
12 12.750 27.8 179.95 245.15 220.45 276.20 2 1 ✕ 6¹⁄₂

13¹⁄₂ 13.500 30.3 208.40 276.95 – – 2 1 ✕ 6
14 14.000 35.6 218.55 287.15 244.10 307.75 4 1 ✕ 3¹⁄₂

15 15.000 48.8 317.50 371.55 – – 4 1 ✕ 5¹⁄₂

16 16.000 51.1 286.65 370.10 322.10 405.50 4 1 ✕ 3¹⁄₂

18 18.000 64.4 335.75 443.05 378.50 485.85 4 1 ✕ 3¹⁄₂

20 20.000 91.2 528.15 676.60 593.95 742.40 4 1¹⁄₈ ✕ 4
22 22.000 92.0 562.85 719.25 – – 4 1¹⁄₈ ✕ 4
24 24.000 94.0 579.15 740.05 668.60 829.50 6 1¹⁄₈ ✕ 4
PL-2001
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Style 77 – Vic-Plus Silicone Grade “L” Gasket or Vic-Plus Fluoroelastomer Grade “O” Gasket

* Number of bolts equals number of segments supplied.
§ Metric thread size bolts available. Contact Victaulic.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare part prices.
# Vic-Plus “L” gaskets are not recommended for use on stainless steel pipe.
+ Quoted on application
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

PIPE
(inches) Aprx.

Wgt.
Ea.

(lbs)

COUPLING
COMPLETE †
With Vic-Plus

Silicone
Grade “L” Gasket #

COUPLING
COMPLETE †
With Vic-Plus

Fluoroelastomer
Grade “O” Gasket

SPARE PARTS

Plated Bolt & Nut

Nom.
Size

Outside
Dia.

Price Each Price Each

No.*
Size §

(inches)Painted Galv. Painted Galv.

³⁄₄ 1.050 1.1 $30.25 $33.30 $93.55 $96.60 2 ³⁄₈ ✕ 2
1 1.315 1.2 30.25 33.30 93.55 96.60 2 ³⁄₈ ✕ 2

1¹⁄₄ 1.660 2.0 45.50 49.60 93.00 97.10 2 ³⁄₈ ✕ 2
1¹⁄₂ 1.900 2.1 48.00 52.20 98.90 103.10 2 ¹⁄₂ ✕ 2¹⁄₂

2 2.375 2.6 33.40 38.20 82.80 87.55 2 ¹⁄₂ ✕ 2¹⁄₂

2¹⁄₂ 2.875 3.1 38.95 45.35 94.15 100.50 2 ¹⁄₂ ✕ 2³⁄₄

76,1 mm 3.000 3.2 – – – – 2 ¹⁄₂ ✕ 2³⁄₄

3 3.500 3.7 42.55 49.90 104.30 111.60 2 ¹⁄₂ ✕ 2³⁄₄

3¹⁄₂ 4.000 5.6 59.45 68.20 114.70 123.50 2 ⁵⁄₈ ✕ 3¹⁄₄

4 4.500 6.7 64.00 75.20 171.35 182.60 2 ⁵⁄₈ ✕ 3¹⁄₄

108,1 mm 4.250 11.0 – – – – 2 16 ✕ 83 mm
5 5.563 10.5 121.30 139.55 195.60 213.90 2 ³⁄₄ ✕ 4¹⁄₄

133,0 mm 5.250 10.1 – – – – 2 20 ✕ 108 mm
139,7 mm 5.500 10.0 – – – – 2 20 ✕ 108 mm

6 6.625 12.0 137.40 158.95 239.95 261.55 2 ³⁄₄ ✕ 4¹⁄₄

159,0 mm 6.250 13.2 – – – – 2 20 ✕ 108 mm
165,1 mm 6.500 13.0 – – – – 2 ³⁄₄ ✕ 4¹⁄₄

8 8.625 20.8 178.65 214.20 299.00 334.55 2 ⁷⁄₈ ✕ 5
10 10.750 31.1 267.50 325.10 424.10 481.80 2 1 ✕ 6
12 12.750 27.8 309.70 374.90 584.80 650.00 2 1 ✕ 6¹⁄₂

13¹⁄₂ 13.500 30.3 359.00 427.55 – – 2 1 ✕ 6
14 14.000 35.6 398.60 467.20 686.15 754.75 4 1 ✕ 3¹⁄₂

15 15.000 48.8 + + – – 4 1 ✕ 5¹⁄₂

16 16.000 51.1 455.35 538.75 799.25 882.65 4 1 ✕ 3¹⁄₂

18 18.000 64.4 512.40 619.70 924.65 1032.00 4 1 ✕ 3¹⁄₂

20 20.000 91.2 682.70 831.15 1292.65 1441.10 4 1¹⁄₈ ✕ 4
22 22.000 92.0 – – – – 4 1¹⁄₈ ✕ 4
24 24.000 94.0 687.30 848.15 1729.75 1890.65 6 1¹⁄₈ ✕ 4
9
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Style 770 – Vic-Plus Grade “E” or “T” Gasket

† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
*Number of bolts equals number of housing segments.
NOTE: See pages 22 - 27 for spare part prices.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Large Diameter 
Coupling
Style 770 Large Diameter Coupling

Style 770
Request publication 06.03.

PIPE
(inches) Aprx.

Wgt.
Ea.

(lbs)

COUPLING COMPLETE †
With Vic-Plus

Grade “E” or “T” Gasket

SPARE PARTS

Plated Bolt & Nut

Nom.
Size

Outside
Dia.

Price Each

No.*
Size

(inches)Painted Galv.

26 26.00 150.0 $656.40 $815.50 6 1¹⁄₄ ✕ 3¹⁄₂

28 28.00 175.0 672.45 838.05 6 1¹⁄₄ ✕ 3¹⁄₂

30 30.00 200.0 774.00 954.85 6 1¹⁄₄ ✕ 3¹⁄₂

32 32.00 225.0 1045.20 1323.75 6 1¹⁄₂ ✕ 4¹⁄₂

36 36.00 250.0 1544.20 1755.15 6 1¹⁄₄ ✕ 3¹⁄₂

42 42.00 400.0 3122.85 3421.55 8 1¹⁄₂ ✕ 4¹⁄₂
PL-2001
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Styles 74 & 75 – Vic-Plus Grade “E” or “T” Gasket or FlushSeal Gasket

*Style 74 with Vic-Plus FlushSeal “E” gasket. 
§ Metric thread size bolts available. Contact Victaulic.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare part prices.
+ Quoted on application
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Flexible Coupling
Style 75 Flexible Coupling

Styles 74 & 75
Request publication 06.05.

PIPE
(inches) Aprx.

Wgt.
Ea.

(lbs)

COUPLING
COMPLETE †
With Vic-Plus
Grade “E” or
“T” Gasket

COUPLING
COMPLETE †
With Vic-Plus

FlushSeal
Grade “E” or
“T” Gasket

SPARE PARTS

Plated
Bolt & Nut

Nom.
Size

Outside
Dia.

Price Each Price Each Size §
(inches)Painted Galv. Painted Galv.

STYLE 75
1 1.315 1.3 $11.00 $13.30 $17.95 $20.25 ³⁄₈ ✕ 2

1¹⁄₄ 1.660 1.4 11.30 14.05 18.80 21.55 ³⁄₈ ✕ 2
1¹⁄₂ 1.900 1.5 13.80 16.65 20.90 23.70 ³⁄₈ ✕ 2
2 2.375 1.7 14.10 17.10 21.40 24.40 ³⁄₈ ✕ 2

2¹⁄₂ 2.875 1.9 16.40 19.80 25.50 28.90 ³⁄₈ ✕ 2
76,1 mm 3.000 1.9 16.40 19.80 25.50 28.90 ³⁄₈ ✕ 2

3 3.500 2.9 19.00 23.05 27.35 31.35 ¹⁄₂ ✕ 2³⁄₄

3¹⁄₂ 4.000 2.9 26.95 33.00 38.35 44.35 ¹⁄₂ ✕ 2³⁄₄

4 4.500 4.1 26.95 33.50 39.00 45.60 ¹⁄₂ ✕ 2³⁄₄

108,1 mm 4.250 3.7 26.35 32.60 38.45 44.75 12 ✕ 70 mm
4¹⁄₂ 5.000 5.5 38.85 47.45 – + ⁵⁄₈ ✕ 3¹⁄₄

5 5.563 5.8 38.85 48.40 67.15 76.70 ⁵⁄₈ ✕ 3¹⁄₄

133,0 mm 5.250 6.0 37.00 46.45 65.30 74.75 16 ✕ 83 mm
139,7 mm 5.500 6.3 38.85 48.40 67.15 76.70 ⁵⁄₈ ✕ 3¹⁄₄

6 O.D. 6.000 6.2 – – 75.85 89.55 ⁵⁄₈ ✕ 3¹⁄₄

6 6.625 7.0 46.80 58.20 74.40 85.85 ⁵⁄₈ ✕ 3¹⁄₄

159,0 mm 6.250 6.8 46.80 58.20 74.40 85.85 16 ✕ 83 mm
165,1 mm 6.500 7.2 46.80 58.20 + + ⁵⁄₈ ✕ 3¹⁄₄

8 8.625 12.9 73.55 93.45 96.30 116.20 ³⁄₄ ✕ 4¹⁄₄

STYLE 74
8 O.D.* 8.000 12.6 – – 117.90 137.85 ³⁄₄ ✕ 4¹⁄₄

10 O.D.* 10.000 20.8 – – 197.45 246.70 ⁷⁄₈ ✕ 5¹⁄₂

12 O.D.* 12.000 23.6 – – 220.70 276.10 ⁷⁄₈ ✕ 5¹⁄₂
11
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Styles 74 & 75 – Vic-Plus Silicone Grade “L” Gasket or Vic-Plus Fluoroelastomer 
Grade “O” Gasket

*Style 74 with Vic-Plus FlushSeal “E” gasket. 
§ Metric thread size bolts available. Contact Victaulic.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare part prices.
# Vic-Plus “L” gaskets are not recommended for use on stainless steel pipe.

PIPE
(inches)

Aprx. Wgt. 
Ea. (lbs)

COUPLING
COMPLETE †
With Vic-Plus

Silicone
Grade “L”  Gasket #

COUPLING
COMPLETE †
With Vic-Plus

Fluoroelastomer
Grade “O” Gasket

SPARE PARTS

Plated
Bolt & Nut

Nom.
Size

Outside
Dia.

Price Each Price Each Size §
(inches)Painted Galv. Painted Galv.

STYLE 75
1 1.315 1.3 $30.40 $32.70 $93.65 $95.90 ³⁄₈ ✕ 2

1¹⁄₄ 1.660 1.4 42.35 45.10 89.80 92.55 ³⁄₈ ✕ 2
1¹⁄₂ 1.900 1.5 46.00 48.80 96.90 99.70 ³⁄₈ ✕ 2
2 2.375 1.7 30.80 33.80 80.20 83.15 ³⁄₈ ✕ 2

2¹⁄₂ 2.875 1.9 35.35 38.75 90.50 93.90 ³⁄₈ ✕ 2
76,1 mm 3.000 1.9 – – – – ³⁄₈ ✕ 2

3 3.500 2.9 39.45 43.50 101.20 105.25 ¹⁄₂ ✕ 2³⁄₄

3¹⁄₂ 4.000 2.9 54.15 60.20 109.40 115.45 ¹⁄₂ ✕ 2³⁄₄

4 4.500 4.1 58.70 65.20 166.05 172.60 ¹⁄₂ ✕ 2³⁄₄

108,1 mm 4.250 3.7 – – – – 12 ✕ 70 mm
4¹⁄₂ 5.000 5.5 176.80 185.40 – – ⁵⁄₈ ✕ 3¹⁄₄

5 5.563 5.8 110.75 120.30 185.05 194.60 ⁵⁄₈ ✕ 3¹⁄₄

133,0 mm 5.250 6.0 – – – – 16 ✕ 83 mm
139,7 mm 5.500 6.3 – – – – ⁵⁄₈ ✕ 3¹⁄₄

6 O.D 6.000 6.2 – – – – ⁵⁄₈ ✕ 3¹⁄₄

6 6.625 7.0 125.85 137.20 228.40 239.80 ⁵⁄₈ ✕ 3¹⁄₄

159,0 mm 6.250 6.8 – – – – 16 ✕ 83 mm
165,1 mm 6.500 7.2 – – – – ⁵⁄₈ ✕ 3¹⁄₄

8 8.625 12.9 157.05 176.95 277.40 297.30 ³⁄₄ ✕ 4¹⁄₄

STYLE 74
8 O.D.* 8.000 12.6 – – – – ³⁄₄ ✕ 4¹⁄₄

10 O.D.* 10.000 20.8 – – – – ⁷⁄₈ ✕ 6¹⁄₂

12 O.D.* 12.000 23.6 – – – – ⁷⁄₈ ✕ 5¹⁄₂
PL-2001
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Style 750 – Vic-Plus Grade “E” or “T” Gasket

† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.    
§ Metric thread size bolts available. Contact Victaulic.
NOTE: See pages 22 - 27 for spare part prices.
Support rings required on vertical installations. Please specify on order.

Reducing 
Coupling
Style 750 Reducing Coupling

Style 750
Request publication 06.08

PIPE

Aprx.
Wgt. Ea.

(lbs)

COUPLING COMPLETE †
With Vic-Plus

Grade “E” or “T” Gasket
SPARE
PARTS

Nominal Size
(inches)

Price Each Plated
Bolt & Nut
Size § (in)Painted Galv.

2 ✕ 1 2.0 $30.00 $34.35 ³⁄₈ ✕ 2
2 ✕ 1¹⁄₂ 2.0 23.90 27.55 ³⁄₈ ✕ 2

2¹⁄₂ ✕ 2 2.9 31.20 37.50 ³⁄₈ ✕ 2
76,1 mm ✕ 60,3 mm 4.6 31.20 37.50 ¹⁄₂ ✕ 2³⁄₄

3 ✕ 76,1 mm 4.8 30.70 37.50 ¹⁄₂ ✕ 2³⁄₄

3 ✕ 2 4.6 35.75 43.30 ¹⁄₂ ✕ 2³⁄₄

3 ✕ 2¹⁄₂ 4.1 30.70 37.50 ¹⁄₂ ✕ 2³⁄₄

4 ✕ 2 8.8 57.00 68.55 ⁵⁄₈ ✕ 3¹⁄₄

4 ✕ 2¹⁄₂ 8.3 50.90 64.10 ⁵⁄₈ ✕ 3¹⁄₄

4 ✕ 3 6.4 47.80 58.95 ⁵⁄₈ ✕ 3¹⁄₄

5 ✕ 4 10.8 64.40 80.80 ³⁄₄ ✕ 4¹⁄₄

6 ✕ 4 16.1 97.60 117.15 ³⁄₄ ✕ 4¹⁄₄

6 ✕ 5 12.6 85.35 105.55 ³⁄₄ ✕ 4¹⁄₄

165,1 mm ✕ 114,3 mm 15.2 97.60 117.15 ³⁄₄ ✕ 4¹⁄₄

8 ✕ 6 22.3 146.50 176.50 ⁷⁄₈ ✕ 5
13
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Style 741 – Vic-Plus Grade “E” or “T” Gasket or Vic-Plus Silicone Grade “L” Gasket

† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
The Vic-Flange adapters utilize standard ANSI 125/150 flange bolts (supplied by installer). Bolt hole pattern is standard for 
ANSI CL. 150 and 125 CL. flanges. Flanged Adapter Nipples are also available in ³⁄₄" and larger sizes in ANSI CL. 125, CL. 150, 
CL 300 and other ANSI ratings – quoted on application.
NOTE: See page 26 for spare part prices.
# Vic-Plus “L” gaskets are not recommended for use on stainless steel pipe.

Style 741 – Vic-Plus Fluoroelastomer Grade “O” Gasket

† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
The Vic-Flange adapters utilize standard ANSI 125/150 flange bolts (supplied by installer). Bolt hole pattern is standard for 
ANSI CL. 150 and 125 CL. flanges. Flanged Adapter Nipples are also available in ³⁄₄" and larger sizes in ANSI CL. 125, CL. 150, 
CL 300 and other ANSI ratings – quoted on application.
NOTE: See page 26 for spare part prices.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Vic-Flange®

Adapters
Style 741 Vic-Flange® Adapter

Style 741
Grooved Pipe Adapters to ANSI 
Class 125 and 150 Flanges
Request publication 06.06.

2 - 12" Sizes

14 - 24" Sizes

PIPE
(inches) Aprx.

Wgt.
Ea.

(lbs)

COUPLING COMPLETE †
With Vic-Plus

Grade “E” or “T” Gasket

COUPLING COMPLETE †
With Vic-Plus Silicone

Grade “L” Gasket #

Nom.
Size

Outside
Dia.

Price Each Price Each

Painted Galv. Painted Galv.

STYLE 741 – Hinged
2 2.375 3.1 $69.25 $79.65 $86.85 $97.25

2¹⁄₂ 2.875 4.8 86.20 101.00 105.40 120.25
3 3.500 5.3 93.00 109.80 115.15 132.00
4 4.500 7.4 124.80 147.05 163.55 185.90
5 5.563 8.6 144.85 170.90 202.10 228.15
6 6.625 9.9 158.10 187.25 215.35 244.50

165,1 mm 6.500 10.0 158.10 187.25 215.35 244.50
8 8.625 16.2 178.55 217.95 230.50 269.85

10 10.750 24.2 283.10 342.15 333.65 392.90
12 12.750 46.8 370.50 452.95 420.45 502.90

STYLE 741 – Four Piece
14 14.000 62.0 $850.60 $995.15 $940.05 $1084.60
16 16.000 79.0 987.00 1163.50 1100.75 1277.25
18 18.000 82.3 1215.00 1472.45 1344.60 1602.10
20 20.000 103.3 1462.35 1779.55 1598.90 1916.10
24 24.000 142.0 1871.30 2295.45 – –

PIPE
(inches)

Aprx.
Wgt. Ea.

(lbs)

COUPLING COMPLETE †
With Vic-Plus Fluoroelastomer

Grade “O” Gasket

Nom.
Size

Outside
Dia.

Price Each

Painted Galv.

STYLE 741 – Hinged
2 2.375 3.1 $111.65 $122.05

2¹⁄₂ 2.875 4.8 137.55 152.35
3 3.500 5.3 179.10 195.90
4 4.500 7.4 208.45 230.75
5 5.563 8.6 227.65 253.75
6 6.625 9.9 245.10 274.25

165,1 mm 6.500 10.0 245.10 274.25
8 8.625 16.2 272.15 311.50

10 10.750 24.2 480.65 539.75
12 12.750 46.8 611.30 693.80

STYLE 741 – Four Piece
14 14.000 62.0 $1083.30 $1227.85
16 16.000 79.0 1243.70 1420.20
18 18.000 82.3 – –
20 20.000 103.3 – –
24 24.000 142.0 – –
PL-2001
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Style 743 – Vic-Plus Grade “E” or “T” Gasket

§ Utilizes standard ANSI 300 flange bolts (supplied by installer). Bolt hole pattern is standard for ANSI class 300 flanges.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See page 26 for spare part prices.

 

Vic-Flange adapters require a smooth, hard surface at the mating flange face for effective sealing. Some applications, for which 
the Vic-Flange adapter is otherwise well suited, do not provide an adequate mating surface. In such cases, it is recommended 
that a metal flange washer be inserted between the Vic-Flange adapter and the mating flange to provide the necessary sealing 
surface. See page 26 for flange washer prices.
Typical applications where a Vic-Flange Washer should be used are:

1. When mating to a serrated flange: a flange gasket should be used adjacent to the serrated flange. The flange washer is 
then inserted between the Vic-Flange adapter and the flange gasket.

2. When mating to a wafer valve: where typical valves are rubber lined and partially rubber faced (smooth or not), the flange 
washer is placed between the valve and the Vic-Flange adapter.

3. When mating to a rubber faced flange: the flange washer is placed between the Vic-Flange adapters and the rubber 
faced flange.

4. When mating C.I. flanges to IPS flanges: the flange washer is placed between two Vic-Flange adapters. If one flange is 
not a Vic-Flange adapter (e.g., flanged valve), then a flanged gasket must be placed adjacent to that flange and the 
flange washer must be inserted between the flange gasket and the Vic-Flange adapter.

5. When mating to components (valves, strainers, etc.) where the component flange face has an insert: follow the same 
arrangement as in # 1 above.

Vic-Flange 
Grooved Flange 
Adapters §
Style 743 Vic-Flange Adapter

Style 743
Grooved Pipe Adapters to
ANSI Class 300 Flanges
(with Style 741 gasket)
Request publication 06.06.

PIPE
(inches)

Aprx. 
Wgt. Ea.

(lbs)

VIC-FLANGE ADAPTER COMPLETE †
With Vic-Plus Grade “E” or “T” Gasket

Nominal
Size

Outside
Diameter

Price Each

Painted Galv.

2 2.375 4.8 $86.90 $97.30
2¹⁄₂ 2.875 7.4 100.75 114.65
3 3.500 9.1 137.85 155.70
4 4.500 15.3 183.90 212.05
5 5.563 17.7 209.05 240.60
6 6.625 23.4 243.40 283.85
8 8.625 34.3 279.35 335.00
10 10.750 48.3 445.25 526.55
12 12.750 70.5 475.80 583.40

Vic-Flange 
Adapter Notes
15
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Style 72 – Vic-Plus Grade “E” or “T” Gasket

Style 72 Outlet Couplings supplied with painted housing, Grade “E” or “T” gasket with plated neck insert and plated bolts and 
nuts.
§ Metric thread size bolts available. Contact Victaulic.
*Always specify outlet preparation (grooved, female or male threaded) on order.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare part prices.
When used on 2 - 3" (60,3 - 88,9 mm) Victaulic cast fittings, contact Victaulic for recommendations.

Outlet Coupling
Style 72 Outlet Coupling

Style 72
Request publication 06.10.

Nominal
Size

(inches)
Run ✕
Branch

Aprx
Wgt.
Ea.

(lbs)

OUTLET COUPLING COMPLETE †
with Vic-Plus Grade “E” or “T” Gasket

SPARE
PARTS

Grooved or
Male Thd. Branch* Aprx

Wgt.
Ea.

(lbs)

Female Thd. Branch*
Plated

Bolt & Nut

Price Each Price Each Size §
(inches)Painted Galv. Painted Galv.

1¹⁄₂ ✕ ¹⁄₂ – – – 1.4 $30.50 $34.40 ³⁄₈ ✕ 2
✕ ³⁄₄ – – – 2.8 30.50 34.40 ³⁄₈ ✕ 2
✕ 1 – – – 2.8 30.50 34.40 ³⁄₈ ✕ 2

2 ✕ ¹⁄₂ – – – 3.5 31.30 37.05 ³⁄₈ ✕ 2
✕ ³⁄₄ – – – 2.5 31.30 37.05 ³⁄₈ ✕ 2
✕ 1 2.9 $34.45 $40.75 3.2 31.30 37.05 ³⁄₈ ✕ 2

2¹⁄₂ ✕ ¹⁄₂ – – – 4.5 48.60 57.20 ¹⁄₂ ✕ 2³⁄₄

✕ ³⁄₄ – – – 4.6 48.60 57.20 ¹⁄₂ ✕ 2³⁄₄

✕ 1 – – – 6.0 48.60 57.20 ¹⁄₂ ✕ 2³⁄₄

✕ 1¹⁄₄ – – – 8.4 55.05 66.45 ⁵⁄₈ ✕ 3¹⁄₄

✕ 1¹⁄₂ 8.6 60.55 73.10 – – – ⁵⁄₈ ✕ 3¹⁄₄

3 ✕ ³⁄₄ – – – 4.5 46.85 54.40 ¹⁄₂ ✕ 2³⁄₄

✕ 1 8.9 71.45 77.80 – – – ¹⁄₂ ✕ 2³⁄₄

✕ 1 – – – 8.9 46.85 54.40 ⁵⁄₈ ✕ 3¹⁄₄

✕ 1¹⁄₂ 8.5 71.45 77.80 – – – ⁵⁄₈ ✕ 3¹⁄₄

4 ✕ ³⁄₄ – – – 6.3 69.15 81.95 ¹⁄₂ ✕ 2³⁄₄

✕ 1 6.1 69.15 81.95 – – – ¹⁄₂ ✕ 2³⁄₄

✕ 1¹⁄₂ – – – 11.6 98.50 119.25 ⁵⁄₈ ✕ 3¹⁄₄

✕ 2 11.8 98.50 119.25 – – – ⁵⁄₈ ✕ 3¹⁄₄

6 ✕ 1 – – – 19.3 139.45 172.45 ³⁄₄ ✕ 4¹⁄₄

✕ 1¹⁄₂ – – – 19.3 139.45 172.45 ³⁄₄ ✕ 4¹⁄₄

✕ 2 18.0 139.45 172.65 – – – ³⁄₄ ✕ 4¹⁄₄
PL-2001
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Style 791 Coupling – Vic-Plus Grade “E” or “T” Gasket or Vic-Plus FlushSeal Gasket

*Coupling complete includes one-piece hinged housing, gasket (specify choice on order) and locking pin only. Assembly Tool 
required for assembly (purchased separately).
Extra Locking Pins available in color coded strips of 10 pins (see below).
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare parts prices.

Style 791 Coupling – Vic-Plus Silicone Grade “L” Gasket or Vic-Plus Fluoroelastomer 
Grade “O” Gasket

*Coupling complete includes one-piece hinged housing, gasket (specify choice on order) and locking pin only. Assembly Tool 
required for assembly (purchased separately).
Extra Locking Pins available in color coded strips of 10 pins (see below).
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare parts prices.
# Vic-Plus “L” gaskets are not recommended for use on stainless steel pipe.

Style 792 Removable Assembly Tool

Style 791

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Vic-Boltless®

Coupling*
Styles 791 & 792 Vic-Boltless® Coupling

Styles 791 Coupling 
and 792 Assembly 
Tool
Request publication 06.11.

PIPE
(inches) Aprx.

Wgt.
Ea.

(lbs)

COUPLING
COMPLETE †
With Vic-Plus

Grade “E” or “T” Gasket

COUPLING
COMPLETE †

With Vic-Plus FlushSeal®

Grade “E” or “T” Gasket

Nom.
Size

Outside
Dia.

Price Each Price Each

Painted Galv. Painted Galv.

2 2.375 1.8 $21.10 $24.00 $28.40 $31.20
2¹⁄₂ 2.875 2.7 23.10 26.45 32.25 35.58
3 3.500 2.6 26.50 30.60 34.85 38.95
4 4.500 4.8 33.80 40.65 45.95 52.80
6 6.625 6.3 55.20 66.00 82.75 93.55
8 8.625 12.0 86.60 105.35 109.35 128.05

PIPE
(inches)

Aprx. Wgt. 
Ea. (lbs)

COUPLING
COMPLETE †

With Vic-Plus Silicone
Grade “L” Gasket #

COUPLING
COMPLETE †
With Vic-Plus 

Fluoroelastomer
Grade “O” Gasket

Nom.
Size

Outside
Dia.

Price Each Price Each

Painted Galv. Painted Galv.

2 2.375 1.8 $37.80 $40.70 $87.15 $90.15
2¹⁄₂ 2.875 2.7 42.05 45.40 97.20 100.55
3 3.500 2.6 46.90 51.05 108.80 107.30
4 4.500 4.8 65.50 72.35 172.90 179.80
6 6.625 6.3 134.20 145.00 236.80 247.60
8 8.625 12.0 170.10 170.10 290.45 309.20

Size Price Each

One size fits all sizes Style 791 Couplings $28.95

Locking Pins^
Style 791 Locking Pins

Style 791

^ Victaulic locking pins must be 
used to assemble Style 791 
couplings. Use of other objects 
are strictly prohibited.

SPARE PARTS SPARE PARTS

Locking Pin Locking Pin

Size
(inches)

Nom. Pipe 
Size

(inches)
Strip

Color Code

Price Per 
Strip
of 10

Size
(inches)

Nom. Pipe 
Size

(inches)
Strip

Color Code

Price Per 
Strip
of 10

⁵⁄₁₆ ✕ 1⁷⁄₈ 2 White $4.90 ⁷⁄₁₆ ✕ 2 3 Yellow $9.05
³⁄₈ ✕ 1⁷⁄₈ 2¹⁄₂ Red 6.35 ¹⁄₂ ✕ 2¹⁄₁₆ 6 Green 11.15
³⁄₈ ✕ 1⁷⁄₈ 3 Red 6.35 ¹⁄₂ ✕ 2⁵⁄₁₆ 8 Blue 11.80
17
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Style 78 – Vic-Plus Grade “E” or “T” Gasket or Vic-Plus FlushSeal Gasket

(a) Available with steel toggle locking assembly only.
(b) Extended length cast handle standard; steel toggle is a no cost option. Specify choice on order.
(c) Available with cast handle only.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare parts prices.

Style 78 – Vic-Plus Silicone Grade “L” Gasket or Vic-Plus Fluoroelastomer Grade “O” Gasket

(a) Available with steel toggle locking assembly only.
(b) Extended length cast handle standard; steel toggle is a no cost option. Specify choice on order.
(c) Available with cast handle only.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare parts prices.
# Vic-Plus “L” gaskets are not recommended for use on stainless steel pipe.

Snap-Joint® 
Coupling
Style 78 Snap-Joint® Coupling

Style 78
(with Style 77 gasket)
Request publication 06.09

PIPE
(inches) Aprx.

Wgt.
Ea.

(lbs)

COUPLING
COMPLETE †
With Vic-Plus

Grade “E” or “T” Gasket

COUPLING
COMPLETE †

With Vic-Plus FlushSeal
Grade “E” or “T” Gasket

Nom.
Size

Outside
Dia.

Price Each Price Each

Painted Galv. Painted Galv.

1 (a) 1.315 0.8 $18.35 $20.85 $25.00 $27.45
1¹⁄₄ (a) 1.660 1.1 20.65 23.85 27.70 30.90
1¹⁄₂ (a) 1.900 1.7 23.70 27.40 30.35 34.05
2 (b) 2.375 1.7 24.00 27.90 30.90 34.80

2¹⁄₂ (b) 2.875 2.5 31.25 37.00 39.90 45.60
3 (b) 3.500 2.8 37.75 44.65 45.70 53.00
4 (b) 4.500 5.5 48.70 59.70 60.10 71.25
5 (c) 5.563 9.8 96.65 116.75 123.45 143.60
6 (c) 6.625 10.7 104.85 126.10 131.05 152.35
8 (c) 8.625 15.3 161.20 192.30 182.65 214.15

PIPE
(inches)

Aprx. Wgt. 
Ea. (lbs)

COUPLING
COMPLETE †

With Vic-Plus Silicone
Grade “L” Gasket #

COUPLING
COMPLETE †

With 
Vic-Plus Fluoroelastomer

Grade “O” Gasket

Nom.
Size

Outside
Dia.

Price Each Price Each

Painted Galv. Painted Galv.

1 (a) 1.315 0.8 $37.75 $40.25 $100.95 $110.45
1¹⁄₄ (a) 1.660 1.1 51.80 54.85 99.15 102.35
1¹⁄₂ (a) 1.900 1.7 55.90 59.50 102.60 110.45
2 (b) 2.375 1.7 39.80 42.25 86.75 93.95

2¹⁄₂ (b) 2.875 2.5 49.25 53.05 105.35 111.10
3 (b) 3.500 2.8 57.15 65.10 115.80 126.90
4 (b) 4.500 5.5 80.40 86.65 187.75 198.85
5 (c) 5.563 9.8 165.05 195.40 242.90 269.70
6 (c) 6.625 10.7 179.95 202.20 277.30 307.70
8 (c) 8.625 15.3 244.70 266.20 365.10 386.55
PL-2001
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Style HP-70 – Vic-Plus Grade “E” or “T” Gasket

§ Metric thread size bolts available. Contact Victaulic.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare part prices.

Style HP-70ES – Vic-Plus Grade “ES” Gasket

For use with cement-lined and plastic-coated pipe where protection at pipe ends is desired.
§ Metric thread size bolts available. Contact Victaulic.
When EndSeal Couplings (Style HP-70ES) are used, special pipe grooving dimensions are required. See Victaulic Gen-
eral Catalog for details.
Fittings for use with EndSeal Couplings are of special dimensions and must be specified as “EndSeal Fittings” when ordering.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare part prices.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Rigid Coupling
Style HP-70 Coupling

Style HP-70
(with Style 77 Gasket)
Request publication 06.12.

PIPE
(inches) Aprx.

Wgt.
Ea.

(lbs)

COUPLING COMPLETE †
with Vic-Plus

Grade “E” or “T” Gasket Plated
Bolt & Nut

Size §
(inches)

Nom.
Size

Outside
Dia.

Price Each

Painted Galv.

2 2.375 3.2 $20.90 $26.90 ⁵⁄₈ ✕ 2³⁄₄

2¹⁄₂ 2.875 4.0 23.70 30.90 ⁵⁄₈ ✕ 3¹⁄₂

3 3.500 4.4 26.45 34.40 ⁵⁄₈ ✕ 3¹⁄₂

4 4.500 7.5 39.00 53.05 ³⁄₄ ✕ 4¹⁄₄

6 6.625 16.0 71.10 97.60 ⁷⁄₈ ✕ 5¹⁄₂

8 8.625 26.3 114.30 156.45 1 ✕ 5¹⁄₂

10 10.750 32.8 211.65 275.80 1 ✕ 6¹⁄₂

12 12.750 42.1 309.05 393.55 1 ✕ 6¹⁄₂

14 14.000 64.0 381.25 509.95 1¹⁄₄ ✕ 4¹⁄₂

16 16.000 72.0 464.65 609.85 1¹⁄₄ ✕ 4¹⁄₂

EndSeal® 
Coupling
Style HP-70ES with “ES” Gasket

Style HP-70ES
With “ES” Gasket
Request publication 06.13.

PIPE
(inches)

Aprx.
Wgt. Ea.

(lbs)

COUPLING COMPLETE †
With Vic-Plus

Grade “ES” Gasket “ES”
Gasket

Only
Price Each

Plated
Bolt & Nut

Size §
(inches)

Nom.
Size

Outside
Dia.

Price Each

Painted Galv.

2 2.375 3.2 $28.00 $34.35 $14.45 ⁵⁄₈ ✕ 2³⁄₄

2¹⁄₂ 2.875 4.0 32.85 40.80 18.15 ⁵⁄₈ ✕ 3¹⁄₂

3 3.500 4.6 36.80 46.10 20.05 ⁵⁄₈ ✕ 3¹⁄₂

4 4.500 8.2 52.25 67.20 25.45 ³⁄₄ ✕ 4¹⁄₄

6 6.625 16.4 90.75 118.75 37.15 ⁷⁄₈ ✕ 5¹⁄₂

8 8.625 26.0 140.35 180.95 50.25 1 ✕ 5¹⁄₂

10 10.750 37.2 264.30 332.60 82.30 1 ✕ 6¹⁄₂

12 12.750 42.0 333.50 420.50 93.70 1 ✕ 6¹⁄₂
19
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Style HP-70ES – Vic-Plus Fire-R Gasket

Fire-R gasket tested to API 607 standards.
When EndSeal Couplings (Style HP-70ES) are used, special pipe grooving dimensions are required. See Victaulic Gen-
eral Catalog for details. 
Fittings for use with EndSeal Couplings are of special dimensions and should be specified as “EndSeal Fittings” when 
ordering.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
§ Metric thread size bolts available. Contact Victaulic.
NOTE: See pages 22 - 27 for spare part prices.
+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 307 – Grade “M” or “S” FlushSeal Gasket

† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare part prices.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

EndSeal® 
Coupling
Style HP-70ES with Fire-R™ Gasket

Style HP-70ES
With Fire-R™ Gasket
Request publication 06.14.

PIPE
(inches)

Aprx.
Wgt. Ea.

(lbs)

COUPLING COMPLETE †
With Vic-Plus Fire-R Gasket Fire-R

Gasket
Only

Price Each

Plated
Bolt & Nut

Size §
(inches)

Nom.
Size

Outside
Dia.

Price Each

Painted Galv.

2 2.375 3.2 $40.50 $47.35 $28.05 ⁵⁄₈ ✕ 2³⁄₄

2¹⁄₂ 2.875 4.0 49.50 58.10 36.05 ⁵⁄₈ ✕ 3¹⁄₂

3 3.500 4.6 55.65 65.65 40.45 ⁵⁄₈ ✕ 3¹⁄₂

4 4.500 8.2 72.55 88.25 47.55 ³⁄₄ ✕ 4¹⁄₄

6 6.625 16.4 112.40 141.20 60.55 ⁷⁄₈ ✕ 5¹⁄₂

8 8.625 26.1 250.85 291.45 182.65 1 ✕ 5¹⁄₂

10 10.750 32.8 + + + 1 ✕ 6¹⁄₂

12 12.750 46.0 361.15 448.15 215.15 1 ✕ 6¹⁄₂

Transition 
Coupling
(AWWA to IPS)
Style 307 Transition Coupling

Style 307
Request publication 23.03.

PIPE
(inches)

Aprx.
Wgt.
Ea.

(lbs)

COUPLING COMPLETE †
With Grade “M” or “S”

FlushSeal Gasket SPARE PARTS

Nom.
Size

Mating Pipe O.D. Price Each Grade
“M” or “S”
FlushSeal

Gasket Only
Price Ea.

Bolt & Nut
Size

(inches)IPS Steel
AWWA
Ductile Painted Galv.

3 3.500 3.960 6.0 $67.20 $80.70 $34.50 ¹⁄₂ ✕ 2³⁄₄

4 4.500 4.800 8.0 77.20 94.95 36.20 ¹⁄₂ ✕ 3¹⁄₄

6 6.625 6.900 9.0 94.00 114.35 38.70 ⁵⁄₈ ✕ 3¹⁄₄

8 8.625 9.050 18.0 117.45 156.10 43.20 ³⁄₄ ✕ 5
10 10.750 11.100 22.0 150.90 198.35 76.40 ⁷⁄₈ ✕ 6¹⁄₂

12 12.750 13.200 31.1 201.10 267.65 79.30 ⁷⁄₈ ✕ 6¹⁄₂
PL-2001
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Style 775 – Vic-Plus Grade “E” or “T” Gasket

§ Metric thread size size bolts available, contact Victaulic.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare part prices.

SPAREPARTS

Coupling for PVC 
Plastic Pipe
Style 775 Coupling for PVC Plastic Pipe

Style 775
Request publication 20.01. PIPE

(inches) Aprx.
Wgt. Ea.

(lbs)

COUPLING
COMPLETE †
With Vic-Plus 
Grade “E” or
“T” Gasket

Plated
Bolt & Nut

Size §
(inches)

Nom.
Size

Outside
Dia.

Price Each
Plated

2 2.375 1.7 $18.65 ³⁄₈ ✕ 2
2¹⁄₂ 2.875 2.1 26.15 ³⁄₈ ✕ 2
3 3.500 2.7 31.75 ¹⁄₂ ✕ 2³⁄₄

4 4.500 3.6 41.45 ¹⁄₂ ✕ 2³⁄₄

6 6.625 8.0 68.70 ⁵⁄₈ ✕ 3¹⁄₄

8 8.625 13.7 113.00 ³⁄₄ ✕ 4¹⁄₂

10 10.750 19.6 185.15 ³⁄₄ ✕ 5³⁄₄

12 12.750 24.0 234.30 ³⁄₄ ✕ 5³⁄₄
21
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SECTION 1

GASKET SELECTION GUIDE

† Victaulic recommends gaskets used at 0°F (-18°C) and lower services should have supplemental lubrication.

* Not provided with the Vic-Plus gasket system.
# Vic-Plus “L” gaskets are not recommended for use on stainless steel pipe.

GRADE
TEMP.

RANGE COMPOUND
COLOR
CODE *GENERAL SERVICE RECOMMENDATIONS

E –30°F
to

+230°F
EPDM Green

Stripe

Recommended for hot water service within the specified temperature range
plus a variety of dilute acids, oil-free air and many chemical services. UL clas-
sified in accordance with ANSI/NSF 61 for cold +86°F (+30°C) and hot +180°F
(+82°C) potable water service.
NOT RECOMMENDED FOR PETROLEUM SERVICES.

T –20°F
to

+180°F
Nitrile Orange

Stripe

Recommended for petroleum products, hydrocarbons, air with oil vapors, veg-
etable and mineral oils within the specified temperature range; except hot dry
air over +140°F and water over +150°F.
NOT RECOMMENDED FOR HOT WATER SERVICES.

E
(Type A)

Ambient EPDM Violet
Stripe

Applicable for wet and dry (oil-free air) sprinkler services up to 175 PSI. For
dry services, Victaulic continues to recommend the use of FlushSeal® gaskets.

GRADE
TEMP.

RANGE COMPOUND
COLOR
CODE *GENERAL SERVICE RECOMMENDATIONS

M2* –40°F
to

+160°F

Epichlorohy-
drin

White
Stripe

Specially compounded to provide superior service for common aromatic fuels
at low temperatures. Also suitable for certain ambient temperature water ser-
vices.

V* –30°F
to

+180°F
Neoprene Yellow

Stripe

Recommended for hot lubricating oils and certain chemicals. Good oxidation
resistance. Will not support combustion.

O +20°F
to

+300°F

Fluoro-
elastomer

Blue
Stripe

Recommended for many oxidizing acids, petroleum oils, halogenated hydro-
carbons, lubricants, hydraulic fluids, organic liquids and air with hydrocar-
bons to +300°F.

L# –30°F
to

+350°F
Silicone Red

Gasket

Recommended for dry heat, air without hydrocarbons to +350°F and certain
chemical services. FIT products silicone gaskets are recommended for fire
protection dry systems, all systems operating below 0°F, plus dry heat, air
without hydrocarbons, certain chemical services, and water to +160°F.

A +20°F
to

+180°F

White
Nitrile

White
Gasket

No carbon black content. May be used for food. Meets FDA requirements.
Conforms to CFR Title 21 Part 177.2600

T
EndSeal

–20°F
to

+150°F
Nitrile

None-
External
Identifi-
cation

Specially compounded with excellent oil resistance and a high modulus for
resistance to extrusion. Temperature Range –20°F to +150°F.* Recommended
for petroleum products, air with oil vapors, vegetable and mineral oils within
the specified temperature range. Not recommended for hot water services
over +150°F or for hot, dry air over +140°F.* For maximum gasket life under
pressure extremes, temperature should be limited to +120°F. Special Fire-R™
EndSeal Gasket available, qualified to API 607 standards. Contact Victaulic
for details.

GRADE
TEMP.

RANGE COMPOUND
COLOR
CODE *GENERAL SERVICE RECOMMENDATIONS

S –20°F
to

+180°F
Nitrile Red

Stripe

Specially compounded to conform to ductile pipe surfaces. Recommended
for petroleum products, air with oil vapors, vegetable and mineral oils within
the specified temperature range; except hot dry air over +140°F and water
over +150°F.
NOT RECOMMENDED FOR HOT WATER SERVICES.

M –20°F
to

+200°F

Halogenated
Butyl

Brown
Stripe

Recommended for water service within the specified temperature range plus a
variety of dilute acids, oil-free air and many chemical services. Readily con-
forms to ductile pipe surfaces. UL classified in accordance with ANSI/NSF 61
for cold +86°F (+30°C) potable water service.
NOT RECOMMENDED FOR PETROLEUM SERVICES.

GASKET GRADE NOTES
*Refer to VICTAULIC GASKET SELECTION GUIDE (05.01) for specified service recommendation.
Refer to Victaulic General Catalog for Victaulic Butterfly Valve Disc/Liner.
Services listed are General Service Recommendations only. It should be noted that there are services for which these gaskets are NOT rec-
ommended. Reference should ALWAYS be made to the latest Victaulic Gasket Selection Guide for specific gasket service recommenda-
tions and for a listing of services which are not recommended. Gasket recommendations apply to Victaulic gaskets. Recommendation for a 
particular service does not necessarily imply compatibility of the coupling housing, related fittings or other components for the same ser-
vice. NOTE: For couplings ordered without gaskets, contact Victaulic for pricing.

IMPORTANT PLEASE READ BEFORE ORDERING.
Gasket selection must always be specified on your order.

Vic-Plus™
Standard
Gaskets
IPS †

Vic-Plus
Special
Gaskets
IPS †

Special
Gaskets
AWWA AND 
TRANSITION COUPLING
These are not Vic-Plus 
gaskets and will require 
lubrication.

Most Victaulic gaskets now utilize the Vic-Plus™ Gasket System which requires no field lubrication. 
This patent pending system is dry, clean and non-toxic.
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NOTE: 
For pricing couplings complete with 
any special gaskets – take the stan-
dard coupling price with Grade “E” or 
“T” gasket complete (PL01), subtract 
the standard gasket price, then add on 
the price of the special gasket.
Gasket recommendations can be 
found in the latest Victaulic Gasket 
Selection Guide (publication 05.01). 
This information is general in scope 
and Victaulic should be consulted for 
recommendations when a question 
arises.

Gaskets
Gaskets

Standards Vic-Plus
“E” or “T” GASKETS
† For Styles 72 and 750

Standard Vic-Plus – O.D. Sizes
For Styles 07, HP-70, 75, 77, 78, 775, 
791 and 997

Nom. Size
Inches

Run ✕  Brch.

Price Each
Nom.
Size

(inches)

Gade “E”
EPDM or 
Grade “T” 

Nitrile
FlushSeal
Grade “E”Style 72 Style 750

1¹⁄₂ ✕ ¹⁄₂ $12.85 – 3 O.D. $ 9.50 $18.85

✕ ³⁄₄ 12.85 – 4¹⁄₄ O.D. 13.15 25.60

✕ 1 12.85 – 5¹⁄₄ O.D. 17.15 46.25

2 ✕ ¹⁄₂ 13.05 – 5¹⁄₂ O.D. 17.15 46.25

✕ ³⁄₄ 13.05 – 6 O.D. – 47.80

✕ 1 13.05 $7.25 6¹⁄₄ O.D. 18.60 47.00

✕ 1¹⁄₄ – – 6¹⁄₂ O.D. 18.60 +

✕ 1¹⁄₂ – 7.25 10 O.D. – 63.15

2¹⁄₂ ✕ ¹⁄₂ 24.85 – 12 O.D. – 74.05

✕ ³⁄₄ 24.85 – NOTE: Items listed in shaded areas are non-cancellable and 
non-returnable.
+ Quoted on application.✕ 1 24.85 –

✕ 1¹⁄₄ 24.85 –

✕ 1¹⁄₂ 24.85 – M-2 Gaskets
(NOT Vic-Plus)✕ 2 24.85 9.65

3 ✕ ¹⁄₂ – –
Nominal

Size
(inches)

Grade “M-2”
Gaskets

✕ ³⁄₄ 18.90 –

✕ 1† 18.90 –

✕ 1¹⁄₂ 28.30 – 1¹⁄₂ $8.55

✕ 2 – 11.35 2 9.30

✕ 2¹⁄₂ – 11.35 2¹⁄₂ 11.25

5 ✕ 4 – 16.40 3 12.25

4 ✕ ¹⁄₂ – – 4 15.95

✕ ³⁄₄ 28.35 – 6 22.05

✕ 1 28.35 – 8 30.40

✕ 1¹⁄₄ 50.80 – NOTE: Items listed in shaded areas are 
non-cancellable and non-returnable.

✕ 1¹⁄₂ 50.80 –

✕ 2 – 13.20

Standard 
Vic-Plus Gaskets
For Style 770

✕ 2¹⁄₂ – 13.35

✕ 3 – 14.00

6 ✕ 1 66.50 –

✕ 1¹⁄₂ 66.50 –

Nom.
Size

(inches)

Grade “E” 
EPDM or 
Grade “T” 

Nitrile

✕ 2 66.50 –

✕ 2¹⁄₂ – –

✕ 3 – –

✕ 4 – 18.75 28 $197.60

✕ 5 – 20.55 30 211.05

8 ✕ 2 – – 32 228.70

✕ 2¹⁄₂ – – 36 264.50

✕ 3 – – 42 337.20

✕ 4 – – NOTE: Items listed in shaded areas are 
non-cancellable and non-returnable.

✕ 6 – 22.80
† Style 72 - 3 ✕  1 female thread gasket priced at 
$28.30.
NOTE: Items listed in shaded areas are non-cancel-
lable and non-returnable.
23
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Vic-Plus Gaskets
For Styles 07, HP-70, 75, 77, 78, 775, 791 and 997 Couplings

Nom. 
Size
(in)

Standard Gaskets Special Gaskets

Grade “E”
EPDM

or 
Grade “T”

Nitrile

Flush-
Seal 

Grade 
“E”

#
Grade 

“L”
Silicone

Grade 
“O”

Fluo-
roelas-
tomer

Grade 
“V”

Black
Neo-
prene

Flush-
Seal

Grade 
“A”

White 
Nitrile

#
S/77

Flush-
Seal

Grade 
“L”

Silicone

S/77
FlushSeal
Grade “O”
Fluoroelas-

tomer

³⁄₄ $ 7.00 $14.15 $26.90 $91.95 $ 7.00 $24.25 + +

1 7.00 14.15 26.90 91.95 10.50 24.25 + +

1¹⁄₄ 7.20 14.90 39.10 87.90 10.50 31.45 $58.70 $92.95

1¹⁄₂ 7.80 15.10 40.90 93.20 10.50 31.45 61.30 70.45

2 7.80 15.30 24.95 75.75 13.65 39.25 37.40 73.90

2¹⁄₂ 9.50 18.85 29.00 85.70 13.65 40.40 43.55 103.20

3 10.35 18.85 31.35 94.80 13.65 61.75 46.95 104.95

3¹⁄₂ 13.15 24.85 41.10 97.95 – – – –

4 13.15 25.60 45.80 156.15 23.00 62.70 68.65 147.20

4¹⁄₂ 17.15 + 159.00 159.00 – 155.95 + +

5 17.15 46.25 91.10 167.45 45.50 63.30 136.60 +

6 18.60 46.95 99.80 205.25 53.20 63.95 149.60 190.95

8 25.60 49.00 111.50 235.20 60.45 76.80 167.15 237.40

10 32.75 63.15 145.35 306.35 62.90 105.85 218.00 +

12 38.10 75.55 171.55 454.30 64.30 151.25 257.30 +

13¹⁄₂ 50.85 – 205.65 – – – – –

14 52.65 78.90 237.70 533.35 153.25 155.55 356.55 +

15 – – 240.25 – – – – –

16 72.90 109.30 246.30 599.90 165.30 + 369.45 +

18 88.05 132.00 269.70 693.50 172.65 + 400.90 +

20 135.45 203.10 294.35 921.40 + + 441.55 +

22 – – 296.05 – – – – –

24 188.20 280.15 299.35 1371.05 + 280.40 449.00 +
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
+ Quoted on application.
# Vic-Plus “L” gaskets are not recommended for use on stainless steel pipe.
PL-2001
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Lubricant
Lubricant

LUBRICANT *
4¹⁄₂ oz. tube or 1 Quart Containers Price Each

PACK
with 12 Tubes – 4¹⁄₂ oz. Each

$ 80.60
Per Pack

CARTON
with 12 Packs – (144 Tubes)

798.15
Per Carton

CONTAINER
One Quart – Container

34.50
Per Container

To ensure easy assembly and service of all your Victaulic installations, be sure to include plenty of Victaulic Lubricant with every 
order. Victaulic Lubricant is available in 4.5 ounce tubes or one quart containers. The following chart provides a rough gauge of 
quantities recommended, based on the number of units sold.
NOTE: Victaulic lubricant is not recommended for use with HDPE pipe.
*Supplemental lubricant is recommended for services installed at or continuously operating below 0°F (-18°C).

LUBRICANT USAGE GUIDE

Size of
Gasket
(inches)

Number of Gaskets
Size of
Gasket
(inches)

Number of Gaskets
Size of
Gasket
(inches)

Number of Gaskets

Per 
Tube

Per
Quart

Per 
Tube

Per 
Quart

Per 
Tube

Per
Quart

2
3
4
6

55
36
26
17

400
270
200
125

8
10
12
14

13
11
8
7

100
80
60
50

16
18
20
24

6
5
4
3

45
35
30
20

NOTE: Victaulic lubricant is not recommended for use with HDPE pipe.
25
PL-2001



SECTION 1

S
P

A
R

E
P

A
R

T
S

1

For Styles 741, 743 Vic-Flange Adapters

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

For Style 741, 743 Vic-Flange Adapters

# Vic-Plus “L” gaskets are not recommended for use on stainless steel pipe.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Flange Parts
Flange Parts – Styles 741 & 743

For Styles 741, 743
Vic-Flange Adapters Flange

Size
(inches)

BOLT AND NUT FLANGE WASHERS

Qty.
Per Set

Size §
(inches)

Price
Per Set
Plated

Style
741

Style
743

2 4 ⁵⁄₈ ✕ 3 $16.25 $22.15 $22.15
2¹⁄₂ 4 ⁵⁄₈ ✕ 3 16.25 23.10 23.10
3 4 ⁵⁄₈ ✕ 3 16.25 27.25 27.25
4 8 ⁵⁄₈ ✕ 3 32.40 31.85 31.85
5 8 ³⁄₄ ✕ 3¹⁄₂ 34.85 38.65 38.65
6 8 ³⁄₄ ✕ 3¹⁄₂ 34.85 44.10 44.10

6¹⁄₂ 8 ³⁄₄ ✕ 3¹⁄₂ 34.85 44.10 44.10
8 8 ³⁄₄ ✕ 3¹⁄₂ 34.85 56.00 56.00
10 12 ⁷⁄₈ ✕ 4 79.10 78.00 78.00
12 12 ⁷⁄₈ ✕ 4 79.10 100.95 100.95
14 12 1 ✕ 4¹⁄₂ 131.75 110.10 –
16 16 1 ✕ 4¹⁄₂ 175.90 196.10 –
18 16 1¹⁄₈ ✕ 4³⁄₄ 264.30 208.95 –
20 20 1¹⁄₈ ✕ 5¹⁄₄ 338.25 240.00 –
24 20 1¹⁄₄ ✕ 5³⁄₄ 421.35 402.95 –

Flange Gaskets
Flange Gaskets – Styles 741 & 743

For Style 741, 743
Vic-Flange Adapters

Flange
Size

(inches)

Standard Gaskets
Price Each

Special Gaskets
Price Each

Style 741/743
Vic-Plus

Grade “E” or “T”
Gasket Only

Style 741/743
Vic-Plus Grade “A”

White Nitrile
Gasket Only

Style 741/743
Vic-Plus

Grade “L”
Silicone #

Style 741
Vic-Plus

Grade “O”
Fluoroelastomer

2 $6.25 $63.80 $24.40 49.90
2¹⁄₂ 7.35 65.15 27.15 60.15
3 8.20 60.50 31.00 96.75
4 10.70 66.45 50.60 96.75
5 13.20 80.45 72.10 98.40
6 15.10 80.45 73.90 104.50

6¹⁄₂ 15.10 – – –
8 20.55 82.00 73.90 116.75
10 26.60 82.95 78.60 229.75
12 30.85 87.25 82.20 278.45
14 40.90 – 132.85 280.10
16 45.75 – 162.70 309.65
18 67.00 – 200.30 –
20 72.50 – 212.85 –
24 80.45 – – –
PL-2001
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Styles 77, 75 and 78 Couplings

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Plated Trackhead Bolts and Nuts

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
Grooved IPS PipeFittings

Metal Liners
Metal Liners –Styles 77, 75 & 78 Couplings

Styles 77, 75 and
78 Couplings
(Type 304 Stainless Steel)

Nom. Size
(inches) Price Each

Nom. Size
(inches) Price Each

2 $10.75 12 $50.50
2¹⁄₂ 12.75 14 54.60
3 12.95 16 81.80
4 17.05 18 93.00
5 22.90 20 118.95
6 27.50 24 148.65
8 35.25 28 167.25
10 37.50 30 185.80

Plated 
Trackhead Bolts 
and Nuts
Plated Trackhead Bolts & Nuts

Bolt and Nut Size
(inches) Price Each

Bolt and Nut Size
(inches) Price Each

Bolt and Nut Size
(inches) Price Each

³⁄₈ ✕ 2 $3.05 ³⁄₄ ✕ 5 $6.80 1¹⁄₈ ✕ 5¹⁄₂ $16.45
¹⁄₂ ✕ 2¹⁄₂ 3.30 ³⁄₄ ✕ 5³⁄₄ 8.75 1¹⁄₄ ✕ 3¹⁄₂ 40.85
¹⁄₂ ✕ 2³⁄₄ 3.30 ⁷⁄₈ ✕ 5 9.10 1¹⁄₄ ✕ 5¹⁄₂ 49.80
¹⁄₂ ✕ 3 3.25 ⁷⁄₈ ✕ 5¹⁄₂ 10.90 1³⁄₈ ✕ 5³⁄₄ 58.70
¹⁄₂ ✕ 3¹⁄₄ 3.30 ⁷⁄₈ ✕ 6¹⁄₂ 12.15 1¹⁄₂ ✕ 4¹⁄₂ 55.45
⁵⁄₈ ✕ 2³⁄₄ 4.20 1 ✕ 3¹⁄₂ 10.30 1¹⁄₂ ✕ 5³⁄₄ 62.50
⁵⁄₈ ✕ 3¹⁄₄ 4.20 1 ✕ 5 9.60 1⁵⁄₈ ✕ 6 91.05
⁵⁄₈ ✕ 3¹⁄₂ 4.45 1 ✕ 5¹⁄₂ 12.00 1³⁄₄ ✕ 6 110.30
⁵⁄₈ ✕ 4 5.75 1 ✕ 6 12.00 1⁷⁄₈ ✕ 6 146.30
⁵⁄₈ ✕ 4³⁄₄ 7.30 1 ✕ 6¹⁄₂ 12.55
³⁄₄ ✕ 4¹⁄₄ 4.80 1¹⁄₈ ✕ 4 16.45
27
PL-2001



SECTION 1

G
R

O
O

V
E

D
 IP

S
 

P
IP

E
 F

IT
T

IN
G

S
1

GROOVED IPS PIPE FITTINGS

Elbows – 90˚ Elbow or 45˚ Elbow
No. 10 - 90˚No. 11 - 45˚

(s) Steel
*These fittings are same dimensions as No. 100 Long Radius Steel Elbows (1¹⁄₂ D).
‡ Gooseneck design.
@ Large diameter steel fittings are supplied standard with roll grooves. Contact Victaulic for cut groove pricing.
J.I.S. Tee available in 8", 10", 12" sizes. Contact Victaulic for pricing.
Victaulic fittings are made of ductile iron, except those marked (sw) segmentally welded steel.
+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable. 
Cut grooved fittings are non-cancellable and non-returnable.

Elbows
Request publication 07.01.
Elbows -

No. 10 No. 11

No. 11

C to E

C�
to E

C to E

C to E

Nom.
Size

(inches)

90˚ ELBOW No. 10 45˚ ELBOW No. 11

Aprx.
Wgt. Ea.

(lbs)
C - E

(inches)

Price Each Aprx.
Wgt. Ea.

(lbs)
C - E

(inches)

Price Each

Painted Galv. Painted Galv.

³⁄₄ 0.5 2.25 $20.55 $26.00 0.5 1.50 $20.55 $24.45
1 0.6 2.25 20.55 26.00 0.6 1.75 20.55 24.45

1¹⁄₄ 1.0 2.75 20.55 26.00 0.9 1.75 20.55 24.45
1¹⁄₂ 1.2 2.75 20.55 26.00 0.9 1.75 20.55 24.45
2 1.8 3.25 20.55 26.00 1.3 2.00 20.55 24.45

2¹⁄₂ 3.2 3.75 20.55 26.00 2.2 2.25 20.55 24.45
76,1 mm 3.7 3.75 20.55 26.00 3.4 (sw) 2.25 20.55 24.45

3 4.5 4.25 36.60 43.55 3.1 2.50 36.60 41.05
3¹⁄₂ 5.6 4.50 42.60 53.40 4.3 2.75 42.60 50.65
4 7.1 5.00 39.85 53.05 5.6 3.00 39.85 49.55

108,0 mm 11.0 5.00 39.85 53.05 5.6 3.00 39.85 49.55
4¹⁄₂ 10 (sw) 5.25 + + 6.0 (sw) 3.13 + +
5 11.7 5.50 96.15 118.40 8.3 3.25 96.15 113.55

133,0 mm 11.7 5.50 96.15 118.40 8.3 3.25 96.15 113.55
139,7 mm 11.7 5.50 96.15 118.40 8.3 3.25 96.15 113.55

6 17.2 6.50 112.95 142.90 10.8 3.50 112.95 135.90
159,0 mm 18.6 6.50 112.95 142.90 10.8 3.50 112.95 135.90
165,1 mm 15.5 6.50 112.95 142.90 9.8 3.50 112.95 135.90

8 29.9 6.50 236.45 296.85 20.4 4.25 236.45 282.65
10 63.3 9.00 430.45 530.35 37.5 4.75 430.45 446.70
12 74.0 10.00 689.90 846.40 66.7 5.25 689.90 764.80

90˚ L.R. ELBOW No. 100 45˚ L.R. ELBOW No. 110

14 @ (s) 164.0* 21.00 $1233.75 $1522.75 82.0* 8.75 $923.75 $1125.00
16 @ (s) 210.0* 24.00 1602.65 1971.05 100.0* 10.00 1039.90 1227.50
18 @ (s) 273.0* 27.00 2034.15 2410.70 135.0* 11.25 1218.90 1421.15
20 @ (s) 343.0* 30.00 2681.45 3164.00 174.0* 12.50 1601.45 1871.90
24 @ (s) 516.0* 36.00 3883.15 4596.85 251.0* 15.00 2459.55 2850.45
PL-2001
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Elbows – 22¹⁄₂˚ Elbow or 11¹⁄₄˚ Elbow
No. 12 - 22No. 13 - 11˚

(s) Steel
*These fittings are same dimensions as No. 100 Long Radius Steel Elbows (1¹⁄₂ D).
‡ Gooseneck design.
@ Large diameter steel fittings are supplied standard with roll grooves. Contact Victaulic for cut groove pricing.
J.I.S. Tee available in 8", 10", 12" sizes. Contact Victaulic for pricing.
Victaulic fittings are made of ductile iron, except those marked (sw) segmentally welded steel.
+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable. Cut grooved fittings are non-cancellable 
and non-returnable.

Elbows
Request publication 07.01.
Elbows -

No. 12 No. 13

C to E

E to E

C to E

Nom.
Size

(inches)

22¹⁄₂˚ ELBOW No. 12 11¹⁄₄˚ ELBOW No. 13

Aprx.
Wgt. Ea.

(lbs)
C - E

(inches)

Price Each Aprx.
Wgt. Ea.

(lbs)
C - E

(inches)

Price Each

Painted Galv. Painted Galv.

1 0.6 3.25 $22.05 $27.00 0.3 (sw) 1.38 $52.45 $58.40
1¹⁄₄ 0.8 1.75 22.05 27.00 0.5 1.38 22.05 27.00
1¹⁄₂ 0.8 1.75 22.05 27.00 0.5 1.38 22.05 27.00
2 1.4‡ 3.75 22.05 27.00 1.0 1.38 52.45 58.40

2¹⁄₂ 1.5‡ 4.00 22.05 27.00 1.5 (sw) 1.50 52.45 58.40
3 3.1‡ 4.50 32.20 38.85 2.1 1.50 32.20 38.30

3¹⁄₂ 4.0 (sw) 2.50 76.90 98.00 2.7 (sw) 1.75 76.90 86.40
4 5.6 2.88 43.15 53.25 3.6 1.75 39.75 50.60

108,0 mm 6.6 3.50 + + 4.2 (sw) 1.88 + +
5 7.8 (sw) 2.88 133.65 153.70 5.0 (sw) 2.00 133.65 149.80

133,0 mm – – – – – – – –
139,7 mm – – – – – – – –

6 12.2‡ 6.25 122.10 148.15 7.0 2.00 122.10 140.45
159,0 mm – – – – – – – –
165,1 mm 11.4 (sw) 3.13 + + 7.4 2.00 + +

8 20.0‡ 7.75 255.40 302.15 10.1 2.00 218.10 246.80
10 30.0 (sw) 4.38 350.60 433.00 11.8 (sw) 2.13 327.10 371.60
12 40.0 (sw) 4.88 473.95 559.15 29.3 (sw) 2.25 473.95 546.20

14 @ (s) 46.0 (sw) – 547.40 586.70 32.0 (sw) – 494.65 523.25
16 @ (s) 58.0 (sw) – 656.55 711.35 42.0 (sw) – 609.85 663.10
18 @ (s) 65.0 (sw) 5.50 795.10 850.45 53.2 (sw) 4.50 738.40 807.05
20 @ (s) 78.6 (sw) 6.00 940.05 1017.55 65.0 (sw) 5.00 864.35 935.35
24 @ (s) 140.0 (sw) 7.00 1263.15 1408.35 60.0 (sw) 6.00 1225.00 1377.05
29
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Long Radius – 90˚ Long Radius Elbow or 45˚ Long Radius Elbow
No& 1101D Long Radius Elbows

*See pages 46 - 47 for long radius 3-D, 5-D and 6-D elbows.
+Quoted on application.
@ Large diameter fittings are supplied standard with roll grooves. Contact Victaulic for cut groove pricing.
Victaulic fittings are made of ductile iron, except those marked (s).
NOTE: Items listed in shaded areas are non-cancellable and non-returnable. Cut grooved fittings are non-cancellable 
and non-returnable.

Tees – Tee or Tee with Threaded Branch

+ Quoted on application
Victaulic fittings listed above are made of ductile iron, except those marked (sw) segmentally welded steel.
J.I.S. Tee available in 8", 10", 12" sizes. Contact Victaulic for pricing.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable. Cut grooved fittings are non-cancellable 
and non-returnable.

Long Radius –
1¹⁄₂ D Elbows
Request publication 07.01.

No. 100

No. 110

C to E

C to E

Nom.
Size

(inches)

90˚ LONG RAD. ELBOW No. 100* 45˚ LONG RAD. ELBOW No. 110*

Aprx.
Wgt. Ea.

(lbs)
C - E

(inches)

Price Each Aprx.
Wgt. Ea.

(lbs)
C - E

(inches)

Price Each

Painted Galv. Painted Galv.

2 2.5 4.38 $47.20 $58.90 1.8 2.75 $41.00 $49.55
2¹⁄₂ (s) 4.1 – 136.90 139.75 2.8 – 132.15 141.80

3 6.0 5.88 47.20 58.90 4.9 3.38 41.00 49.55
4 12.3 7.50 70.70 90.10 7.3 4.00 49.90 63.30

5 (s) 18.2 – 362.05 394.60 14.8 – 336.45 351.05
6 30.4 10.75 206.65 258.65 17.4 5.50 148.50 180.85

165,1 mm 29.1 10.75 + + 19.0 5.50 + +
8 66.0 14.25 495.65 602.85 36.0 7.25 258.15 319.40
10 107.0 17.25 1027.60 1177.95 57.0 8.50 770.45 863.95
12 156.0 20.50 1225.40 1443.90 90.0 10.00 892.20 1041.60

14 @ (s) 164.0 21.00 1233.75 1522.75 82.0 8.75 923.75 1125.00
16 @ (s) 210.0 24.00 1602.65 1971.05 100.0 10.00 1039.90 1227.50
18 @ (s) 273.0 27.00 2034.15 2410.70 135.0 11.25 1218.90 1421.15
20 @ (s) 343.0 30.00 2681.45 3164.00 174.0 12.50 1601.45 1871.90
24 @ (s) 516.0 36.00 3883.15 4596.85 251.0 15.00 2459.55 2850.45

Tees
Request publication 07.01.
No. 20 TeeNo. 29M Tee with Threaded BranchNo. 35 CrossNo. 33 True Y

No. 20

No. 29M

Nom.
Size

(inches)

Aprx. Wgt.
Ea.

(lbs)

Tee – No. 20 Tee with Threaded Branch – No. 29M

Price Each Price Each

Painted Galv. Painted Galv.

³⁄₄ 0.6 $31.70 $39.70 $47.50 $56.40
1 1.0 31.70 39.70 47.50 56.40

1¹⁄₄ 1.5 31.70 39.70 47.50 56.40
1¹⁄₂ 2.0 31.70 39.70 47.50 56.40
2 3.0 31.70 39.70 47.50 56.40

2¹⁄₂ 4.3 31.70 39.70 47.50 56.40
3 O.D. 5.2 31.70 39.70 – –

3 6.8 44.40 57.90 71.45 86.95
3¹⁄₂ 7.9 (sw) 182.10 198.85 + +
4 11.9 67.70 87.70 101.80 124.25

108,0 mm 15.5 67.70 87.70 – –
4¹⁄₂ 15.0 (sw) + + – –
5 17.8 159.00 192.30 244.10 283.45

133,0 mm 17.8 159.00 192.30 – –
139,7 mm 17.8 159.00 192.30 – –

6 25.7 183.65 238.60 254.50 315.30
159,0 mm 27.1 183.65 238.60 – –
165,1 mm 22.0 183.65 238.60 – –

8 47.6 403.45 503.85 394.05 493.75
10 73.0 838.55 1032.85 626.75 806.35
12 99.0 1169.15 1420.35 940.25 1155.80
14 151 (sw) 1239.05 1467.45 – –
16 188.0 (sw) 1399.40 1690.00 – –
18 263.0 (sw) 1749.30 2144.85 – –
20 339.0 (sw) 2506.75 3022.05 – –
24 473.0 (sw) 3822.00 4713.90 – –
PL-2001
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Cross and Wye – Steel Cross or Steel 90 True Y

+ Quoted on application
Victaulic fittings listed above are made of segmentally welded steel, except those marked (d) ductile iron.
J.I.S. Tee available in 8", 10", 12" sizes. Contact Victaulic for pricing.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable. Cut grooved fittings are non-cancellable 
and non-returnable.

Reducing Base Support Elbows – Grooved ✕  Grooved or Grooved ✕  Flanged

Cross and Wye
Request publication 07.01.
No. 20 TeeNo. 29M Tee with Threaded BranchNo. 35 CrossNo. 33 True Y

No. 35 No. 33

Nom.
Size

(inches)

Steel Cross (sw)
No. 35

Steel 90 True Y (sw)
No. 33

Aprx.
Wgt.
Ea.

(lbs)

Price Each Aprx.
Wgt.
Ea.

(lbs)

Price Each

Painted Galv. Painted Galv.

³⁄₄ 0.9 $78.25 $85.85 – – –
1 1.3 78.25 85.85 1.1 $120.90 $136.60

1¹⁄₄ 2.1 94.45 104.75 1.5 120.90 136.60
1¹⁄₂ 2.5 101.80 112.40 1.8 120.90 136.60
2 3.8 (d) 57.55 65.50 2.5 120.90 136.60

2¹⁄₂ 6.1 (d) 57.55 65.50 4.3 120.90 136.60
76,1 mm – – – – – –

3 10.5 (d) 103.40 120.60 6.1 144.50 163.05
3¹⁄₂ 11.5 208.65 236.85 9.6 154.55 189.35
4 15.8 (d) 172.05 201.50 10.0 189.25 216.70

108,0 mm – – – – – –
4¹⁄₂ 18.5 + + – – –
5 20.0 351.40 403.25 15.0 271.20 310.30

133,0 mm – – – – – –
139,7 mm – – – – – –

6 28.0 452.10 521.50 22.3 335.60 388.50
159,0 mm – – – – – –
165,1 mm – – – – – –

8 48.0 595.40 700.50 36.0 483.30 565.05
10 121.5 1015.50 1194.40 69.9 834.15 971.75
12 110.0 1465.40 1736.40 80.0 921.50 1108.60
14 198.0 1518.25 1767.10 134.2 1052.25 1255.60
16 250.0 1986.05 2299.75 167.0 1366.70 1629.80
18 310.0 2434.45 2861.10 234.0 1563.35 1906.35
20 452.0 3448.90 4007.15 281.0 2267.35 2708.75
24 795.0 5324.30 6489.90 523.0 3525.10 4293.75

Reducing Base 
Support Elbows
Request publication 07.01.
No. R-10G & R-10FReducing Base Support Elbow

No. R-10G
Grooved ✕  Grooved

No. R-10F
Grooved ✕  Flanged

Nom.
Size

(inches)
Inlet ✕  Outlet

Grooved ✕  Grooved No. R-10G Grooved ✕  Flanged No. R-10F

Aprx. Wgt.
Each
(lbs)

Price Each Aprx. Wgt.
Each
(lbs)

Price Each

Painted Galv. Painted Galv.

6 ✕ 4 19.0 $344.80 $384.95 33.0 $383.05 $436.45
6 ✕ 5 23.0 390.50 437.10 38.0 433.80 494.75
8 ✕ 6 33.0 524.50 588.70 51.0 582.70 664.65

10 ✕ 8 61.0 785.55 890.25 88.0 872.90 1003.95
31
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Adapter Nipples – Grooved ✕  Threaded, Grooved ✕  Beveled, or Grooved ✕  Grooved

(s) steel.
*Other sizes and materials available. contact Victaulic for details.
Unless otherwise specified, Adapter Nipples for nominal pipe sizes 6" and smaller are made from Schedule 40 pipe; for nominal 
sizes 8" and larger, from Schedule 30 pipe. 
Special lengths not shown, heavier wall thickness, electroplated and galvanized nipples are priced on application.
NOTE: For Pump Package Nipples with 1¹⁄₂ hole cut to receive Style 923 Vic-Let or Style 924 Vic-O-Well add $36.20 to No. 40, 
42 or 43 Nipple prices and request No. 40-H, 42-H or 43-H on order. No. 40-H, 42-H and 43-H are non-cancellable and non-
returnable.
All prices NOT listed in bold are special order items.
ADD 30% TO LIST PRICE FOR GALVANIZED NIPPLES. ADD 50% TO LIST PRICE FOR EXTRA HEAVY NIPPLES. GALVANIZED 
AND EXTRA HEAVY ARE NON-CANCELLABLE AND NON-RETURNABLE ITEMS.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable items.

Female Threaded Adapter

Available with British Standard Pipe Threads (BSPT). Contact Victaulic for details.

Adapter Elbows – 90˚ Adapter Elbow or 45˚ Adapter Elbow

+ Quoted on application.
Available with British Standard Pipe Threads (BSPT). Contact Victaulic for details.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Adapter Nipples
Request publication 07.01.
No(s). 40, 42, & 43 Adapter Nipples

Same prices apply for:
No. 40
Grooved ✕  Threaded
No. 42
Grooved ✕  Beveled
No. 43
Grooved ✕  Grooved

No. 40 No. 42

No. 43

Nom.
Size

(inches)

Price Per Length (inches)

3 4 6 8 10 12 18 24 30 36

³⁄₄ $11.80 $11.80 $18.85 $22.55 $26.10 $29.75 $38.95 $49.35 $59.65 $70.10
1 11.80 11.80 18.85 22.55 26.10 29.75 38.95 49.35 59.65 70.10

1¹⁄₄ 11.80 11.80 18.85 22.55 26.10 29.75 38.95 49.35 59.65 70.10
1¹⁄₂ 11.80 11.80 18.85 22.55 26.10 29.75 38.95 49.35 59.65 70.10
2 11.80 11.80 18.85 22.55 26.10 29.75 38.95 49.35 59.65 70.10

2¹⁄₂ 13.85 13.85 26.35 26.35 30.60 34.90 45.65 57.80 69.80 82.00
3 17.10 17.10 28.05 34.15 40.00 45.75 58.95 75.10 90.90 106.90
4 28.55 28.55 28.55 47.55 55.80 64.45 84.10 107.60 131.15 154.30
5 59.60 59.60 59.60 83.75 103.40 118.95 159.60 199.20 242.35 285.30
6 77.15 77.15 77.15 99.65 116.00 132.05 171.20 216.95 262.50 307.90
8 86.50 86.50 86.50 115.20 158.30 178.10 225.80 281.75 337.45 393.15

10 116.05 116.05 116.05 126.15 195.10 231.90 296.20 371.55 446.75 522.45
12 158.25 158.25 158.25 158.25 247.20 294.35 394.60 474.95 669.80 753.05

Female 
Threaded 
Adapter
Request publication 07.01.
No. 80 Female Threaded Adapter

No. 80

Nom. Size
(inches)

Aprx.
Wgt. Ea.

(lbs)

Price Each
Nom. Size
(inches)

Aprx.
Wgt. Ea.

(lbs)

Price Each

Painted Galv. Painted Galv.

³⁄₄ 1.0 $36.95 $41.50 2 1.4 $36.95 $41.50
1 1.0 36.95 41.50 2¹⁄₂ 1.5 36.95 41.50

1¹⁄₄ 1.5 36.95 41.50 3 2.9 43.15 50.30
1¹⁄₂ 1.5 36.95 41.50 4 4.5 66.40 79.15

Adapter Elbows
Request publication 07.01.
No(s). 18 & 19 Adapter Elbows

No. 18

No. 19

Nom.
Size

(inches)

90˚ Adapter Elbow No. 18 45˚ Adapter Elbow No. 19

Aprx.
Wgt. Ea.

(lbs)

Price Each Aprx.
Wgt. Ea.

(lbs)

Price Each

Painted Galv. Painted Galv.

³⁄₄ 0.5 $37.25 $44.05 0.5 $37.25 $42.65
1 0.5 37.25 44.05 0.6 37.25 42.65

1¹⁄₄ 0.9 37.25 44.05 0.6 37.25 42.65
1¹⁄₂ 1.1 37.25 44.05 0.9 37.25 42.65
2 2.5 37.25 44.05 1.9 37.25 42.65

2¹⁄₂ 3.0 37.25 44.05 2.3 37.25 42.65
3 5.8 56.60 66.70 5.0 56.60 64.70

3¹⁄₂ 8.0 85.30 106.70 8.8 + +
4 12.0 85.30 106.70 8.8 85.30 102.55
6 17.6 189.25 227.80 12.7 189.25 220.20
PL-2001

32



SECTION 1

G
R

O
O

V
E

D
 IP

S
 

P
IP

E
 F

IT
T

IN
G

S
1

Reducing Tee
Request publication 07.01.
No. 25 Grooved Reducing Tee

No. 25

Reducing Tee

Size
(inches)

Reducing Tee No. 25

Aprx. Wgt.
Each
(lbs)

Price Each

Run Branch Painted Galv.
1 ✕ 1 ✕ ³⁄₄ 1.0 $55.35 $57.25

1¹⁄₄ ✕ 1¹⁄₄ ✕ 1 1.3 57.05 61.85
1¹⁄₂ ✕ 1¹⁄₂ ✕ ³⁄₄ 1.5 57.60 60.90

✕ 1 1.5 58.45 61.85
✕ 1¹⁄₄ 1.7 60.10 63.35

2 ✕ 2 ✕ ³⁄₄ (d) 2.5 75.25 84.35
✕ 1 (d) 2.7 68.45 76.70
✕ 1¹⁄₄ 1.8 68.45 77.20
✕ 1¹⁄₂ (d) 3.0 68.45 77.70

2¹⁄₂ ✕ 2¹⁄₂ ✕ ³⁄₄ (d) 3.9 75.50 83.20
✕ 1 (d) 3.8 68.45 76.70
✕ 1¹⁄₄ 4.2 80.95 87.25
✕ 1¹⁄₂ (d) 3.9 68.45 77.70
✕ 2 (d) 4.5 68.45 78.15

3 ✕ 3 ✕ ³⁄₄ (d) 5.7 82.65 94.00
✕ 1 (d) 6.1 60.35 73.60
✕ 1¹⁄₄ 8.0 85.25 94.60
✕ 1¹⁄₂ (d) 6.5 60.35 73.60
✕ 2 (d) 6.2 60.35 74.10
✕ 2¹⁄₂ (d) 6.4 60.35 74.10

4 ✕ 4 ✕ ³⁄₄ (d) 8.0 111.40 130.95
✕ 1 (d) 7.8 81.55 97.15
✕ 1¹⁄₄ 9.6 118.40 138.25
✕ 1¹⁄₂ (d) 10.2 81.55 97.15
✕ 2 (d) 11.2 81.55 100.60
✕ 2¹⁄₂ (d) 11.4 81.55 100.60
✕ 3 (d) 11.6 81.55 102.20

5 ✕ 5 ✕ 1 14.0 180.90 211.90
✕ 1¹⁄₂ 14.3 187.00 220.65
✕ 2 14.5 199.15 234.00
✕ 2¹⁄₂ (d) 15.2 161.85 194.20
✕ 3 (d) 16.6 161.85 194.20
✕ 4 (d) 16.7 175.50 211.15

6 ✕ 6 ✕ 1 23.0 218.20 256.35
✕ 1¹⁄₂ 24.0 225.55 273.60
✕ 2 (d) 21.6 193.25 241.60
✕ 2¹⁄₂ (d) 21.4 193.25 241.60
✕ 3 (d) 26.5 193.25 241.60
✕ 4 (d) 25.0 193.25 241.60
✕ 5 (d) 23.2 193.25 243.10

6¹⁄₂ ✕ 6¹⁄₂ O.D. ✕ 3 (d) 24.0 406.40 455.60
✕ 4 (d) 25.0 417.60 466.65

8 ✕ 8 ✕ 1¹⁄₂ 33.0 279.10 322.80
✕ 2 33.5 279.10 335.00
✕ 2¹⁄₂ 39.0 279.10 332.30
✕ 3 33.6 279.10 341.80
✕ 4 (d) 41.8 403.45 496.00
✕ 5 34.0 403.45 499.50
✕ 6 (d) 42.3 403.45 501.40
✕ 165,1 mm 48.0 497.95 535.10

Victaulic fittings listed above are made of segmentally welded steel, except those marked (d) ductile iron.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
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10 ✕ 10 ✕ 1¹⁄₂ 62.0 $486.40 $573.75
✕ 2 62.0 486.40 579.60
✕ 2¹⁄₂ 62.4 486.40 583.10
✕ 3 60.0 486.40 591.35
✕ 4 61.0 508.30 618.05
✕ 5 52.0 519.85 631.15
✕ 6 59.0 519.85 639.15
✕ 8 64.7 529.20 663.75

12 ✕ 12 ✕ 1 77.0 654.95 756.15
✕ 2 80.0 654.95 765.75
✕ 2¹⁄₂ 78.0 654.95 780.60
✕ 3 82.0 654.95 804.45
✕ 4 80.0 701.90 857.25
✕ 5 75.0 742.00 916.65
✕ 6 75.0 750.80 925.30
✕ 8 80.0 772.00 946.60
✕ 10 84.0 807.90 990.80

14 ✕ 14 ✕ 4 102.0 743.15 901.25
✕ 6 108.2 777.90 948.80
✕ 8 112.0 796.75 964.40
✕ 10 120.0 842.90 1021.60
✕ 12 129.1 902.05 1098.90

16 ✕ 16 ✕ 4 130.0 889.45 1102.75
✕ 6 133.5 961.70 1181.75
✕ 8 145.0 1013.05 1221.25
✕ 10 149.5 1094.85 1319.45
✕ 12 154.0 1116.90 1349.30
✕ 14 167.0 1307.80 1540.65

18 ✕ 18 ✕ 4 194.0 1237.70 1489.65
✕ 6 200.0 1254.30 1527.25
✕ 8 202.0 1291.55 1558.40
✕ 10 212.0 1340.40 1641.45
✕ 12 222.6 1340.40 1651.05
✕ 14 230.1 1550.90 1888.85
✕ 16 247.6 1692.55 2024.80

20 ✕ 20 ✕ 6 240.0 1467.00 1879.90
✕ 8 244.0 1690.65 2126.45
✕ 10 256.0 1713.25 2150.95
✕ 12 264.0 1917.00 2318.30
✕ 14 275.0 2064.70 2489.55
✕ 16 288.6 2214.85 2659.05
✕ 18 297.0 2435.70 2916.95

24 ✕ 24 ✕ 8 340.0 2566.00 3202.25
✕ 10 343.9 2692.45 3352.75
✕ 12 352.8 2768.40 3449.90
✕ 14 360.0 3087.85 3810.55
✕ 16 378.0 3157.50 3899.15
✕ 18 380.0 3215.75 3957.45
✕ 20 373.0 3491.15 4282.95

Reducing Tee

Size
(inches)

Reducing Tee No. 25

Aprx. Wgt.
Each
(lbs)

Price Each

Run Branch Painted Galv.

Victaulic fittings listed above are made of segmentally welded steel, except those marked (d) ductile iron.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
PL-2001
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Reducing Tee
with
Threaded Branch
Request publication 07.01.
No. 29T Threaded Reducing Tee

No. 29T

Reducing Tee with Threaded Branch

Size
(inches)

Reducing Tee No. 29T

Aprx. Wgt.
Each
(lbs)

Price Each

Run Branch Painted Galv.

2 ✕ 2 ✕ ³⁄₄ (d) 2.5 $79.75 $88.95
✕ 1 (d) 2.7 72.45 80.85
✕ 1¹⁄₄ 2.9 72.45 80.85
✕ 1¹⁄₂ (d) 3.0 72.45 81.95

2¹⁄₂ ✕ 2¹⁄₂ ✕ ³⁄₄ (d) 3.5 79.35 86.95
✕ 1 (d) 3.8 72.45 80.85
✕ 1¹⁄₄ 3.8 72.45 81.95
✕ 1¹⁄₂ (d) 3.9 72.45 81.95
✕ 2 4.5 72.45 82.40

3 ✕ 3 ✕ ³⁄₄ 5.9 90.45 93.95
✕ 1 (d) 6.1 72.45 86.25
✕ 1¹⁄₄ 6.3 101.65 120.80
✕ 1¹⁄₂ 6.5 72.45 86.60
✕ 2 6.2 72.45 86.85
✕ 2¹⁄₂ 6.4 125.25 140.10

4 ✕ 4 ✕ ³⁄₄ 7.2 129.15 133.70
✕ 1 (d) 7.8 90.50 106.65
✕ 1¹⁄₄ 8.5 131.95 150.85
✕ 1¹⁄₂ (d) 9.2 90.50 108.15
✕ 2 (d) 11.2 90.50 108.15
✕ 2¹⁄₂ (d) 11.4 90.50 111.45
✕ 3 (d) 11.6 90.50 111.90

5 ✕ 5 ✕ 2 14.5 148.90 178.40
✕ 2¹⁄₂ (d) 15.2 175.50 211.15
✕ 3 16.6 161.85 194.20
✕ 4 16.7 175.50 211.15

6 ✕ 6 ✕ 1 23.0 223.60 269.85
✕ 1¹⁄₂ 25.0 235.65 281.85
✕ 2 (d) 21.6 227.60 269.85
✕ 2¹⁄₂ (d) 21.4 227.60 269.85
✕ 3 (d) 26.5 227.60 269.85
✕ 4 (d) 25.0 227.60 269.85
✕ 5 23.2 227.60 269.85

6¹⁄₂ ✕ 6¹⁄₂ O.D. ✕ 3 24.0 + +
✕ 4 25.0 + +

8 ✕ 8 ✕ 2 33.5 279.10 341.80
✕ 3 33.6 279.10 341.80
✕ 4 (d) 41.8 403.45 496.00
✕ 5 34.0 403.45 498.95
✕ 6 (d) 42.3 403.45 501.40
✕ 165,1 mm 48.0 + +

10 ✕ 10 ✕ 2 62.0 486.30 573.70
✕ 3 60.0 486.30 573.70
✕ 4 61.0 508.30 618.05
✕ 5 52.0 519.85 631.15
✕ 6 59.0 519.85 639.15
✕ 8 64.7 529.20 663.75

12 ✕ 12 ✕ 3 80.0 654.95 804.45
✕ 4 82.0 701.85 857.25
✕ 5 75.0 742.00 916.70
✕ 6 75.0 750.80 925.30
✕ 8 80.0 772.00 946.60
✕ 10 84.0 807.90 990.80

+ Quoted on application.
Victaulic fittings listed above are made of segmentally welded steel, except those marked (d) ductile iron.
Available with British Standard Pipe Threads (BSPT). Contact Victaulic for details.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
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14 ✕ 14 ✕ 8 112.0 + +
✕ 10 120.0 + +
✕ 12 129.1 + +

16 ✕ 16 ✕ 8 145.0 + +
✕ 10 149.5 + +
✕ 12 154.0 + +

18 ✕ 18 ✕ 10 212.0 + +
✕ 12 222.6 + +

24 ✕ 24 ✕ 8 340.0 + +
✕ 10 343.9 + +
✕ 12 352.8 + +

Reducing Tee with Threaded Branch

Size
(inches)

Reducing Tee No. 29T

Aprx. Wgt.
Each
(lbs)

Price Each

Run Branch Painted Galv.

+ Quoted on application.
Victaulic fittings listed above are made of segmentally welded steel, except those marked (d) ductile iron.
Available with British Standard Pipe Threads (BSPT). Contact Victaulic for details.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
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Reducers
Request publication 07.01
No. 50 Concentric ReducersNo. 51 Eccentric Reducers

No. 50

No. 51

Reducers – Concentric or Eccentric

Size
(inches)

Concentric Reducer
No. 50

Eccentric Reducer
No. 51

Aprx.
Wgt.
Ea.

(lbs) Price Each

Aprx.
Wgt.
Ea.

(lbs) Price Each

1¹⁄₄ ✕ ³⁄₄ 1.9 $94.55 $98.70 3.2 + +
✕ 1 1.9 98.80 103.70 3.2 + +

1¹⁄₂ ✕ ³⁄₄ 1.4 111.60 114.55 4.5 $115.50 $118.40
✕ 1 0.8 (d) 23.95 26.80 4.5 104.25 116.30
✕ 1¹⁄₄ 1.0 (d) 23.95 26.80 4.5 101.95 112.20

2 ✕ ³⁄₄ 0.9 (d) 23.95 26.80 2.0 224.30 232.35
✕ 1 0.7 (d) 23.95 26.80 2.3 115.10 123.20
✕ 1¹⁄₄ 1.2 (d) 26.35 29.55 4.6 126.15 132.35
✕ 1¹⁄₂ 1.0 (d) 23.95 26.80 4.6 105.60 116.15

2¹⁄₂ ✕ ³⁄₄ 1.3 194.50 199.80 3.3 292.80 302.90
✕ 1 3.3 152.55 159.55 3.5 272.80 287.10
✕ 1¹⁄₄ 3.3 (d) 23.95 26.80 3.5 158.45 171.05
✕ 1¹⁄₂ 3.6 (d) 23.95 26.80 3.7 125.60 136.50
✕ 2 3.9 (d) 23.95 26.80 4.3 (d) 50.60 66.05

3 ✕ ³⁄₄ 1.5 195.70 208.40 4.8 + +
✕ 1 1.3 (d) 26.45 30.50 4.8 292.60 306.05
✕ 1¹⁄₄ 3.0 151.60 161.80 4.8 264.90 277.55
✕ 1¹⁄₂ 5.1 (d) 28.95 33.65 5.1 145.20 161.35
✕ 2 1.6 (d) 21.00 24.55 6.0 (d) 58.10 75.95
✕ 2¹⁄₂ 1.6 (d) 28.95 33.40 7.0 (d) 58.10 77.65

3¹⁄₂ ✕ 3 2.0 (d) 30.85 35.40 7.0 321.50 335.70
4 ✕ 1 2.4 (d) 31.80 37.35 6.5 593.05 604.55

✕ 1¹⁄₄ 4.6 250.75 267.10 – – –
✕ 1¹⁄₂ 6.9 191.75 199.60 8.1 358.65 368.35
✕ 2 2.4 (d) 28.00 33.10 8.0 (d) 71.10 94.65
✕ 2¹⁄₂ 2.7 (d) 35.05 40.85 7.6 (d) 71.10 94.50
✕ 3 2.5 (d) 35.05 40.85 7.8 (d) 71.10 94.65
✕ 3¹⁄₂ 2.9 (d) 35.05 40.85 8.0 + +

5 ✕ 2 9.0 352.90 370.75 5.2 395.50 406.85
✕ 2¹⁄₂ 11.0 273.80 282.50 10.8 336.95 355.30
✕ 3 4.9 (d) 41.00 48.20 11.1 325.50 345.40
✕ 4 4.3 (d) 48.95 58.40 12.0 (d) 96.80 130.30

6 ✕ 1 5.0 (d) 65.05 77.10 14.5 614.80 634.80
✕ 1¹⁄₂ 5.5 371.05 392.35 + + +
✕ 2 6.6 (d) 65.05 77.10 14.5 560.70 580.60
✕ 2¹⁄₂ 14.2 (d) 72.45 84.75 14.2 667.60 691.30
✕ 3 6.4 (d) 65.05 77.10 15.0 (d) 128.90 172.20
✕ 4 6.5 (d) 56.65 70.05 17.0 (d) 112.80 157.95
✕ 5 6.4 (d) 83.80 99.55 17.0 (d) 135.30 183.15

8 ✕ 3 9.3 (d) 116.20 138.00 22.0 651.45 674.55
✕ 4 10.4 (d) 116.20 138.80 23.0 569.30 617.55
✕ 5 11.6 (d) 116.20 139.60 23.0 530.05 579.10
✕ 6 11.9 (d) 148.15 176.50 24.0 (d) 228.70 296.40

10 ✕ 4 19.7 (d) 276.65 324.20 32.0 1044.70 1191.70
✕ 5 34.3 609.75 661.65 34.0 984.25 1101.50
✕ 6 20.0 (d) 302.50 359.05 36.9 742.20 836.65
✕ 8 22.1 (d) 302.50 364.95 40.3 628.20 743.05

12 ✕ 4 44.0 + + 48.0 + +
✕ 6 24.6 (d) 360.80 424.35 50.0 991.55 1135.60
✕ 8 52.0 (d) 541.95 608.90 53.5 966.15 1099.75
✕ 10 38.0 (d) 541.95 638.60 57.0 865.40 975.85

+Quoted on application.
Victaulic fittings listed above are segmentally welded steel, except those marked (d) ductile iron.
‡ Concentric and eccentric reducers 14 - 24" are steel and supplied with roll grooves.
Steel Reducers eccentric and concentric available through 30". Contact Victaulic for details.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable. Cut grooved fittings are non-cancellable 
and non-returnable.
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‡14 ✕ 6 65.0 $1838.75 $1895.25 60.0 $2501.70 $2558.20
✕ 8 65.0 1079.25 1135.50 60.0 1599.40 1655.65
✕ 10 65.0 911.30 967.50 65.0 1522.55 1579.05
✕ 12 65.0 911.30 976.90 66.0 1522.55 1602.50

‡16 ✕ 8 73.0 1662.80 1724.30 70.0 2762.85 2824.45
✕ 10 105.0 1537.35 1637.85 106.0 2553.10 2614.70
✕ 12 105.0 1414.40 1514.90 73.0 2399.00 2465.70
✕ 14 73.0 1414.40 1533.45 75.0 2399.00 2482.80

‡18 ✕ 10 119.0 2170.85 2274.90 – 3472.40 3549.45
✕ 12 91.0 1957.35 2026.75 95.0 3260.60 3274.60
✕ 14 91.0 1772.00 1841.65 91.0 2962.45 3032.90
✕ 16 91.0 1772.00 1874.75 175.0 2962.45 3189.70

‡20 ✕ 10 110.0 2392.95 2639.15 177.0 4623.25 4945.05
✕ 12 120.0 2040.20 2170.65 180.0 3384.65 3553.15
✕ 14 149.0 2040.20 2183.90 125.0 3173.05 3274.75
✕ 16 120.0 1810.00 1905.20 153.0 3121.75 3255.30
✕ 18 136.0 1930.15 2040.50 217.5 3002.15 3216.55

‡24 ✕ 10 145.0 5332.35 5640.20 – + +
✕ 12 150.0 5203.55 5522.00 – 6624.00 6927.60
✕ 14 161.0 4524.15 4656.20 148.0 5645.60 5813.00
✕ 16 162.0 4524.15 4656.20 155.0 5645.60 5821.90
✕ 18 162.0 3861.60 3994.85 162.0 5325.10 5484.30
✕ 20 151.0 3519.55 3639.35 190.0 4859.45 5027.10

Reducers – Concentric or Eccentric

Size
(inches)

Concentric Reducer
No. 50

Eccentric Reducer
No. 51

Aprx.
Wgt.
Ea.

(lbs) Price Each

Aprx.
Wgt.
Ea.

(lbs) Price Each

+Quoted on application.
Victaulic fittings listed above are segmentally welded steel, except those marked (d) ductile iron.
‡ Concentric and eccentric reducers 14 - 24" are steel and supplied with roll grooves.
Steel Reducers eccentric and concentric available through 30". Contact Victaulic for details.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable. Cut grooved fittings are non-cancellable 
and non-returnable.
PL-2001
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Swaged Nipples

No. 53 grooved ✕  grooved; No. 54 grooved ✕  threaded; No. 55 threaded ✕  grooved.

Reducer Threaded Small End

+ Quoted on application.
Available with British Standard Pipe Threads (BSPT). Contact Victaulic for details.
(s) Steel.

Swaged Nipples
Request publication 07.01.
No.(s) 53, 54 & 55 Swaged Nipples

No. 53

No. 54

No. 55

Nominal Size
(inches)

Aprx.
Wgt. Ea.

(lbs)

Steel Swaged
Nipples

No. 53, 54, 55
Plated

Price Each
Nominal Size

(inches)

Aprx.
Wgt. Ea.

(lbs)

Steel Swaged
Nipples

No. 53, 54, 55
Plated

Price Each

2 ✕ 1 2.0 $82.15 4 ✕ 2¹⁄₂ 7.5 $106.50
✕ 1¹⁄₄ 2.0 82.15 ✕ 3 7.5 106.50
✕ 1¹⁄₂ 2.0 82.15 ✕ 3¹⁄₂ 7.5 106.50

2¹⁄₂ ✕ 1 3.0 82.15 5 ✕ 2 11.5 391.60
✕ 1¹⁄₄ 3.0 82.15 ✕ 3 11.5 302.30
✕ 1¹⁄₂ 3.0 82.15 ✕ 4 11.5 248.70
✕ 2 3.0 70.50 6 ✕ 1 17.0 746.10

3 ✕ 1 4.5 103.75 ✕ 1¹⁄₄ 17.0 746.10
✕ 1¹⁄₄ 4.5 103.75 ✕ 1¹⁄₂ 17.2 746.10
✕ 1¹⁄₂ 4.5 103.75 ✕ 2 17.4 551.85
✕ 2 4.5 77.10 ✕ 2¹⁄₂ 17.4 551.85
✕ 2¹⁄₂ 4.6 77.10 ✕ 3 17.4 357.65

3¹⁄₂ ✕ 3 6.8 92.05 ✕ 3¹⁄₂ 17.4 357.65
4 ✕ 1 7.5 140.70 ✕ 4 17.5 271.30

✕ 1¹⁄₄ 7.5 140.70 ✕ 4¹⁄₂ 17.5 271.30
✕ 1¹⁄₂ 7.5 140.70 ✕ 5 17.5 271.30
✕ 2 7.5 106.50 8 ✕ 6 20.0 672.20

Reducer 
Threaded
Small End
Request publication 07.01.
No. 52 – Reducer Threaded Small End

No. 52

Nominal
Size

(inches)
Inlet ✕  Outlet

Aprx.
Wgt. Ea.

(lbs)

Price Each Nominal
Size

(inches)
Inlet ✕  Outlet

Aprx.
Wgt. Ea.

(lbs)

Price Each

Painted Galv. Painted Galv.

1¹⁄₂ ✕ 1 0.8 $24.80 $29.30 3 ✕ 2¹⁄₂ 1.7 $37.25 $42.10
✕ 1¹⁄₄ 0.8 26.35 29.55 4 ✕ 1 2.3 35.35 40.85

2 ✕ ³⁄₄ 0.9 24.80 29.30 ✕ 1¹⁄₂ (s) 2.5 200.60 205.70
✕ 1 0.7 24.80 29.30 ✕ 2 2.6 37.35 43.15
✕ 1¹⁄₄ 1.2 24.80 29.30 ✕ 2¹⁄₂ 2.6 37.90 44.35
✕ 1¹⁄₂ 1.0 24.80 29.30 ✕ 3 2.5 46.15 52.45

2¹⁄₂ ✕ 1 (s) 1.0 147.05 149.10 5 ✕ 4 (s) 4.5 267.40 276.65
✕ 1¹⁄₄ 1.2 37.25 42.10 6 ✕ 1 5.5 72.45 84.75
✕ 1¹⁄₂ 1.3 37.25 42.10 ✕ 2 5.7 72.45 84.75
✕ 2 1.4 24.80 29.30 ✕ 2¹⁄₂ 5.8 72.45 84.75

3 ✕ ³⁄₄ (s) 1.2 184.15 186.65 ✕ 3 5.8 72.45 84.75
✕ 1 1.3 27.40 31.20 ✕ 4 (s) 6.5 + +
✕ 1¹⁄₂ 1.5 30.85 35.25 ✕ 5 (s) 17.5 + +
✕ 2 1.5 30.85 35.25
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Lateral

+ Quoted on application.
Victaulic fittings listed above is made of segmentally welded steel, except those marked (d) ductile iron.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Cap

Caps are malleable/ductile iron.
*14 through 24" are supplied as steel dished caps.

Lateral
Request publication 07.01.
No. 30 Lateral

No. 30

Nom.
Size

(inches)

45˚ Lateral No. 30

Nom.
Size

(inches)

45˚ Lateral No. 30

Aprx.
Wgt. Ea.

(lbs)

Price Each Aprx.
Wgt. Ea.

(lbs)

Price Each

Painted Galv. Painted Galv.

³⁄₄ 1.0 $125.95 $146.85 6 43.6 $505.20 $577.25
1 1.7 125.95 146.85 6¹⁄₂ O.D. 43.6 + +

1¹⁄₄ 2.5 (d) 125.95 146.85 8 72.0 727.70 838.90
1¹⁄₂ 3.5 125.95 146.85 10 105.0 1027.05 1132.95
2 4.6 (d) 125.95 146.85 12 165.0 1241.75 1496.15

2¹⁄₂ 9.0 125.95 146.85 14 276.0 1812.40 2211.35
3 11.7 (d) 139.05 166.90 16 344.2 2264.10 2765.30

3¹⁄₂ 17.8 184.35 220.60 18 429.0 2530.95 3128.45
4 22.2 (d) 214.55 254.50 20 500.0 3839.05 4625.80
5 21.8 313.60 374.40 24 715.0 5965.55 7319.50

Cap
Request publication 07.01.
No. 60 Cap

No. 60

Nom.
Size

(inches)

Cap No. 60

Nom.
Size

(inches)

Cap No. 60

Aprx.
Wgt. Ea.

(lbs)

Price Each Aprx.
Wgt. Ea.

(lbs)

Price Each

Painted Galv. Painted Galv.

³⁄₄ 0.2 16.95 19.70 6 6.0 44.20 56.40
1 0.3 16.95 19.70 6¹⁄₂ O.D. 7.3 44.20 56.40

1¹⁄₄ 0.3 16.95 19.70 8 13.1 84.80 107.20
1¹⁄₂ 0.5 16.95 19.70 10 21.0 179.75 222.55
2 0.6 16.95 19.70 12 35.6 294.45 356.70

2¹⁄₂ 1.0 16.95 19.70 14* 40.0 635.70 692.20
3 O.D. 1.0 16.95 19.70 16* 45.0 719.50 817.10

3 1.4 16.95 19.70 18* 58.0 833.35 936.10
3¹⁄₂ 2.5 18.40 23.40 20* 79.0 946.10 1074.55
4 2.5 18.40 23.40 24* 84.0 1288.55 1416.95
5 4.6 43.15 53.60
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Reducing Laterals

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
† All No. 30R fittings are steel

Reducing 
Laterals
Request publication 07.01.
No. 30R Reducing Lateral

No. 30R

Nominal
Size

(inches)

Reducing Laterals No. 30R †

Aprx. Wgt.
Each
(lbs)

Price Each

Painted Galv.

3 ✕ 3 ✕ 2 9.8 $108.80 $129.30
✕ 2¹⁄₂ 9.8 108.80 131.30

4 ✕ 4 ✕ 2 10.0 214.55 243.10
✕ 2¹⁄₂ 10.0 214.55 251.75
✕ 3 18.3 214.55 254.00

5 ✕ 5 ✕ 2 24.0 313.60 365.30
✕ 3 27.0 313.60 370.00
✕ 4 26.5 313.60 375.75

6 ✕ 6 ✕ 3 37.0 405.10 481.95
✕ 4 36.5 405.10 485.45
✕ 5 44.7 405.10 490.80

8 ✕ 8 ✕ 4 62.0 584.80 705.95
✕ 5 75.5 584.80 712.30
✕ 6 82.0 584.80 721.10

10 ✕ 10 ✕ 4 104.8 664.55 830.65
✕ 5 99.0 728.95 886.10
✕ 6 105.8 728.95 886.10
✕ 8 118.0 742.45 942.95

12 ✕ 12 ✕ 5 122.0 861.90 1088.70
✕ 6 137.0 861.90 1097.20
✕ 8 147.0 873.10 1121.90
✕ 10 167.0 884.60 1158.75

14 ✕ 14 ✕ 4 172.0 836.00 1104.10
✕ 6 187.0 892.15 1180.60
✕ 8 205.8 960.35 1270.10
✕ 10 235.0 1052.30 1396.00
✕ 12 250.0 1134.45 1505.45

16 ✕ 16 ✕ 6 215.0 1089.25 1451.10
✕ 8 252.5 1136.35 1519.30
✕ 10 265.0 1233.45 1638.20
✕ 12 295.0 1325.45 1762.35
✕ 14 305.0 1517.05 1996.55

18 ✕ 18 ✕ 6 274.0 1524.65 1903.55
✕ 8 275.0 1585.35 1998.35
✕ 10 300.0 1780.55 2395.90
✕ 12 347.0 1780.55 2234.95
✕ 14 350.0 2132.30 2636.90
✕ 16 362.0 2398.60 2946.55

20 ✕ 20 ✕ 12 370.0 2487.75 3445.70
✕ 14 384.0 2902.10 3516.60
✕ 16 398.0 3107.85 3765.20

24 ✕ 24 ✕ 16 425.0 4148.80 5179.50
✕ 20 570.0 5023.80 6157.15
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Tee Wyes

† All No. 32 fittings are steel.

Reducing Tee Wyes

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
† All No. 32R fittings are steel.

Tee Wyes
Request publication 07.01.
No. 32 Tee Wyes

No. 32

Nominal
Size

(inches)

Tee Wye No. 32 †

Aprx. Wgt.
Each
(lbs)

Price Each

Painted Galv.

2 ✕ 2 ✕ 2 6.4 $219.45 $248.80
2¹⁄₂ ✕ 2¹⁄₂ ✕ 2¹⁄₂ 11.5 219.45 248.80

3 ✕ 3 ✕ 3 14.3 251.60 289.20
3¹⁄₂ ✕ 3¹⁄₂ ✕ 3¹⁄₂ 22.9 325.30 374.15

4 ✕ 4 ✕ 3 23.0 303.55 349.45
✕ 4 26.0 349.50 404.75

5 ✕ 5 ✕ 3 29.0 335.80 396.40
✕ 4 36.7 404.20 473.35
✕ 5 48.0 544.10 635.90

6 ✕ 6 ✕ 3 37.3 359.95 442.15
✕ 4 46.3 438.80 522.00
✕ 5 55.0 599.85 705.70
✕ 6 60.5 668.35 785.85

8 ✕ 8 ✕ 3 76.0 428.80 571.25
✕ 4 76.4 511.05 670.10
✕ 5 85.6 676.65 847.05
✕ 6 12.0 738.20 917.85
✕ 8 127.1 1017.45 1226.90

10 ✕ 10 ✕ 3 96.0 591.20 779.50
✕ 4 97.4 648.40 847.05
✕ 5 115.1 817.05 1033.45
✕ 6 133.1 860.60 1085.50
✕ 8 156.0 1116.25 1366.00
✕ 10 190.0 1458.00 1778.20

12 ✕ 12 ✕ 12 240.0 2011.20 2428.20

Reducing
Tee Wyes
Request publication 07.01.
No. 32-R Reducing Tee Wyes

No. 32R

Nominal
Size

(inches)

Reducing Tee Wye No. 32R †

Aprx. Wgt.
Each
(lbs)

Price Each

Painted Galv.

4 ✕ 3 ✕ 3 16.0 $325.20 $367.55
4 ✕ 3 ✕ 4 16.0 462.40 527.20
5 ✕ 3 ✕ 3 25.0 494.20 553.70

✕ 5 43.4 822.10 932.45
5 ✕ 4 ✕ 3 21.0 452.70 510.00

✕ 4 25.0 519.95 586.85
6 ✕ 4 ✕ 6 61.0 910.15 1035.45
6 ✕ 5 ✕ 3 27.0 479.30 545.55

✕ 4 31.0 555.55 631.90
8 ✕ 6 ✕ 4 45.0 844.05 983.80

✕ 8 112.0 1290.25 1492.90
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Seamless Adapter Nipples – Grooved ✕  Threaded, Grooved ✕  Beveled, or Grooved ✕  Grooved

ADD 30% TO LIST PRICE FOR GALVANIZED NIPPLES. ADD 50% TO LIST PRICE FOR EXTRA HEAVY NIPPLES. THESE 
ARE NON-CANCELLABLE AND NON-RETURNABLE ITEMS.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Electroplated Steel Bull Plugs

*Other sizes quoted on application.

Steel Hose Nipples

Seamless
Adapter Nipples
Request publication 07.01.
No(s). 40, 42 & 43Seamless Adapter Nipples

Same prices apply for:
No. 40 (s)
Grooved ✕  Threaded
No. 42 (s)
Grooved ✕  Beveled
No. 43 (s)
Grooved ✕  Grooved

No. 40 (s) No. 42 (s)

No. 43 (s)

Nom.
Size

(inches)

Price Per Length (inches)

4 6 8 10 12

2 $14.30 $22.75 $27.20 $31.55 $36.00
2¹⁄₂ 16.15 26.55 31.90 36.95 42.20
3 20.65 33.95 41.30 48.35 55.35
4 34.50 34.50 57.50 67.45 77.95
6 93.25 93.25 120.55 139.90 159.65
8 104.55 104.55 139.30 191.40 215.35

10 139.40 139.40 152.55 235.95 280.40
12 191.45 191.45 191.45 298.90 355.90

Bull Plugs
Request publication 07.01.
No. 61 Bull Plugs

No. 61

Nom.
Size

(inches)

Electroplated*
Steel Bull Plug No. 61 Nom.

Size
(inches)

Electroplated*
Steel Bull Plug No. 61

Aprx. Wgt. Ea.
(lbs) Price Each

Aprx. Wgt. Ea.
(lbs) Price Each

2 2.0 $63.70 4 7.5 $120.65
2¹⁄₂ 3.0 63.70 5 12.0 263.55
3 4.5 93.35 6 17.0 284.25

Hose Nipples
Request publication 07.01.
No. 48 Hose Nipples

No. 48

Nom.
Size

(inches)
End to End

(inches)

Steel Hose Nipple No. 48

Aprx.
Wgt. Ea.

(lbs)

Price Each

Painted Galv.

³⁄₄ 3.25 0.3 $41.25 $46.95
1 3.25 0.4 41.25 46.95

1¹⁄₄ 3.63 0.6 41.25 46.95
1¹⁄₂ 4.00 0.8 41.25 46.95
2 4.63 1.1 41.25 46.95

2¹⁄₂ 5.50 2.0 41.25 46.95
3 6.00 3.2 59.55 68.40
4 7.25 4.9 104.50 119.65
5 9.75 8.0 158.25 180.30
6 11.00 14.3 188.15 218.70
8 12.50 24.7 391.55 451.25
10 14.00 40.1 399.15 443.95
12 16.00 62.0 436.95 515.95
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Flanged Adapter Nipples – 125 lb, 150 lb, or 300 lb

+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

3D Cast Elbow – 90˚ Elbow or 45˚ Elbow

+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Flanged
Adapter Nipples
Request publication 07.01.
No(s). 41, 45 & 46Flanged Adapter Nipples

No(s).
41, 45, & 46

Size
(inches)

Length
(inches)

No. 41 – 125 lb No. 45 – 150 lb No. 46 – 300 lb

Black Galv. Black Galv. Black Galv.

1 ✕ 3 $88.65 $104.20 $88.65 $104.20 $102.15 $121.70
1¹⁄₄ ✕ 4 88.65 104.20 88.65 104.20 102.15 121.70
1¹⁄₂ ✕ 4 88.65 104.20 88.65 104.20 102.15 121.70

2 ✕ 4 88.65 104.20 88.65 104.20 102.15 121.70
2¹⁄₂ ✕ 4 88.65 104.20 88.65 104.20 102.15 121.70

3 ✕ 4 113.45 133.35 113.45 133.35 151.50 182.50
3¹⁄₂ ✕ 4 122.65 145.45 122.65 145.45 + +

4 ✕ 6 135.30 163.50 135.30 163.50 176.85 216.65
5 ✕ 6 193.25 229.45 193.25 229.45 273.95 328.75
6 ✕ 6 220.50 265.35 220.50 265.35 292.85 362.80
8 ✕ 6 304.40 368.50 304.40 368.50 431.90 533.05

10 ✕ 8 496.65 593.90 496.65 593.85 772.55 855.50
12 ✕ 8 679.05 757.25 679.05 757.25 941.20 1043.10
14 ✕ 8 + + + + + +
16 ✕ 8 + + + + + +
18 ✕ 8 + + + + + +
20 ✕ 8 + + + + + +
24 ✕ 8 + + + + + +

3D Cast Elbow
3D Long Radius Cast Elbow

for abrasive services
Request publication 07.02

90˚ 3D
Cast Elbow

45˚ 3D
Cast Elbow

Fitting
Size

(inches)

90˚ Elbow 45˚ Elbow

Center
to End

(inches)

Aprx.
Wgt. Ea.

(lbs)

Painted
Price
Each

Center
to End

(inches)

Aprx.
Wgt. Ea.

(lbs)

Painted
Price
Each

2 10.00 5.0 $126.80 6.50 4.7 $124.00
3 13.00 16.0 188.40 7.75 10.4 180.85
4 16.00 22.5 297.95 9.00 17.2 278.80
6 24.00 70.0 + 13.50 45.0 412.30
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3D Long Radius Elbows – 90˚ Elbow, 60˚ Elbow, or 45˚ Elbow

+ Quoted on application.
Also available 3 O.D. and 6¹⁄₂ O.D. sizes. Contact Victaulic.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
 

3D Long Radius Elbows – 30˚ Elbow, 22¹⁄₂˚ Elbow, or 11¹⁄₄˚ Elbow

+ Quoted on application.
Also available 3 O.D. and 6¹⁄₂ O.D. sizes. Contact Victaulic.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
 

3D Long
Radius Steel 
Elbows
Long Radius Elbows – 3D

Request publication 07.02.

90˚ Elbow

No. 10-3D

60˚ Elbow 45˚ Elbow

No. 14-3D No. 11-3D

C�
to�
E

R=
1¹⁄₂ D�
3D�
5D�
6D

Nom.
Size

(inches)

90˚ Elbow
No. 10-3D

60˚ Elbow
No. 14-3D

45˚ Elbow
No. 11-3D

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

2 5.3 + 4.3 + 3.9 +
2¹⁄₂ 9.5 + 7.7 + 6.7 +
3 14.0 + 11.0 + 9.5 +

3¹⁄₂ 18.6 + 14.4 + 12.3 +
4 24.1 + 18.5 + 15.7 +

4¹⁄₂ 31.6 + 24.2 + 20.5 +
5 40.9 + 31.3 + 26.5 +
6 63.7 + 48.8 + 41.3 +
8 127.8 + 97.9 + 82.9 +
10 226.4 + 173.4 + 146.9 +
12 332.7 + 254.8 + 215.9 +
14 427.3 + 327.3 + 277.3 +
15 – + – + – +
16 560.1 + 429.0 + 363.5 +
18 710.7 + 544.4 + 461.3 +
20 879.3 + 673.5 + 570.7 +
22 – + – + – +
24 1270.3 + 973.0 + 824.4 +

30˚ Elbow

No. 15-3D

22¹⁄₂˚ 
Elbow

11¹⁄₄˚ 
Elbow

No. 12-3D No. 13-3D

Nom.
Size

(inches)

30˚ Elbow
No. 15-3D

22¹⁄₂˚ Elbow
No. 12-3D

11¹⁄₄˚ Elbow
No. 13-3D

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

2 3.4 + 3.2 + 2.8 +
2¹⁄₂ 5.8 + 5.3 + 4.6 +
3 7.3 + 7.3 + 6.2 +

3¹⁄₂ 10.2 + 9.2 + 7.6 +
4 12.8 + 11.4 + 9.3 +

4¹⁄₂ 16.8 + 14.9 + 12.2 +
5 21.8 + 19.4 + 15.8 +
6 33.9 + 30.1 + 24.6 +
8 68.0 + 60.5 + 49.3 +
10 120.5 + 107.2 + 87.3 +
12 177.0 + 157.5 + 128.3 +
14 227.3 + 202.3 + 164.8 +
15 – + – + – +
16 297.9 + 265.2 + 216.0 +
18 378.1 + 336.5 + 274.1 +
20 467.8 + 416.3 + 339.2 +
22 – + – + – +
24 675.7 + 601.4 + 490.0 +
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5D Long Radius Elbows – 90˚ Elbow, 60˚ Elbow, or 45˚ Elbow

+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

5D Long Radius Elbows – 30˚ Elbow, 22¹⁄₂˚ Elbow, or 11¹⁄₄˚ Elbow

+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

5D Long
Radius Steel 
Elbows
Long Radius Elbows – 3D

Request publication 07.02.

90˚ Elbow

No. 10-5D

60˚ Elbow 45˚ Elbow

No. 14-5D No. 11-5D

C�
to�
E

R=
1¹⁄₂ D�
3D�
5D�
6D

Nom.
Size

(inches)

90˚ Elbow
No. 10-5D

60˚ Elbow
No. 14-5D

45˚ Elbow
No. 11-5D

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

2 7.2 + 5.6 + 4.8 +
2¹⁄₂ 13.3 + 10.2 + 8.6 +
3 19.9 + 15.0 + 12.5 +

3¹⁄₂ 26.9 + 20.0 + 16.5 +
4 35.4 + 26.0 + 21.3 +

4¹⁄₂ 46.3 + 34.0 + 27.9 +
5 60.0 + 44.1 + 36.1 +
6 93.5 + 68.6 + 56.2 +
8 187.6 + 137.7 + 112.8 +
10 332.4 + 244.1 + 199.9 +
12 488.4 + 358.6 + 293.7 +
14 627.4 + 460.7 + 377.3 +
15 – + – + – +
16 822.2 + 603.8 + 494.5 +
18 1043.4 + 766.2 + 627.6 +
20 1290.9 + 947.9 + 776.4 +
22 – + – + – +
24 1864.8 + 1369.3 + 1121.6 +

30˚ Elbow

No. 15-5D

22¹⁄₂˚ 
Elbow

11¹⁄₄˚ 
Elbow

No. 12-5D No. 13-5D

Nom.
Size

(inches)

30˚ Elbow
No. 15-5D

22¹⁄₂˚ Elbow
No. 12-5D

11¹⁄₄˚ Elbow
No. 13-5D

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

2 4.0 + 3.6 + 3.0 +
2¹⁄₂ 7.0 + 6.2 + 5.0 +
3 10.0 + 8.8 + 6.9 +

3¹⁄₂ 13.0 + 11.3 + 8.7 +
4 16.6 + 14.3 + 10.7 +

4¹⁄₂ 21.7 + 18.6 + 14.0 +
5 28.1 + 24.1 + 18.2 +
6 43.8 + 37.6 + 28.3 +
8 87.9 + 75.4 + 56.8 +
10 155.8 + 133.7 + 100.6 +
12 228.9 + 196.4 + 147.8 +
14 627.0 + 252.3 + 189.8 +
15 – + – + – +
16 385.3 + 330.7 + 248.8 +
18 489.0 + 419.7 + 315.7 +
20 605.0 + 519.2 + 390.6 +
22 – + – + – +
24 873.9 + 750.1 + 564.3 +
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6D Long Radius Elbows – 90˚ Elbow, 60˚ Elbow, or 45˚ Elbow

+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

6D Long Radius Elbows – 30˚ Elbow, 22¹⁄₂˚ Elbow, or 11¹⁄₄˚ Elbow

+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
Grooved IPSPipe Fittings

6D Long
Radius Steel 
Elbows
Long Radius Elbows – 3D

Request publication 07.02.

90˚ Elbow

No. 10-6D

60˚ Elbow 45˚ Elbow

No. 14-6D No. 11-6D

C�
to�
E

R=
1¹⁄₂ D�
3D�
5D�
6D

Nom.
Size

(inches)

90˚ Elbow
No. 10-6D

60˚ Elbow
No. 14-6D

45˚ Elbow
No. 11-6D

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

2 8.2 + 6.3 + 5.3 +
2¹⁄₂ 15.2 + 11.4 + 9.5 +
3 22.9 + 17.0 + 14.0 +

3¹⁄₂ 31.1 + 22.8 + 18.6 +
4 41.1 + 29.8 + 24.1 +

4¹⁄₂ 53.7 + 39.0 + 31.6 +
5 69.6 + 50.5 + 40.9 +
6 108.4 + 78.6 + 63.7 +
8 217.5 + 157.7 + 127.8 +
10 385.4 + 279.4 + 226.4 +
12 566.2 + 410.5 + 332.7 +
14 727.4 + 527.4 + 427.3 +
15 – + – + – +
16 953.3 + 691.1 + 560.1 +
18 1209.7 + 877.1 + 710.1 +
20 1496.6 + 1085.1 + 879.3 +
22 – + – + – +
24 2162.0 + 1567.5 + 1270.3 +

30˚ Elbow

No. 15-6D

22¹⁄₂˚ 
Elbow

11¹⁄₄˚ 
Elbow

No. 12-6D No. 13-6D

Nom.
Size

(inches)

30˚ Elbow
No. 15-6D

22¹⁄₂˚ Elbow
No. 12-6D

11¹⁄₄˚ Elbow
No. 13-6D

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

Aprx.
Wgt. Ea.

(lbs)
Price
Each

2 4.3 + 3.9 + 3.2 +
2¹⁄₂ 7.7 + 6.7 + 5.3 +
3 11.0 + 9.5 + 7.3 +

3¹⁄₂ 14.4 + 12.3 + 9.2 +
4 18.5 + 15.7 + 11.4 +

4¹⁄₂ 24.2 + 20.5 + 14.9 +
5 31.3 + 26.5 + 19.4 +
6 48.8 + 41.3 + 30.1 +
8 97.9 + 82.9 + 60.5 +
10 173.4 + 146.9 + 107.2 +
12 254.8 + 215.9 + 157.5 +
14 327.3 + 277.3 + 202.3 +
15 – + – + – +
16 429.0 + 363.5 + 265.2 +
18 544.4 + 461.3 + 336.5 +
20 673.5 + 570.7 + 416.3 +
22 – + – + – +
24 973.0 + 824.4 + 601.4 +
47
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EXTRA HEAVY “ES” ENDSEAL® FITTINGS

Elbows and Tees – 90˚ Elbow, 45˚ Elbow, or Tee

For sizes to 12", contact Victaulic.
Steel Full Flow Elbows available with longer center to end dimensions. Contact Victaulic for details.
† Cast ductile iron. All others listed are segmentally welded steel.

Header Tee

*Specify choice on order.

Elbows and Tees
Request publication 07.03.
Extra Heavy “ES” Fittings

No. 62

No. 63

No. 64

Pipe
(inches) Price Each

Nominal
Size

Actual
Size

90˚ Elbow
No. 62

45˚ Elbow
No. 63

Tee
No. 64

2 2.375 † $91.30 $119.55 $152.35
2¹⁄₂ 2.875 126.75 113.75 192.75
3 3.500 † 91.30 119.55 207.10
4 4.500 † 128.30 158.70 236.65
6 6.625 472.40 276.45 499.70

Header Tee

No. 22 ES

C to E

C�
to�
E

Header Tee
No. 22 ES

PIPE
(inches) Center to End*

(inches) Price EachNominal Size Actual Size

2 2.375 6.50 $169.35
2 2.375 5.00 162.15
PL-2001
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Style 920 – Female Threaded Branch

+ Quoted on application. 
Vic-Hole Cutting Tool available, designed specifically for cutting holes to receive Mechanical-T outlet. Refer to Pipe Preparation 
Tool Price List (PL01-3).
§ Requires ¹⁄₂ ✕  3¹⁄₄" bolts when used in cross configuration.
*Some size Mechanical-T outlets are available with British Standard Pipe Threads (BSPT) female threaded outlets. 
Contact Victaulic for details.
≠ Supplied with British Standard Pipe Threads (BSPT) only, unless ordered otherwise.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Mechanical-T® 
Outlet
Styles 920/920N Mechanical-T ® Outlet

Styles 920 and 920N
Request publication 11.02.

Style 920 Female

Size
(inches)

Style
No.

Complete Mechanical-T
Female Threaded Branch* Spare Parts

Aprx.
Wgt. Ea.

(lbs)

Price Each Bolts & Nuts
Size

(inches)

Standard
Grade “E”

or “T”
GasketsRun ✕ Brch. Painted Galv.

2 ✕ ¹⁄₂ 920N 3.1 $20.70 $24.85 ¹⁄₂ ✕ 2³⁄₄ $2.95
✕ ³⁄₄ 920N 3.1 20.70 24.85 ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1 920N 3.0 20.70 24.85 ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1¹⁄₄ 920N 3.5 23.90 28.35 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 1¹⁄₂ 920N 3.6 23.90 28.35 ¹⁄₂ ✕ 2³⁄₄ 3.70

2¹⁄₂ ✕ ¹⁄₂ 920N 3.0 20.70 24.85 ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ ³⁄₄ 920N 3.0 20.70 24.85 ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1 920N 2.9 20.70 24.85 ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1¹⁄₄ 920N 3.5 29.20 34.30 ¹⁄₂ ✕ 3¹⁄₄ 3.70
✕ 1¹⁄₂ 920N 3.6 29.20 34.30 ¹⁄₂ ✕ 3 3.70

3 ✕ ¹⁄₂ 920N 3.4 23.80 27.70 ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ ³⁄₄ 920N 3.4 23.80 27.70 ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1 920N 3.3 23.80 27.70 ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1¹⁄₄ § 920N 3.8 30.65 36.65 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 1¹⁄₂ § 920N 4.1 30.65 36.65 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 2 § 920N 4.9 35.35 42.05 ¹⁄₂ ✕ 3¹⁄₂⁄₄ 3.75

4 ✕ ¹⁄₂ 920N 3.7 30.35 34.55 ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ ³⁄₄ 920N 3.7 30.35 34.55 ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1 920N 3.6 30.35 34.55 ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1¹⁄₄ 920N 4.0 35.70 40.10 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 1¹⁄₂ 920N 4.2 37.20 44.75 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 2 920N 5.0 37.20 45.00 ¹⁄₂ ✕ 2³⁄₄ 3.75
✕ 2¹⁄₂ 920 5.8 38.70 48.30 ¹⁄₂ ✕ 2³⁄₄ 4.35
✕ 3 920 8.4 41.55 51.00 ¹⁄₂ ✕ 3¹⁄₂⁄₄ 4.70

5 ✕ 1¹⁄₂ 920 7.7 45.65 55.35 ⁵⁄₈ ✕ 4³⁄₄ 3.70
✕ 2 920 8.2 45.65 55.40 ⁵⁄₈ ✕ 4³⁄₄ 3.75
✕ 2¹⁄₂ 920 8.3 48.25 58.65 ⁵⁄₈ ✕ 4³⁄₄ 4.35
✕ 3 920 8.4 51.50 63.25 ⁵⁄₈ ✕ 4³⁄₄ 4.70

6 ✕ 1¹⁄₄ 920N – – – ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 1¹⁄₂ 920N 5.1 46.75 57.45 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 2 920N 5.6 46.75 57.45 ¹⁄₂ ✕ 2³⁄₄ 3.75
✕ 2¹⁄₂ 920 7.6 50.55 62.10 ⁵⁄₈ ✕ 4³⁄₄ 4.35
✕ 3 920 8.4 53.75 66.05 ⁵⁄₈ ✕ 4³⁄₄ 4.70
✕ 4 920 10.1 59.50 74.00 ⁵⁄₈ ✕ 4³⁄₄ 6.80

8 ✕ 2 920 11.6 82.65 99.40 ³⁄₄ ✕ 4¹⁄₄ 4.35
✕ 2¹⁄₂ 920 11.6 82.65 99.40 ³⁄₄ ✕ 4¹⁄₄ 4.35
✕ 3 920 12.6 87.25 105.45 ³⁄₄ ✕ 4¹⁄₄ 4.70
✕ 4 920 15.3 89.95 110.80 ³⁄₄ ✕ 4¹⁄₄ 6.80
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Style 920 – Grooved Branch

+ Quoted on application. 
Vic-Hole Cutting Tool available, designed specifically for cutting holes to receive Mechanical-T outlet. Refer to Pipe Preparation 
Tool Price List (PL01-3).
§ Requires ¹⁄₂ ✕  3¹⁄₄" bolts when used in cross configuration.
*Some size Mechanical-T outlets are available with British Standard Pipe Threads (BSPT) female threaded outlets. 
Contact Victaulic for details.
≠ Supplied with British Standard Pipe Threads (BSPT) only, unless ordered otherwise.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 920 Grooved

Size
Inches

Style
No.

Complete Mechanical-T
Grooved Branch* Spare Parts

Aprx.
Wgt. Ea.

(lbs)

Price Each
Bolts & Nuts

Size
(inches)

Standard
Grade “E”

or “T”
GasketsRun ✕ Brch. Painted Galv.

2 ✕ ¹⁄₂ 920N – – – ¹⁄₂ ✕ 2³⁄₄ $2.95
✕ ³⁄₄ 920N – – – ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1 920N – – – ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1¹⁄₄ 920N 3.5 $23.90 $28.35 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 1¹⁄₂ 920N 3.2 23.90 28.35 ¹⁄₂ ✕ 2³⁄₄ 3.70

2¹⁄₂ ✕ ¹⁄₂ 920N – – – ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ ³⁄₄ 920N – – – ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1 920N – – – ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1¹⁄₄ 920N 3.2 29.20 34.30 ¹⁄₂ ✕ 3¹⁄₄ 3.70
✕ 1¹⁄₂ 920N 3.3 29.20 34.30 ¹⁄₂ ✕ 3 3.70

3 ✕ ¹⁄₂ 920N – – – ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ ³⁄₄ 920N – – – ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1 920N – – – ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1¹⁄₄ § 920N 3.7 30.65 36.65 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 1¹⁄₂ § 920N 3.8 30.65 36.65 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 2 § 920N 4.6 35.35 42.05 ¹⁄₂ ✕ 3¹⁄₄ 3.75

4 ✕ ¹⁄₂ 920N – – – ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ ³⁄₄ 920N – – – ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1 920N – – – ¹⁄₂ ✕ 2³⁄₄ 2.95
✕ 1¹⁄₄ 920N 3.6 35.70 40.10 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 1¹⁄₂ 920N 3.9 37.20 44.75 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 2 920N 4.6 37.20 45.00 ¹⁄₂ ✕ 2³⁄₄ 3.75
✕ 2¹⁄₂ 920 5.0 38.70 48.30 ¹⁄₂ ✕ 2³⁄₄ 4.35
✕ 3 920 6.4 41.55 51.00 ¹⁄₂ ✕ 3¹⁄₄ 4.70

5 ✕ 1¹⁄₂ 920 7.6 45.65 55.35 ⁵⁄₈ ✕ 4³⁄₄ 3.70
✕ 2 920 8.0 45.65 55.40 ⁵⁄₈ ✕ 4³⁄₄ 3.75
✕ 2¹⁄₂ 920 7.9 48.25 58.65 ⁵⁄₈ ✕ 4³⁄₄ 4.35
✕ 3 920 8.8 51.50 63.25 ⁵⁄₈ ✕ 4³⁄₄ 4.70

6 ✕ 1¹⁄₄ 920N 4.8 46.75 57.45 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 1¹⁄₂ 920N 5.1 46.75 57.45 ¹⁄₂ ✕ 2³⁄₄ 3.70
✕ 2 920N 5.6 46.75 57.45 ¹⁄₂ ✕ 2³⁄₄ 3.75
✕ 2¹⁄₂ 920 8.3 50.55 62.10 ⁵⁄₈ ✕ 4³⁄₄ 4.35
✕ 3 920 9.9 53.75 66.05 ⁵⁄₈ ✕ 4³⁄₄ 4.70
✕ 4 920 10.1 59.50 74.00 ⁵⁄₈ ✕ 4³⁄₄ 6.80

8 ✕ 2 920 – – – ³⁄₄ ✕ 4¹⁄₄ 4.35
✕ 2¹⁄₂ 920 11.6 82.65 99.40 ³⁄₄ ✕ 4¹⁄₄ 4.35
✕ 3 920 11.6 87.25 105.45 ³⁄₄ ✕ 4¹⁄₄ 4.70
✕ 4 920 12.5 89.95 110.80 ³⁄₄ ✕ 4¹⁄₄ 6.80
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The following combinations of Mechanical-T Crosses can be achieved with the use of two 
Mechanical-T Upper Housings of the same run size and the same or different outlet size. 
Most sizes of Mechanical-T outlets are available with either grooved or female threaded outlets. 
Your choice must be specified on each order.

Mechanical-T 
Cross
Style 920 Mechanical-T Cross

Style 920/920N†
Request publication 11.03. Style 920/920N – Mechanical-T Cross

Nominal Size (inches)

Style

COMPLETE
MECHANICAL-T CROSS
with “E” or “T” GasketRun Branch

A B Painted Galv.

2 ✕ 2 ✕ ¹⁄₂ ✕ ¹⁄₂ 920N $33.00 $40.60
✕ ¹⁄₂ ✕ ³⁄₄ 920N 33.00 40.60
✕ ¹⁄₂ ✕ 1 920N 33.00 40.60
✕ ¹⁄₂ ✕ 1¹⁄₄ 920N 38.00 46.75
✕ ¹⁄₂ ✕ 1¹⁄₂ 920N 38.00 46.75
✕ ³⁄₄ ✕ ³⁄₄ 920N 33.00 40.60
✕ ³⁄₄ ✕ 1 920N 33.00 40.60
✕ ³⁄₄ ✕ 1¹⁄₄ 920N 38.00 46.75
✕ ³⁄₄ ✕ 1¹⁄₂ 920N 38.00 46.75
✕ 1 ✕ 1 920N 33.00 40.60
✕ 1 ✕ 1¹⁄₄ 920N 38.00 46.75
✕ 1 ✕ 1¹⁄₂ 920N 38.00 46.75
✕ 1¹⁄₄ ✕ 1¹⁄₄ 920N 38.00 46.75
✕ 1¹⁄₂ ✕ 1¹⁄₄ 920N 38.00 46.75
✕ 1¹⁄₂ ✕ 1¹⁄₂ 920N 38.00 46.75

2¹⁄₂ ✕ 2¹⁄₂ ✕ ¹⁄₂ ✕ ¹⁄₂ 920N 33.00 40.60
✕ ¹⁄₂ ✕ ³⁄₄ 920N 33.00 40.60
✕ ¹⁄₂ ✕ 1 920N 33.00 40.60
✕ ¹⁄₂ ✕ 1¹⁄₄ 920N 45.90 56.45
✕ ¹⁄₂ ✕ 1¹⁄₂ 920N 45.90 56.45
✕ ³⁄₄ ✕ ³⁄₄ 920N 33.00 40.60
✕ ³⁄₄ ✕ 1 920N 33.00 40.60
✕ ³⁄₄ ✕ 1¹⁄₄ 920N 45.90 56.45
✕ ³⁄₄ ✕ 1¹⁄₂ 920N 45.90 56.45
✕ 1 ✕ 1 920N 33.00 40.60
✕ 1 ✕ 1¹⁄₄ 920N 45.90 56.45
✕ 1 ✕ 1¹⁄₂ 920N 45.90 56.45
✕ 1¹⁄₄ ✕ 1¹⁄₄ 920N 45.90 56.45
✕ 1¹⁄₂ ✕ 1¹⁄₄ 920N 45.90 56.45
✕ 1¹⁄₂ ✕ 1¹⁄₂ 920N 45.90 56.45

3 ✕ 3 ✕ ¹⁄₂ ✕ ¹⁄₂ 920N 37.30 45.85
✕ ¹⁄₂ ✕ ³⁄₄ 920N 37.30 45.85
✕ ¹⁄₂ ✕ 1 920N 37.30 45.85
✕ ¹⁄₂ ✕ 1¹⁄₄ 920N 45.90 54.90
✕ ¹⁄₂ ✕ 1¹⁄₂ 920N 45.90 54.90
✕ ¹⁄₂ ✕ 2 920N 53.05 63.10
✕ ³⁄₄ ✕ ³⁄₄ 920N 37.30 45.85
✕ ³⁄₄ ✕ 1 920N 37.30 45.85
✕ ³⁄₄ ✕ 1¹⁄₄ 920N 45.90 54.90
✕ ³⁄₄ ✕ 1¹⁄₂ 920N 45.90 54.90
✕ ³⁄₄ ✕ 2 920N 53.05 63.10
✕ 1 ✕ 1 920N 37.30 45.85
✕ 1 ✕ 1¹⁄₄ 920N 45.90 54.90
✕ 1 ✕ 1¹⁄₂ 920N 45.90 54.90
✕ 1 ✕ 2 920N 53.05 63.10
✕ 1¹⁄₄ ✕ 1¹⁄₄ 920N 45.90 54.90
✕ 1¹⁄₂ ✕ 1¹⁄₄ 920N 45.90 54.90
✕ 1¹⁄₂ ✕ 1¹⁄₂ 920N 45.90 54.90
✕ 2 ✕ 1¹⁄₄ 920N 53.05 63.10
✕ 2 ✕ 1¹⁄₂ 920N 53.05 63.10
✕ 2 ✕ 2 920N 53.05 63.10

† Style 920 and Style 920N housings cannot be mated to achieve cross connections. 
Refer to publication 21.03, or contact Victaulic for details.
* Available grooved only.
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4 ✕ 4 ✕ ¹⁄₂ ✕ ¹⁄₂ 920N $46.10 $56.75
✕ ¹⁄₂ ✕ ³⁄₄ 920N 46.10 56.75
✕ ¹⁄₂ ✕ 1 920N 46.10 56.75
✕ ¹⁄₂ ✕ 1¹⁄₄ 920N 53.45 65.75
✕ ¹⁄₂ ✕ 1¹⁄₂ 920N 53.45 68.65
✕ ¹⁄₂ ✕ 2 920N 53.45 73.90
✕ ³⁄₄ ✕ ³⁄₄ 920N 46.10 56.75
✕ ³⁄₄ ✕ 1 920N 46.10 56.75
✕ ³⁄₄ ✕ 1¹⁄₄ 920N 53.45 65.75
✕ ³⁄₄ ✕ 1¹⁄₂ 920N 55.80 68.65
✕ ³⁄₄ ✕ 2 920N 59.70 73.90
✕ 1 ✕ 1 920N 46.10 56.75
✕ 1 ✕ 1¹⁄₄ 920N 53.45 65.75
✕ 1 ✕ 1¹⁄₂ 920N 55.80 68.65
✕ 1 ✕ 2 920N 59.70 73.90
✕ 1¹⁄₄ ✕ 1¹⁄₄ 920N 53.45 65.75
✕ 1¹⁄₂ ✕ 1¹⁄₄ 920N 55.80 67.05
✕ 1¹⁄₂ ✕ 1¹⁄₂ 920N 55.80 67.05
✕ 2 ✕ 1¹⁄₄ 920N 55.80 67.05
✕ 2 ✕ 1¹⁄₂ 920N 59.65 67.45
✕ 2 ✕ 2 920N 59.65 67.45
✕ 2¹⁄₂ ✕ 2¹⁄₂ 920 57.90 72.35
✕ 3 ✕ 2¹⁄₂ 920 62.40 76.70
✕ 3 ✕ 3 920 62.40 76.70

5 ✕ 5 ✕ 1¹⁄₂ ✕ 1¹⁄₂ 920 68.40 83.05
✕ 2 ✕ 1¹⁄₂ 920 68.40 83.05
✕ 2 ✕ 2 920 68.40 83.05
✕ 2¹⁄₂ ✕ 1¹⁄₂ 920 72.30 88.00
✕ 2¹⁄₂ ✕ 2 920 72.30 88.00
✕ 2¹⁄₂ ✕ 2¹⁄₂ 920 72.30 88.00
✕ 3 ✕ 1¹⁄₂ 920 77.25 94.80
✕ 3 ✕ 2 920 77.25 94.80
✕ 3 ✕ 2¹⁄₂ 920 77.25 94.80
✕ 3 ✕ 3 920 77.25 94.80

6 ✕ 6 ✕ 1¹⁄₄* ✕ 1¹⁄₄* 920N 70.05 86.10
✕ 1¹⁄₂ ✕ 1¹⁄₄* 920N 70.05 86.10
✕ 1¹⁄₂ ✕ 1¹⁄₂ 920N 70.05 86.10
✕ 2 ✕ 1¹⁄₂ 920N 70.05 86.10
✕ 2 ✕ 2 920N 70.05 86.10
✕ 2¹⁄₂ ✕ 2¹⁄₂ 920 75.75 93.10
✕ 3 ✕ 2¹⁄₂ 920 80.65 99.00
✕ 3 ✕ 3 920 80.65 99.00
✕ 4 ✕ 2¹⁄₂ 920 89.15 111.00
✕ 4 ✕ 3 920 89.15 111.00
✕ 4 ✕ 4 920 89.15 111.00

8 ✕ 8 ✕ 2 ✕ 2 920 123.95 149.10
✕ 2¹⁄₂ ✕ 2 920 123.95 149.10
✕ 2¹⁄₂ ✕ 2¹⁄₂ 920 123.95 149.10
✕ 3 ✕ 2¹⁄₂ 920 130.70 158.20
✕ 3 ✕ 3 920 130.70 158.20
✕ 4 ✕ 2¹⁄₂ 920 134.90 166.20
✕ 4 ✕ 3 920 134.90 166.20
✕ 4 ✕ 4 920 134.90 166.20

Style 920/920N – Mechanical-T Cross
Nominal Size (inches)

Style

COMPLETE
MECHANICAL-T CROSS
with “E” or “T” GasketRun Branch

A B Painted Galv.

† Style 920 and Style 920N housings cannot be mated to achieve cross connections. 
Refer to publication 21.03, or contact Victaulic for details.
* Available grooved only.
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Vic-Let™ Strapless Outlet – With Grade “E” or “T” Gasket

Vic-Let is sold in box quantities of 20.

Vic-O-Well Thermometer Outlet – With Grade “E” or “T” Gasket

Vic-O-Well is sold in box quantities of 8.
*Vic-O-Well is internally threaded to 1¹⁄₄ - 18 NEF 2B.

Vic-Let™
Strapless Outlet
Style 923 Vic-Let One Nut Outlet

Style 923
Request publication 11.05.

4 - 8"

10" - up

Nominal Size
(inches)

VIC-LET COMPLETE
With Grade “E” or “T” Gasket

Aprx. Wgt.
Per Box

(lbs)
Price

Per Unit
Price

Per Box

4 - 8 ✕  ¹⁄₂ NPT IPS 38 $42.90 $858.00
4 - 8 ✕  ³⁄₄ NPT IPS 32 46.20 924.00
10 and larger ✕  ¹⁄₂ NPT IPS 38 42.90 858.00
10 and larger ✕  ³⁄₄ NPT IPS 32 46.20 924.00

Vic-O-Well™
Thermometer
Outlet
Style 924 Vic-O-Well One Nut Thermometer Well

Style 924
Request publication 11.06.

4 - 8"

10" - up

Nominal Size
(inches)

VIC-O-WELL COMPLETE
With Grade “E” or “T” Gasket

Aprx. Wgt.
Per Box

(lbs)
Price

Per Unit
Price

Per Box

4 - 8 For 6 Stem* 19 $65.65 $525.20
10 Flat for 6 Stem* 19 65.65 525.20
PL-2001
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GROOVED IPS VALVES

Valve with PPS* Coated Body Bronze Bearing/Trunnion – Grade “E” or Grade “T” Disc

‡ 2" nut, in lieu of handwheel, available at no additional charge. Specify clearly on order.
† Handwheel available. 2 - 5" $11.90; 6 - 12" $25.20.
* Polyphenylene sulfide blend

Valve with PPS* Coated Body 316 Stainless Steel Bearing/Trunnion – Grade “O” Disc

‡ 2" nut, in lieu of handwheel, available at no additional charge. Specify clearly on order.
† Handwheel available. 2 - 5" $11.90; 6 - 12" $25.20.
+ Quoted on application.
* Polyphenylene sulfide blend
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Vic-300® Butterfly Valves
Request publication 08.02.
Vic-300® Butterfly Valves

Lever Lock
and Memory

Gear OperatorTwo Position

Valve with PPS* 
Coated Body 
Bronze Bearing/
Trunnion
EPDM (Grade “E”) 
Disc
Nitrile (Grade “T”) 
Disc

Nominal
Size

Bare
Valve

(3522-00)

Two Position
Operator
(3520-15)

Lever
Operator

with Memory 
Stop

(3522-11)

Tamper-proof 
Handle

(3522-LD)

Gear
Operator ‡ †

(3522-20)

Gear Op. w/
Chainwheel

(3522-22)

020 $151.80 $174.05 $201.30 $212.00 $368.35 $517.35
024 198.50 220.75 248.00 261.85 414.85 563.85

76,1 mm 198.50 220.75 248.00 261.85 414.85 563.85
030 209.30 249.65 258.70 272.60 425.75 574.75
040 259.95 N/A 309.45 339.40 476.45 625.50
050 502.40 N/A 551.90 581.85 718.85 867.90
060 546.95 N/A 596.45 630.85 763.10 912.10

165,1 mm 546.95 N/A 596.45 630.85 763.10 912.10
080 701.55 N/A 751.05 785.45 918.05 1067.05
100 1071.45 N/A 1133.30 N/A 1315.30 1454.30
120 1214.95 N/A 1276.75 N/A 1458.75 1607.75

Valve with PPS* 
Coated Body
316 Stainless
Steel Bearing/
Trunnion
Fluoroelastomer 
(Grade “O”) Disc

Nominal
Size

Bare
Valve

(3532-00)

Two Position
Operator
(3530-15)

Lever
Operator

with Memory 
Stop

(3532-11)

Tamper-proof 
Handle

(3532-LD)

Gear
Operator ‡
(3532-20)

Gear Op. w/
Chainwheel

(3532-22)

020 $222.40 $235.15 $284.45 $295.20 $451.55 $600.55
024 304.60 326.95 354.05 367.90 521.15 670.15

76,1 mm + + + + + +
030 328.10 368.45 377.60 391.50 545.50 694.45
040 386.20 N/A 435.70 465.65 602.60 751.60
050 652.05 N/A 701.55 731.55 868.65 1017.65
060 711.50 N/A 760.90 795.30 927.95 1076.95

165,1 mm + N/A + + + +
080 1024.45 N/A 1073.85 1108.25 1240.90 1389.90
100 1632.90 N/A 1694.75 N/A 1849.50 1998.50
120 1848.70 N/A 1911.55 N/A 2065.85 2214.85
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Valve with Epoxy Coated Body Bronze Bearing/Trunnion – Grade “E” or Grade “T” Disc

‡ 2" nut, in lieu of handwheel, available at no additional charge. Specify clearly on order.
+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Valve with Epoxy Coated Body 316 Stainless Steel Bearing/Trunnion – Grade “O” Disc

‡ 2" nut, in lieu of handwheel, available at no additional charge. Specify clearly on order.

Valve Options
******PRICES NOT IN EXCEL FILE.NEEDS MANUAL ADJUSTMENT.

+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Valve with Epoxy 
Coated Body 
Bronze Bearing/
Trunnion
EPDM (Grade “E”) 
Disc
Nitrile (Grade “T”) 
Disc

Nominal
Size

Bare
Valve

(3312-00)

Two Position
Operator
(3310-15)

Lever
Operator

with Memory 
Stop

(3312-11)

Tamper-proof 
Handle

(3312-LD)

Gear
Operator ‡
(3312-20)

Gear Op. w/
Chainwheel

(3312-22)

020 $159.40 $182.85 $211.35 $222.10 $386.80 $535.80
024 208.40 231.80 260.35 274.20 439.10 588.10

76,1 mm 208.40 231.80 260.35 274.20 439.10 588.10
030 219.80 244.50 271.45 285.35 447.00 596.00
040 272.25 N/A 321.80 351.80 488.85 637.85
050 520.95 N/A 570.45 600.40 737.50 886.55
060 565.45 N/A 615.00 649.40 782.10 931.10

165,1 mm + N/A + + + +
080 726.30 N/A 775.80 810.20 942.80 1091.80
100 1164.10 N/A 1226.00 N/A 1380.55 1529.55
120 1456.00 N/A 1517.75 N/A 1869.10 2018.10

Valve with Epoxy 
Coated Body
316 Stainless
Steel Bearing/
Trunnion
Fluoroelastomer 
(Grade “O”) Disc

Nominal
Size

Bare
Valve

(3332-00)

Two Position
Operator
(3330-15)

Lever
Operator

with Memory 
Stop

(3310-11)

Tamper-proof 
Handle.

(3310-LD)

Gear
Operator ‡
(3332-20)

Gear Op. w/
Chainwheel

(3310-22)

020 $233.65 $246.80 $298.70 $309.45 $474.10 $623.15
024 319.90 343.30 371.70 385.60 547.20 696.25

76,1 mm 319.90 343.30 371.70 385.60 547.20 696.25
030 344.50 386.85 396.45 410.35 572.75 721.75
040 410.85 N/A 448.00 478.00 615.00 764.00
050 670.65 N/A 720.15 750.15 887.10 1036.10
060 730.05 N/A 779.50 813.90 946.55 1095.50

165,1 mm 730.05 N/A 779.50 813.90 946.55 1095.50
080 1049.20 N/A 1098.65 1133.10 1265.60 1414.60
100 1725.55 N/A 1787.35 N/A 1942.05 2091.05
120 2090.55 N/A 2152.35 N/A 2307.00 2456.00

Valve Options
When ordering these 
options add the price 
of the option to the 
cost of the valve.

When ordered separately 
from the valve, these items 
are provided as a kit. See 
page 58 for pricing.

Nominal
Size

316 Stainless 
Steel

Bearing
and Trunnion

Bracket
Insulation

(3_ _ 3 - _ _)
Plated

Bracket
Chainwheel
(3_ _ _ -22)

Memory
Stop

(11_ _-21)

020 $46.55 $24.20 $39.60 $149.05 $34.60
024 47.20 24.20 39.60 149.05 34.60

76,1 mm + + + + +
030 47.20 24.20 39.60 $149.05 34.60
040 47.20 25.15 39.60 $149.05 34.60
050 47.20 25.15 39.60 $149.05 34.60
060 47.20 27.65 39.60 $149.05 43.30

165,1 mm + + + + +
080 86.85 31.15 39.60 $149.05 50.80
100 195.65 31.15 39.60 $149.05 50.80
120 196.95 31.15 39.60 $149.05 50.80
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Vic-300 Butterfly Valve Kits
******PRICES NOT IN EXCEL FILE.NEEDS MANUAL ADJUSTMENT.

† The kit consists of a completely assembled bracket, locking handle and stem adapter plus an installation instruction sheet.
# Kit includes assembly bracket, gear operator, handwheel stem adapter, drive bushings and all necessary hardware.
*Telescopic handle conversion kit.

*Galvanized and other sizes quoted on application.

Vic-300 Weights

Grooved IPSPipe Valves

Vic-300
Butterfly Valve 
Kits Nominal

Size

Locking
Conversion
Handle Kit †

Chainwheel
Assembly

Kit
Memory
Stop Kit

Bracket
Insulation

Kit

Gear 
Operator

Conversion
Kit #

020 $60.25 $171.40 $43.50 $27.80 $348.80
024 63.45 171.40 43.50 27.80 371.55
030 63.45 171.40 43.50 27.80 371.55

76,1 mm N/A 171.40 43.50 – 371.55
040 79.45 171.40 43.50 28.95 375.35
050 79.45 171.40 43.50 28.95 375.35
060 83.95 171.40 54.10 35.85 387.70

165,1 mm N/A 171.40 54.10 – 387.70
080 83.95 171.40 63.50 35.85 387.70
100* 342.85 171.40 84.60 44.35 488.50
120 342.85 171.40 84.60 44.35 488.50

Handwheels for 
Gear Operators
Fits Vic-300, Series 
700, 709, 721 and 608 
Gear Operators

Series 700, 709 and 721 Vic-300® and Series 608
Handwheel
Diameter
(inches)

Valve
Size

(inches)
Price
Each

Handwheel
Diameter
(inches)

Valve
Size

(inches)
Price
Each

4 1¹⁄₂ - 5 $11.90 4 1¹⁄₂ - 5 $11.90
8 6 - 12 25.20 4¹⁄₂ 6 - 165,1 mm 25.20
13 14 - 16 81.05 8 8 - 12 81.05

Vic-300 Weights 
(lbs)

Nominal
Size

Bare 
Valve

Operator

Valve with
Two Position

Operator
Lever

Operator
Gear 

Operator

020 3.7 2.2 1.5 6.3
024 4.1 2.9 1.5 7.0
030 4.8 3.6 1.5 7.7
040 10.5 N/A 4.5 4.5
050 14.0 N/A 4.5 4.5
060 19.0 N/A 4.5 4.5
080 41.0 N/A 4.5 4.5
100 59.0 N/A 12.0 7.0
120 85.0 N/A N/A 7.0

Butterfly Valve Numbering System for Vic-300/Vic-300S

V - 040 - 3 5 2 2 11

Type Size
Pressure
Rating Body Disc/Trim Bracket Operator

V 020
024
076
030
040
050
139
060
165
080
100
120

2”
2¹⁄₂”
76,1 mm
3"
4"
5"
139,7 mm
6"
165,1 mm
8"
10"
12"

3 - 300 psi 3 - Epoxy coated iron
5 - PPS coated iron
7 - 316 Stainless Steel

9 - Special* 

1 - Nitrile/Bronze
2 - EPDM/Bronze
3 - Fluoroelastomer/

Stainless Steel
4 - Nitrile/Stainless Steel
5 - EPDM/Stainless Steel

9 - Special*

0 - No Bracket (2)
2 - Standard
3 - Standard with 

insulation

9 - Special*

00 -Bare
11 -Lever handle with memory stop
15 -2 position detent handle

(sizes 2", 2¹⁄₂" & 3" only)
20 -Gear operator
21 -Gear operator with memory stop
22 -Gear operator with chain wheel
23 -Gear operator with AWWA 

square  oper. nut
24 -Gear operator with memory stop

and chain wheel
29 -Non-std. gear operator*
VV - Pneumatic*
WW - Electric*
YY - Hydraulic*
LD - 10 position handle with tamper-

proof lever handle

NOTES: (2) Used with 2 position detent handle only * Details required
PL-2001
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GROOVED END BUTTERFLY VALVES

Series 706 300-psi Butterfly Valves

Chain @ $2.55 per foot.
+ Quoted on application
‡ 2" nut, in lieu of handwheel, available at no additional charge. Specify clearly on order.
Gear Operators available with both memory stop and chain wheel – add both adders (3 _ _ _- 24).
NOTE: When ordered separately, chain wheels and memory stops are non-cancellable and non-returnable.

Series 709 175-psi Butterfly Valves

Chain @ $2.55 per foot.
+ Quoted on application
† Must be ordered at time of purchase. This option is not desgined for field installation.
‡ 2" nut, in lieu of handwheel, available at no additional charge. Specify clearly on order.
Gear Operators available with both memory stop and chain wheel – add both adders (3 ___- 24).
# Must be specified on order.
NOTE: When ordered separately, chain wheels and memory stops are non-cancellable and non-returnable.

Series 706
300-psi
Butterfly Valves
Request publication 08.17.
Series 706 (14 - 24")300 psi Butterfly Valve

Series 706
300 psi

Nominal
Size

Series 706
With Gear
Operator ‡

with “E” or “T”
(1132-20)

Series 706
With Gear
Operator ‡
with “O”
(112-20)

Aprx. 
Weight
Each
(lbs)

Series 706
Bare 

Valve ‡
with “E” or “T”

(1182-00)

Series 706
Bare 

Valve ‡
with “O”
(1132-00)

Aprx.
Weight
Each
(lbs)

140 $3863.20 $4544.45 152.0 $3663.45 $4417.85 125.0
160 5585.75 6999.95 187.0 4921.80 6113.75 153.0
180 6871.75 7741.10 257.0 5929.55 6883.90 199.0
200 8457.50 9914.40 355.0 7473.70 9007.10 285.0
240 11326.65 13069.05 522.0 10738.25 12198.85 451.0

Nominal
Size

Gear Operator Options ‡

Memory Stop Chain Wheel

140 + $238.00
160 + 238.00
180 + 238.00
200 + 238.00
240 + 238.00

Series 709
175-psi
Butterfly Valves
Request publication 08.03.
Series 709 (14 - 24") Butterfly Valve

Series 709
175 psi

Nominal
Size

Series 709
With Gear Operator ‡

with “E” or “T”
(1182-20)

Series 709
With Gear Operator ‡

with “O”
(1182-20)

Aprx. 
Weight Each

(lbs)

140 $2727.75 $3108.35 137.0
160 3731.60 4428.45 166.0
180 4592.90 5723.85 234.0
200 6215.35 7745.10 325.0
240 7914.75 10473.65 490.0

Nominal
Size

Gear Operator Options ‡

Memory Stop † Chain Wheel

140 $34.60 $238.00
160 34.60 238.00
180 # 213.25 238.00
200 # 411.30 238.00
240 # 411.30 238.00
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Butterfly Valve Numbering System for Series 706/709

V - 180 - 1 5 8 2 20

Type Size
Pressure
Rating Body Disc/Trim Bracket Operator

V 140
160
180
200
240

1 - 175 psi (2)
3 - 300 psi (3)

5 - PPS coated iron

9 - Special*

3 - Iron disc w/Viton Seat/
Stainless Steel stems

7 - Iron disc w/Nitrile 
Seat/Stainless Steel 
stems

8 - Iron disc w/EPDM 
Seat/Stainless Steel 
stems

9 - Special*

2 - Standard

9 - Special*

00 - Bare
20 - Gear operator
21 - Gear operator with memory stop
22 - Gear operator with chain wheel
23 - Gear operator with AWWA square oper. nut
24 - Gear operator with memory stop and chain 

wheel
29 - Non-std. gear operator*
VV - Pneumatic*
WW - Electric*
YY - Hydraulic*

NOTES:
(2) Series 709
(3) Series 706
* Details required
PL-2001
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Z

Series 700

Series 700 valves furnished with rubber lined painted steel body, plated ductile housing and aluminum-bronze disc. Grade “T” 
Nitrile and Grade “E” EPDM liners are available. Chrome plated, aluminum-bronze disc available, quoted on application. Refer 
to Victaulic General Catalog for Liner/Disc selection data.
For Series 700 spare parts, contact Victaulic for details.
Series 700 are available with chain wheels. Contact Victaulic for details.
† Lever Lock includes infinite position and memory stop options at no extra charge.
‡ 2" nut, in lieu of handwheel, available at no additional charge. Specify clearly on order (2 _ _ _ - DD) – see Valve Numbering 
System below.
+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Series 700 Low Profile

Series 700
Request publication 08.05.
Series 700 Butterfly Valves

Nominal
Size

(inches)

Two Position
Detent Handle

Lever Lock with
Infinitely Variable Handle †

Valve with Manual
Gear Operator ‡

Aprx. 
Wgt. Each

(lbs) Price Each

Aprx. 
Wgt. Each

(lbs) Price Each

Aprx. 
Wgt. Each

(lbs) Price Each

WITH STANDARD TRIM
1¹⁄₂ 2.8 $174.05 3.3 $201.30 16.5 $414.80
2 3.3 174.05 3.7 201.30 15.3 368.35

2¹⁄₂ 6.4 220.75 6.2 248.00 17.8 414.85
3 6.8 249.65 7.2 258.70 18.8 425.75
4 12.1 274.85 12.4 309.45 23.9 476.45
5 26.1 524.45 26.7 551.90 39.8 718.85
6 32.5 554.85 33.6 596.45 45.3 763.10

165,1 mm 30.5 + 30.5 + 43.0 +
WITH STAINLESS STEEL TRIM

1¹⁄₂ 2.8 $220.60 3.3 $247.75 16.5 $414.80
2 3.3 220.60 3.7 247.75 15.3 414.80

2¹⁄₂ 6.4 267.90 6.2 295.15 17.8 462.00
3 6.8 296.75 7.2 305.85 18.8 472.85
4 12.1 322.05 12.4 356.60 23.9 523.60
5 26.1 571.60 26.7 599.05 39.7 776.00
6 32.5 602.00 32.2 643.55 45.3 810.25

165,1 mm 30.5 + 30.5 + 42.5 +

Series 700
Low Profile
Request publication 08.05.
Series 700S Low Profile Butterfly Valves

Nominal
Size

(inches)

Valve with Standard Two Position Handle

Nominal
Size

(inches)

Valve with Standard Two Position Handle

Aprx.
Wgt. Each

(lbs)

Standard
Trim

Price Each

Stainless
Steel Trim
Price Each

Aprx.
Wgt. Each

(lbs)

Standard
Trim

Price Each

Stainless
Steel Trim
Price Each

2 3.3 $174.05 $220.60 4 12.1 $274.85 $322.05
2¹⁄₂ 6.4 220.75 267.90 5 26.1 524.45 571.60
3 6.8 249.65 296.75 6 32.5 554.85 602.00

Butterfly Valve Numbering System Series 700

V - 020 - 2 A A A AA

Type Size
Pressure
Rating Seat/Liner Disc & Trim Body Style Operator

V 014
020
024
030
040
050
060

2 - 200 psi A - Grade “E” (EPDM) 
Rubber-lined steel

B - Grade “T” (Nitrile)
Rubber-lined steel

9 - Special* 

A - Al-Bronze
B - Stainless steel
C - Chrome plated Al-

Bronze

9 - Special*

A - Standard
B - Low profile

9 - Special*

AA -2 position handle
BB -Lever lock handle
CC -Gear Operator
DD -Gear operator with 2" Square Nut
EE -Gear operator with chain wheel
FF -Non-std. gear operator

NOTES:
* Details required.
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Series 721 – Carbon Steel Trim, Stainless Steel Trim, or Plastic Coated With Stainless Steel Trim

 

WITH CARBON STEEL TRIM

 

WITH STAINLESS STEEL TRIM

 

PLASTIC COATED WITH STAINLESS STEEL TRIM

Series 721 Valves are available with electric, pneumatic, and hydraulic actuators or chain wheels. Contact Victaulic for details.
‡ 2" nut, in lieu of handwheel, available at no additional charge. Specify clearly on order. 
+ Quoted on application.
Vic-Ball Series 721 Ball Valves are available with handle or without and with an optional Tamper Resistant Lock/seal device. 
Specify choice on order. Valves are rated up to 1000 psi (WOG), and have painted ductile iron bodies, (all stainless steel and 
internal plastic coating available), chrome-plated carbon steel ball and stem (316 stainless available) and TFE seats. Handles 
on 1¹⁄₂" - 2¹⁄₂" sizes are electrogalvanized steel; 3" - 6" ductile iron with steel pipe extension supplied for 4" - 6". Contact Victaulic 
for complete details.
Handle Only Prices: 1¹⁄₂ - 2¹⁄₂ @ $24.65; 3" @ $30.50; 4" and 6" @ $37.50.
Locking device kits: 2" - 3" @ $60.45; 4" @ $170.60; 6" @ $191.80.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable. When ordered separately, handles and 
locking device kits are non-cancellable and non-returnable.

Vic-Ball®
Grooved End
Ball Valves
NACE Compliant
Series 721 Vic-Ball® Valves

Series 721
Request publication 08.13.

Tamper Resistant Handle

Lever Handle

Gear Operator

Nominal
Size

(inches)

Valve ONLY
Without
Handle

Complete
With

Handle

With Handle &
Tamper

Resistant
Lock/Seal Option

Complete
with

Gear Operator ‡

Aprx.
Weight
Each
(lbs)

(1166-00) (1166-15) (1166-16) (1166-20)

1¹⁄₂ $98.70 $118.65 $109.80 + 5.0
2 111.75 131.65 151.25 $511.65 7.2

2¹⁄₂ 265.65 288.25 311.95 550.65 11.4
76,1 mm + + + + +

3 441.55 466.20 491.30 726.50 18.0
(8166-00) (8166-15) (8166-16) (8166-20)

4 691.20 721.65 758.55 976.25 37.2
6 2178.55 2215.90 2225.90 2490.05 75.0

165,1 mm + + + + +

(1126-00) (1126-15) (1126-16) (1126-20)

1¹⁄₂ $105.65 $125.45 $141.30 + 5.0
2 184.00 203.70 223.35 $583.70 6.5

2¹⁄₂ 493.00 515.65 539.30 778.10 10.5
76,1 mm + + + + +

3 639.00 663.70 688.80 923.95 18.0
(8126-00) (8126-15) (8126-16) (8126-20)

4 873.70 904.10 1168.65 1158.70 37.2
6 2404.70 2435.15 2482.50 2746.65 75.0

165,1 mm + + + + +

(1326-00) (1326-15) (1326-16) (1326-20)

1¹⁄₂ $280.70 $300.55 $316.40 + 5.0
2 333.90 353.50 353.50 + 6.5

2¹⁄₂ 587.90 587.90 611.60 $850.25 10.5
76,1 mm + + + + +

3 801.20 826.30 826.30 1061.60 18.0
(8326-00) (8326-15) (8326-16) (8326-20)

4 1131.80 1168.65 1168.65 1386.35 37.2
6 2901.25 2901.25 2948.65 3212.75 75.0

165,1 mm + + + + +
PL-2001
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Series 723 – Bare Valve, Complete with Manual Handle, or Complete with Locking Handle

 

WITH STAINLESS STEEL TRIM

 

WITH PLASTIC COATED BODY

For Lever Handle and Gear Operator Change Kits, contact Victaulic.

Series 722 – Ball Valves

UL Listed, FM Approved in ¹⁄₂" and larger sizes.

Three Port 
Diverter Valves
Series 723 Three Port Diverter Ball Valve

Series 723
Request publication 08.14.

Nominal
Size

(inches)

Bare Valve Complete With
Manual Handle

Complete With
Locking Handle

Wgt. Each
(lbs)

Price
Each

Wgt. Each
(lbs)

Price
Each

Wgt. Each
(lbs)

Price
Each

(6676-00) (6676-15) (6676-16)

2 7.3 $320.05 8.2 $339.90 8.4 $355.75

(6776-00) (6776-15) (6776-16)

2 7.3 $501.50 8.2 $517.25 8.4 $533.10

Ball Valve Numbering System for Series 721 and 7231 Diverter

B - 020 - 1 1 6 6 15

Type Size
Pressure
Rating Body Ball & Stem Seat Operator

B 014
020
024
030
040
060

1 -  1,000 psi
6 - 600 psi
8 - 800 psi

1 - Iron3

2 - 316 Stainless Steel
3 - Iron-Plastic Coated3

4 - 316 Stainless Steel - 
NACE

6 - Iron-Diverter Body3

7 - Iron-Diverter Body3, 
Plastic Coated

8 - 316 Stainless Steel 
Diverter Body

9 -  Special2

2 - 316 Stainless Steel
6 - Nickel Plated Carbon 

Steel
7 - 316 Stainless Steel - 

90° Diverter Ball
8 - 316 Stainless Steel - 

180° Diverter Ball

9 - Special2

6 - Reinforced TFE

9 - Special2

00 - Bare
15 - 2-position Handle
16 - 2-position Handle with tamper-

proof Locking Device
19 - Locking Device - Without Handle
20 - Gear Operator
21 - Gear Operator with Memory
22 - Gear Operator with Chain Wheel
23 - Gear Operator with AWWA 

Square Nut
29 - Non-standard Gear Operator1

VV - Pneumatic1

WW - Electric1

YY - Hydraulic1

NOTES:
(1) Series 723 available in 2" size only.
(2) Details required.
(3) All Iron Body valves are NACE compliant.
(4) 316 Stainless Steel NACE compliant available as special order. Consult Victaulic for details.

4

Ball Valves
Series 722 Threaded Brass Ball Valve

Series 722
Request publication 08.15.
(Threaded)
600 psi (WOG)

Nominal
Size

(inches)
Price
Each

Number of
Pieces
Per Box

Aprx.
Wgt.

Per Box
(lbs)

Nominal
Size

(inches)
Price
Each

Number of
Pieces
Per Box

Aprx.
Wgt.

Per Box
(lbs)

¹⁄₄ $10.45 2000 400 1¹⁄₄ $32.00 1000 1500
¹⁄₂ 14.80 4000 1600 1¹⁄₂ 39.95 600 1260
³⁄₄ 14.80 2000 1400 2 53.50 460 1100
1 19.95 1500 1500
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Series 712 – Grade “E” or “T” or Grade “O” With Ductile Iron Body

Series 712 Swinger check valve is available with “E”, “T” or Grade “O” Fluoroelastomer seat, bumper and bonnet closure 
gasket. Specify choice on order. Contact Victaulic for details.

Series 712 Disc Kit

Series 713 – Grade “E” or “T” With Ductile Iron Body

Series 377 – Balancing Plug Valve

Valve (previously identified as Series 365-B) available standard with EPDM (Grade “E”) or Nitrile (Grade “T”). Specify choice on 
order. Coated plug, welded nickel seat and lever or gear operator complete with memory stop.

Check Valve
Series 712 Swinger® Check Valve

Series 712
Request publication 08.11.

Series 712 Swinger check 
valve is available with Grade 
“E”, “T” or “O” seat, bumper 
and bonnet closure gasket. 
Specify choice on order. 
Contact Victaulic for details.
Swinger check valves are 
supplied with bonnet cap 
drilled and tapped with ¹⁄₂" 
NPT pipe plug for chemical 
injection or other auxillary 
connections.

Size
(inches)

Aprx.
Wgt. Ea.

(lbs)

Grade “E”
or “T”

Price Each

Grade “O”
Fluro-

elastomer
Price Each

Size
(inches)

Aprx.
Wgt. Ea.

(lbs)

Grade “E”
or “T”

Price Each

Grade “O”
Fluro-

elastomer
Price Each

2 11.6 $151.45 $342.15 3 23.0 $290.65 $389.65
2¹⁄₂ 18.0 249.65 367.05 4 38.0 413.50 557.70

Size
(inches)

Disc Kit

Grade “E” or “T” Grade “O”

2 $62.65 $137.15

2¹⁄₂ 99.80 151.05

3 116.30 158.25

4 165.45 223.05

High Pressure 
Check Valve
Series 713 High PressureSwinger Check Valve

Series 713
Request publication 08.11.

Size
(inches)

Aprx.
Weight Each

(lbs)
Grade “E” or “T”

Price Each

2 12.0 $415.15

Balancing Plug 
Valve
Series 377 Vic-Plug Balancing Valve

Series 377
Request publication 08.12.
(AWWA Dimensions) Use with 
Style 307 Transition coupling for 
IPS pipe.

Nominal
Size

(inches)

With
Lever

Operator

Aprx. 
Wgt. Each

(lbs)

Nominal
Size

(inches)

With
Gear

Operator

Gear
Operator

Style

Aprx. 
Wgt. Each

(lbs)

3 $404.00 47.0 3 $729.80 MX 39.0
4 444.55 54.0 4 770.35 MX 46.0
6 797.25 89.0 6 1123.05 MZ 90.0
8 – – 8 1500.20 MZ 146.0

10 – – 10 2365.75 MV 218.0
12 – – 12 3445.80 MA 308.0

14 4478.00 MA 375.0
PL-2001
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Series 716 – Vic-Check Check Valves

NOTE: For Series 716 sizes 4 -12" only – Drilling, tapping and plugs are available. Contact Victaulic for pricing and delivery.
NOTE: Valve comes standard untapped. Optional two ¹⁄₈" NPT drain holes, one hole on each side of the seat. Also, optional
2" NPT drain available.
+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Series 779 – Venturi Check Valve

* Valve complete includes Venturi Check valve, drilled, tapped and plugged with Flow Measuring Kit enclosed (field assembly 
required).
Flow Measuring Kit includes extension nipples, bronze access valves, quick disconnect for meter connection and flow chart tag 
to affix to the valve.
NOTE: Valve comes with two ¹⁄₈" NPT drain holes and plug, one hole on each side of seat.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Grooved IPSAccessories

Vic-Check®

Check Valves
Series 716 Vic-Check® Valve

Series 716
Request publication 08.08.

2¹⁄₂ - 3"

4 - 12"

Nominal Size
(inches)

Aprx. Weight 
Each
(lbs)

“E” or “T”
Price
Each

“O”
Price
Each

2¹⁄₂ 3.6 $196.85 $275.60
76,1 mm 3.6 196.85 +

3 4.5 232.65 294.35
4 16.0 245.75 372.10
5 20.0 409.25 593.45
6 28.0 485.35 672.60

165,1 mm 28.0 485.35 +
8 40.0 663.30 793.90
10 100.0 1919.50 2273.00
12 140.0 2274.95 2729.95

14 § 280.0 2935.65 +

Venturi Check 
Valve
Series 779 Venturi Check Valve

Series 779
Request publication 08.10.

Nominal
Size

(inches)

Aprx.
Weight Each

(lbs)

Valve*
Complete
Price Each

Flow Measuring
Kit ONLY

Price Each

4 16.0 $364.95 $119.25
5 20.0 528.40 119.25
6 28.0 604.50 119.25
8 40.0 782.95 119.25

10 100.0 2039.10 119.25
12 140.0 2394.15 119.25

14 § 280.0 3054.90 119.25

Valve Figure Numbering System for Series 716 and 779 Check Valves

C - 040 - 1 4 1 0 02

Type Size
Body

Material Disc Seat Rating Accessories

C 024
076
030
040
050
139
060
165
080
100
120
140

2¹⁄₂”
76,1 mm
3"
4"
5"
139,7 mm
6"
165,1 mm
8"
10"
12"
14"

1 - D.I.
3 - Coated 

D.I.*
9 - Special*

1 - All-Bronze with 
EPDM1

2 - All-Bronze with 
Nitrile1

3 - All-Bronze with Viton1

4 - D.I. with EPDM 
encapsulation

5 - D.I. with Nitrile 
encapsulation

6 - D.I. with Fluoroelas-
tomer encapsulation

9 - Special*

1 - Nickel
2 - PPS coated D.I.1

0 - None
1 - UL/FM
2 - ULC
8 - UL only1

00 - None
01 - Riser kit (S/717R)2,3

02 - Flow measuring kit (S/779)4,5

05 - ¹⁄₂" taps with plugs for drains5,6

25 - Flow measuring kit with drains

NOTES:
* Details must be provided with order.
1 - 2¹⁄₂", 76,1 mm & 3" sizes only.
2 - This code is for S/717R valves only (example: C-040-1411-01).
3 - Sizes 4 - 8" only.
4 - This code is for S/779 valves only (example: C-060-1410-02).
5 - Sizes 4 - 14" only.
6 - Includes two ¹⁄₂" taps on bottom of valve – one each upstream and downstream of disc.
7 - Size Limitations: 2", 76,1 mm & 3" sizes not available in Series 779 configurations; 10 - 12" sizes not available in Series 717R configuration; 14" size
not available in Series 717 or Series 717R configurations
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GROOVED IPS PIPE ACCESSORIES

Style 731 – Suction Diffuser

*2¹⁄₂ ✕  2" supplied with a grooved end inlet ✕  threaded outlet.
+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 730 – Tee-Type Strainer

*Vic-Strainer Style 730 standard components include ductile iron body, access cap and coupling (with Grade “E” EPDM gasket, 
plated bolts and nuts) and Type 304 stainless steel basket. Sizes 2 - 3" No. 12 mesh standard; sizes 4" and larger No. 6 mesh 
standard. For other hole sizes, contact Victaulic.
Style 730 supplied with an NPT tap and plug to accommodate a drain or blown-down valve.
+Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Suction Diffuser
Style 731 Suction Diffuser

Style 731
Request publication 09.01.

Nominal
Size

(inches)

Grvd. End
Inlet ✕  

Vic-Flange
Adapter 
Outlet

Aprx.
Wgt.
Each
(lbs)

Price
Each

Nominal
Size

(inches)

Grvd. End
Inlet ✕  

Vic-Flange
Adapter 
Outlet

Aprx.
Wgt.
Each
(lbs)

Price
Each

2¹⁄₂ ✕ 2* 2¹⁄₂ ✕ 2* 12.0 $933.45 8 ✕ 6 8 ✕ 6 150.0 $1560.95
3 ✕ 2 3 ✕ 2 14.5 990.60 8 ✕ 8 8 ✕ 8 95.0 2686.20
3 ✕ 2¹⁄₂ 3 ✕ 2¹⁄₂ 15.0 712.00 10 ✕ 6 10 ✕ 6 100.0 2789.05
3 ✕ 3 3 ✕ 3 20.0 721.45 10 ✕ 8 10 ✕ 8 115.0 3031.00
4 ✕ 2 4 ✕ 2 30.0 741.35 10 ✕ 10 10 ✕ 10 130.0 3652.40
4 ✕ 2¹⁄₂ 4 ✕ 2¹⁄₂ 30.0 782.35 12 ✕ 8 12 ✕ 8 140.0 3824.40
4 ✕ 3 4 ✕ 3 33.0 844.05 12 ✕ 10 12 ✕ 10 145.0 4323.30
4 ✕ 4 4 ✕ 4 45.0 977.45 12 ✕ 12 12 ✕ 12 375.0 6013.40
5 ✕ 4 5 ✕ 4 55.0 1089.60 14 ✕ 10 14 ✕ 10 385.0 5596.50
5 ✕ 5 5 ✕ 5 60.0 1144.90 14 ✕ 12 14 ✕ 12 380.0 6251.65
6 ✕ 3 6 ✕ 3 45.0 1150.90 14 ✕ 14 14 ✕ 14 400.0 7591.80
6 ✕ 4 6 ✕ 4 65.0 1161.75 16 ✕ 14 16 ✕ 14 425.0 7813.85
6 ✕ 5 6 ✕ 5 70.0 1389.70 18 ✕ 16 18 ✕ 16 800.0 +
6 ✕ 6 6 ✕ 6 112.0 1443.00 24 ✕ 20 24 ✕ 20 1150.0 +
8 ✕ 5 8 ✕ 5 130.0 1480.30

Tee-Type 
Strainer
Style 730 Vic-Strainer Tee Type Strainer

Style 730
Request publication 09.02.

Nominal
Size

(inches)

Aprx.
Weight Each

(lbs)

Price Each Standard
Basket Only
Price Each

Fine Mesh
Basket Only
Price EachStandard* Galvanized

1¹⁄₂ 7.0 $351.35 $363.10 + +
2 8.0 449.60 491.90 $263.35 $336.40

2¹⁄₂ 9.0 472.30 519.65 274.80 352.25
3 21.0 530.45 592.60 286.25 368.10
4 20.5 600.40 686.70 194.65 283.05
5 31.0 869.65 971.90 265.25 353.60
6 44.0 944.20 1074.55 270.75 379.60
8 75.0 1447.30 1658.15 298.90 505.50
10 136.0 2125.70 2448.35 707.60 972.75
12 197.0 2736.35 3144.40 849.00 1167.15
14 300.0 9753.20 + + +
16 350.0 12121.80 + + +
18 400.0 15943.70 + + +
20 565.0 + + + +
24 830.0 + + + +
30 1273.0 + + + +
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Style 732 – Grooved End Vic-Strainers

*Vic-Strainer Style 732 standard components include ductile iron body, access cap and coupling (with Grade “E” EPDM gasket, 
plated bolts and nuts) and Type 304 stainless steel basket. Sizes 2 - 3" have ¹⁄₁₆" basket-holes; sizes 4 - 12" have ¹⁄₈" holes stan-
dard. For other hole sizes contact Victaulic.
Style 732 supplied with an NPT tap and plug to accommodate a drain or blow-down valve.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 733 – Venturis, Orifice Plate with Steel Plate, or Orifice Plate with 304 Stainless Steel Plate

*Prices available upon request.
‡ gpm (gallons per minute) flow, system parameters, system name and related information is required when ordering.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Grooved End
Vic-Strainers®
Style 732 Vic-Strainer Wye Type Strainer

Wye Strainer
Style 732
Request publication 09.03.

Nominal
Size

(inches)

Aprx.
Weight Each

(lbs)

Price Each Standard
Basket Only
Price Each

Fine Mesh
Basket Only
Price EachStandard* Galvanized

2 10.0 $455.20 $474.90 $263.35 $336.40
2¹⁄₂ 14.0 478.15 505.70 274.80 352.25
3 20.0 537.05 576.45 286.25 368.10
4 32.0 607.90 671.00 194.65 283.05
5 50.0 880.55 979.05 265.25 353.60
6 72.0 955.95 1097.80 270.75 408.05
8 125.0 1465.45 1711.75 297.70 505.50
10 205.0 2355.80 2759.75 707.60 972.75
12 280.0 4115.35 4666.95 849.00 1167.15

Grooved End
Flow Sensors ‡
Style 733 Venturi Indicator

Venturi
Style 733
Request publication 09.08.

Venturi
Style 733

Orifice Plate
Style 734

Nominal
Size

(inches)

Venturis
Style 733

Orifice Plate
with Steel Plate 

Style 734

Orifice Plate with 304 
Stainless Steel Plate

Style 734S

Aprx.
Wgt. Each

(lbs)
Price
Each

Aprx.
Wgt. Each

(lbs)
Price
Each

Aprx.
Wgt. Each

(lbs)
Price
Each

2¹⁄₂ 2.7 $496.10 2.4 $364.95 2.4 $564.50
3 3.5 558.75 2.6 461.90 2.6 678.55
4 5.5 718.40 3.5 530.20 3.5 769.70
5 6.0 923.65 4.7 593.00 4.7 843.80
6 9.0 1088.90 5.8 650.05 5.8 917.85
8 16.0 1573.35 8.3 775.35 8.3 1066.10

10 26.0 2627.90 11.8 1003.40 11.8 1368.25
12 60.0 3756.45 19.1 1368.25 19.1 1755.80
14 72.0 * 20.6 * 20.6 *
16 105.0 * 30.0 * 30.0 *
18 * * * * * *
20 * * * * * *
24 * * * * * *
30 * * * * * *
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Threaded or Sweat End Flow Sensors ‡ – Venturi or Orifice/Indicator

‡ gpm (gallons per minute) flow, system parameters, system name and related information is required when ordering.

Style 739 – Master Meter

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 150 – Mover Expansion Joint

Victaulic Style 150 Expansion Joints are supplied fully assembled, with a Grade “E” gasket for water services up to +230˚F. For 
other gaskets and services consult Victaulic. Style 150 Expansion Joints are supplied with plain ends for installation using two 
Roust-A-Bout® Style 99, or with grooved ends for installation using Victaulic Coupling Style 77, 75, HP-70 or 07 Zero-Flex® cou-
plings.
NOTE: Style 155 Expansion Joints in sizes ³⁄₄ to 24" are available. Style 155 Expansion Joints are non-cancellable and 
non-returnable. Contact Victaulic for details.

Threaded or 
Sweat End
Flow Sensors ‡
Request publication 09.10.
Style 734 Orifice IndicatorSmall Diameter Venturi/Orifice Indicator

Style 733

Style 734

Nominal
Size

(inches)

Venturi
Brass-Threaded

Style 733

Orifice/Indicator
Brass-Female ✕  Female Threaded

Style 734 XF-F/F

Aprx. Wgt. Each
(lbs) Price Each

Aprx. Wgt. Each
(lbs) Price Each

¹⁄₂ 1.5 $174.55 0.6 $57.10
³⁄₄ 2.0 182.55 0.8 62.85
1 2.5 196.35 1.1 68.55

1¹⁄₄ 3.0 214.55 1.5 105.10
1¹⁄₂ 3.5 243.05 1.8 123.30
2 6.8 291.95 1.9 143.85

Master Meter
Style 739 S4 / L6 Portable Master Meter

Style 739
Request publication 09.11.

Model
Number

Dial Size
(inches)

Price
Each

Model
Number

Dial Size
(inches)

Price
Each

S4 4¹⁄₂ $2003.85 L6 6 $3271.90

Mover®

Expansion Joint
Style 150 Mover Expansion Joint

Style 150
Request publication 09.04.

Size
(inches)

Maximum
Available

Expansion
(inches)

Aprx.
Weight
Each
(lbs)

Grooved and Plain End
‘E” or “T”

Price Each

Painted Galv.

2 3 15.9 $369.15 $401.75
3 3 25.6 433.35 558.70
4 3 39.6 542.60 616.65
5 3 55.0 921.40 1050.40
6 3 75.0 944.75 1035.15
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Style 47 – Grooved ✕  Threaded or Threaded ✕  Threaded

* Clearflow is a registered trademark of Perfection Corp.

Style 47-GG – Steel (IPS) to Copper (CTS) Transition Fitting

Clearflow*
Dielectric
Waterway
Request publication 09.07.
Style 47 ClearFlow* Dielectric Waterway

Style 47

Grooved ✕  Threaded

Threaded ✕  Threaded

PIPE (inches) End to
End

(inches)

Price
Per Unit

Number
of Pieces
per Box

Aprx. Wgt.
Per Box

(lbs)

Price
Per BoxNominal

Size
Outside

Diameter

GROOVED ✕  THREADED

1 1.315 4 $16.70 25 9.0 $417.50
1¹⁄₄ 1.660 4 22.50 10 6.0 225.00
1¹⁄₂ 1.900 4 26.00 10 8.0 260.00
2 2.375 4 26.70 10 10.0 267.00

2¹⁄₂ 2.875 6 36.55 6 10.0 219.30
3 3.500 6 66.35 6 12.0 398.10
4 4.500 6 89.15 6 27.0 534.90

THREADED ✕  THREADED

¹⁄₂ 0.657 3 $8.60 25 5.0 $215.00
³⁄₄ 1.050 3 8.60 25 6.0 215.00
1 1.315 4 13.30 25 12.0 332.50

1¹⁄₄ 1.660 4 19.30 10 6.0 193.00
1¹⁄₂ 1.900 4 23.30 10 8.0 233.00
2 2.375 4 26.70 10 10.0 267.00

2¹⁄₂ 2.875 6 36.55 6 10.0 219.30
3 3.500 6 66.35 6 12.0 398.10
4 4.500 6 89.15 6 27.0 534.90

Steel (IPS) to
Copper (CTS)
Transition Fitting
Style 47-GG
Request publication 09.12.

4 - 8"
Grooved ✕  

2 - 3"
Grooved ✕  
Grooved

Grooved

PIPE (inches)

End to
End

(inches)
Price 

per Unit

Number
of Pieces
per Box

Aprx.
Weight
per Box

(lbs)
Price

per Box
Nominal

Size

Outside Diameter

Steel
(IPS)

Copper
(CTS)

2 2.375 2.125 4.19 $38.20 10 18.0 $382.00
2¹⁄₂ 2.875 2.625 6.19 49.35 6 34.0 296.10
3 3.500 3.125 6.19 76.50 6 28.0 459.00
4 4.500 4.125 6.19 103.70 6 36.0 622.20
5 5.563 5.125 6.19 127.15 1 8.0

see price
per unit6 6.625 6.125 6.19 153.90 1 12.0

8 8.625 8.125 6.19 188.30 1 16.0
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PRODUCTS FOR PLAIN END STEEL PIPE

Style 99 – Vic-Plus Grade “E” or “T” Gasket

+ Quoted on application.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
@ Victaulic products are available in full box quantities pre-packaged, ready for shipment in containers for the sizes listed. To 
expedite shipment and delivery of materials, it is recommended that orders be placed in the quantities shown.
‡ Victaulic reserves the right to change box quantities.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Standard and Special Vic-Plus Gaskets – For Style 99

+ Quoted on application.
* Style 77 gasket.
# Vic-Plus grade “L” gaskets are not recommended for use on stainless steel pipe.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Roust-A-Bout®

Coupling
Style 99 Roust-A-Bout® Coupling

Style 99
Request publication 14.02.

PIPE
(inches)

Aprx.
Wgt. Ea.

(lbs)

COUPLING COMPLETE †
With Vic-Plus Grade “E” 

or “T” Gasket
Full Boxes @

Number Per Box Plated
Bolt & Nut

Size
(inches)

Nominal
Size

Outside
Diameter

Price Each

Qty. ‡

Aprx.
Weight

(lbs)Painted Galv.

1¹⁄₂ 1.900 3.6 $43.75 $54.35 500 1855 ¹⁄₂ ✕ 2¹⁄₂

2 2.375 5.3 43.75 54.35 400 2165 ⁵⁄₈ ✕ 3¹⁄₄

2¹⁄₂ 2.875 5.7 43.75 54.35 300 1765 ⁵⁄₈ ✕ 3¹⁄₄

76,1 mm 3.000 8.8 + + N/A N/A +
3 3.500 8.7 64.80 80.80 200 1785 ³⁄₄ ✕ 4¹⁄₄

3¹⁄₂ 4.000 10.6 74.95 94.70 200 2175 ³⁄₄ ✕ 4¹⁄₄

4 4.500 12.8 74.95 95.15 150 1965 ³⁄₄ ✕ 4¹⁄₄

5 5.563 17.3 107.05 135.65 100 1785 ⁷⁄₈ ✕ 5
6 6.625 23.2 130.75 169.50 80 1910 1 ✕ 6

165,1 mm 6.500 22.2 + + N/A N/A 1 ✕ 6
8 8.625 37.2 231.75 295.20 50 1920 ⁷⁄₈ ✕ 5
10 10.750 48.2 301.50 384.85 25 1985 ⁷⁄₈ ✕ 5
12 12.750 60.0 378.35 496.45 24 1255 1 ✕ 6¹⁄₂

14 14.000 89.0 537.20 663.20 N/A N/A 1 ✕ 6¹⁄₂

16 16.000 105.0 735.65 893.00 N/A N/A 1 ✕ 6¹⁄₂

18 18.000 122.4 981.75 1211.95 N/A N/A 1 ✕ 6¹⁄₂

Vic-Plus™
Gaskets for
Style Style 99
Couplings
Gaskets

Nominal Size
(inches)

Standard Grade
“E” or “T”

Grade  “A”
White Nitrile

Grade “O”
Fluoroelastomer 

Grade  “L”
Silicone #

1* $7.00 $24.25 – –
1¹⁄₂* 7.80 31.45 $61.30 –

2 10.25 41.10 81.20 $42.45
2¹⁄₂ 10.85 41.45 118.50 50.00
3 11.90 132.25 122.20 68.30

3¹⁄₂ 17.90 165.80 + +
4 17.90 175.85 128.55 104.65
5 21.15 185.25 207.55 153.10
6 25.75 190.70 286.55 206.85
8 34.10 194.80 396.70 199.55
10 43.65 221.80 461.30 232.10
12 53.40 + 481.55 243.05
14 84.50 – – –
16 100.35 – – –
PL-2001

72



   

SECTION 4

                                     

P
P

R
O

D
U

C
T

S
 F

O
R

 P
L

A
IN

 E
N

D
IP

S
 S

T
E

E
L

 P
IP

E
4

Plated Trackhead Bolts and Nuts

Adapter Nipples – Plain to Threaded, Plain to Beveled, or Plain to Grooved

Plated 
Trackhead Bolts 
and Nuts
Plated Trackhead Bolts & Nuts

Bolt and Nut Size
(inches) Price Each

Bolt and Nut Size
(inches) Price Each

³⁄₈ ✕ 2 $3.05 ³⁄₄ ✕ 5 $6.80
¹⁄₂ ✕ 2¹⁄₂ 3.30 ³⁄₄ ✕ 5³⁄₄ 8.75
¹⁄₂ ✕ 2³⁄₄ 3.30 ⁷⁄₈ ✕ 5 9.10
¹⁄₂ ✕ 3 3.25 ⁷⁄₈ ✕ 5¹⁄₂ 10.90
¹⁄₂ ✕ 3¹⁄₄ 3.30 ⁷⁄₈ ✕ 6¹⁄₂ 12.15
⁵⁄₈ ✕ 2³⁄₄ 4.20 1 ✕ 3¹⁄₂ 10.30
⁵⁄₈ ✕ 3¹⁄₄ 4.20 1 ✕ 5 9.60
⁵⁄₈ ✕ 3¹⁄₂ 4.45 1 ✕ 5¹⁄₂ 12.00
⁵⁄₈ ✕ 4 5.75 1 ✕ 6 12.00
⁵⁄₈ ✕ 4³⁄₄ 7.30 1 ✕ 6¹⁄₂ 12.55
³⁄₄ ✕ 4¹⁄₄ 4.80

NOTE: Items listed in shaded ares are non-cancellable and non-returnable.

Adapter Nipples
No.(s) 40-P, 42-P & 43-P Adapter Nipples

No. 40-P No. 42-P

No. 43-P

PIPE
(inches)

No. 40-P Plain to Threaded Steel
No. 42-P Plain to Beveled Steel

  No. 43-P Plain to Grooved Steel

Aprx. Wgt. Each
(lbs)

Price Each

Size End to End Black Galvanized

1 3 0.9 $11.80 $15.10
1¹⁄₂ 4 0.9 11.80 15.10
2 4 1.2 11.80 15.10

2¹⁄₂ 4 1.9 13.85 17.65
3 4 2.5 17.10 21.50
4 6 5.4 28.55 37.35
6 6 9.5 77.15 96.35
73
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Plain End Fittings – 90˚ Elbow or 45˚ Elbow
No. 10-P - 90˚ ElbowNo. 11-P - 45˚ Elbow

+ Quoted on application – segmentally welded or long radius steel.
*Galvanized quoted on application.
Victaulic fittings are made of ductile iron, except those marked (sw) segmentally welded steel.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Plain End Fittings – Tee or Bull Plug
No. 20-P - TeeNo. 61-P - Bull Plug

+ Quoted on application – segmentally welded or long radius steel.
*Galvanized quoted on application.
Victaulic fittings are made of ductile iron, except those marked (sw) segmentally welded steel.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Plain End 
Fittings
Request publication 14.04.
Plain End Fittings

No. 10-P

No. 11-P

Nominal
Size

(inches)

90˚ Elbow
No. 10-P

45˚ Elbow
No. 11-P

Aprx.
Weight Each

(lbs)

Price Each Aprx.
Weight Each

(lbs)

Price Each

Painted Galv. Painted Galv.

1 0.6 $34.10 $41.00 0.6 $34.10 $38.95
1¹⁄₂ 1.1 34.10 41.00 0.9 34.10 38.95
2 2.0 34.10 40.95 1.5 34.10 38.95

2¹⁄₂ 3.0 34.10 40.95 2.3 34.10 38.95
3 4.7 40.95 50.10 4.3 40.95 48.10

3¹⁄₂ 7.0 (sw) + + + (sw) + +
4 7.7 59.70 75.55 7.0 59.70 71.15
5 20.4 (sw) 206.50 235.10 18.0 (sw) 206.50 229.85
6 20.4 164.25 201.00 11.9 164.25 192.15
8 42.0 346.75 405.55 28.5 (sw) 190.55 228.10
10 50.0 (sw) 435.85 532.50 41.0 (sw) 265.95 293.80
12 156.0 (sw) 554.90 696.50 57.8 (sw) 343.55 436.55

No. 20-P

No. 61-P

Nominal
Size

(inches)

Tee
No. 20-P

Bull Plug
No. 61-P

Aprx.
Weight Each

(lbs)

Price Each Aprx.
Weight Each

(lbs)

Price Each

Painted Galv.
Electro-
plated*

1 1.0 (sw) $45.90 $55.45 0.7 $74.10
1¹⁄₂ 1.8 45.90 55.45 1.2 74.10
2 3.0 45.90 55.45 2.0 74.10

2¹⁄₂ 5.4 45.90 55.45 3.0 74.10
3 7.1 66.05 83.45 4.5 108.60

3¹⁄₂ 12.5 + + 6.0 +
4 12.7 91.85 114.45 7.5 140.25
5 17.1 (sw) 201.65 240.25 11.5 247.80
6 29.5 248.85 311.55 17.0 330.45
8 71.5 344.80 432.20 29.0 621.25
10 116.0 526.50 652.40 29.0 1127.70
12 120.0 (sw) 712.20 878.00 60.0 1734.20
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Plain End Fittings – Wye or Lateral
No. 33-P – WyeNo. 30-P – Lateral

+Quoted on application. Other sizes available - quoted on application.
Reducing Tees, True Ys, Crosses and Laterals are segmentally welded steel.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Plain End Fittings – Cross
No. 35-P – Cross

+Quoted on application – other sizes available, quoted on application.
Reducing Tees, True Ys, Crosses and Laterals are segmentally welded steel.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

No. 33-P

No. 30-P

Nominal
Size

(inches)

Wye
No. 33-P

Lateral
No. 30-P

Aprx.
Weight Each

(lbs)

Price Each Aprx.
Weight Each

(lbs)

Price Each

Painted Galv. Painted Galv.

1 1.1 + + 3.5 + +
1¹⁄₂ 1.8 $125.95 $132.15 3.5 $125.95 $132.15
2 2.9 134.35 151.40 5.1 143.85 166.15

2¹⁄₂ 9.0 134.35 151.40 9.3 143.85 166.15
3 8.5 151.00 172.70 12.8 160.50 188.85

3¹⁄₂ 10.0 + + 20.0 + +
4 14.0 224.15 257.95 19.0 242.15 289.25
5 21.6 272.70 320.55 30.0 315.65 389.80
6 31.2 375.55 444.50 43.3 403.15 505.60
8 36.0 486.40 593.40 92.0 587.80 755.95
10 52.0 717.20 881.75 106.0 829.70 1089.20
12 81.2 1105.60 1353.10 167.0 1122.30 1356.70

No. 35-P

Nominal
Size

(inches)

Cross
No. 35-P

Aprx.
Weight Each

(lbs)

Price Each

Painted Galv.

1 1.7 + +
1¹⁄₂ 3.5 + +
2 5.2 $152.70 $192.05

2¹⁄₂ 5.4 152.70 192.05
3 8.5 181.15 204.85

3¹⁄₂ 9.0 + +
4 10.8 248.85 280.00
5 20.0 353.45 416.45
6 30.0 466.65 565.05
8 66.4 598.70 730.90
10 103.0 873.50 1075.10
12 158.0 1259.50 1564.30
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No. 53-P – Swaged Nipples

*Galvanized and other sizes available quoted on application.
All weights are approximate and subject to change.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

No. 25-P – Reducing Tee

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Swaged Nipples
No. 53-P – Swaged Nipple

No. 53-P
Request publication 14.04. Nominal Size

(inches)

Aprx.
Wgt. Each

(lbs)
Price Each

Electroplated
Nominal Size

(inches)

Aprx.
Wgt. Each

(lbs)
Price Each

Electroplated

1¹⁄₂ ✕ 1 1.2 $86.80 4 ✕ 3¹⁄₂ 7.5 $112.55
2 ✕ 1 2.0 86.80 5 ✕ 2 11.5 413.80

✕ 1¹⁄₂ 2.0 86.80 ✕ 3 11.5 319.40
2¹⁄₂ ✕ 1 3.0 86.80 ✕ 4 11.5 262.85

✕ 1¹⁄₂ 3.0 86.80 6 ✕ 1 17.0 788.35
✕ 2 3.0 86.80 ✕ 1¹⁄₂ 17.0 788.35

3 ✕ 1 4.5 105.70 ✕ 2 17.0 583.10
✕ 1¹⁄₂ 4.5 105.70 ✕ 2¹⁄₂ 17.0 583.10
✕ 2 4.5 81.35 ✕ 3 17.0 377.90
✕ 2¹⁄₂ 4.5 81.35 ✕ 3¹⁄₂ 17.0 377.90

3¹⁄₂ ✕ 3 5.5 97.20 ✕ 4 17.0 286.60
4 ✕ 1 7.5 148.65 ✕ 5 17.5 328.65

✕ 1¹⁄₂ 7.5 148.65 8 ✕ 3 29.0 *
✕ 2 7.5 112.55 ✕ 4 29.0 878.00
✕ 2¹⁄₂ 7.5 112.55 ✕ 5 29.0 *
✕ 3 7.5 112.55 ✕ 6 29.0 536.05

Reducing Tees
No. 25-P – Reducing Tee

No. 25-P
Request publication 14.04. Nominal Size

(inches)
Run ✕  Branch

Segmentally Welded Steel

Nominal Size
(inches)

Run ✕  Branch

Segmentally Welded Steel

Aprx. Wgt.
Each
(lbs)

Price Each Aprx. Wgt.
Each
(lbs)

Price Each

Painted Galv. Painted Galv.

1¹⁄₂ ✕ 1¹⁄₂ ✕ 1 2.2 $90.70 $106.70 6 6 ✕ 4 26.2 $231.85 $283.95
2 ✕ 2 ✕ 1 2.9 90.70 106.70 8 ✕ 8 ✕ 2 42.0 282.25 360.30

✕ 1¹⁄₂ 3.1 90.70 106.70 ✕ 3 44.0 295.70 377.20
3 ✕ 3 ✕ 1 6.7 90.70 106.70 ✕ 4 46.0 301.20 380.25

✕ 1¹⁄₂ 6.9 90.70 106.70 ✕ 5 48.0 309.25 397.10
✕ 2 7.1 90.70 106.70 ✕ 6 50.0 309.20 399.85

4 ✕ 4 ✕ 1 10.9 132.05 158.80 10 ✕ 10 ✕ 4 74.0 443.65 577.75
✕ 1¹⁄₂ 11.1 132.05 156.20 ✕ 6 78.0 470.25 611.70
✕ 2 11.3 132.05 156.40 ✕ 8 86.0 470.25 623.15
✕ 2¹⁄₂ 11.6 135.70 160.25 12 ✕ 12 ✕ 6 112.0 684.05 887.55
✕ 3 11.9 135.70 161.30 ✕ 8 118.0 685.90 896.45

6 ✕ 6 ✕ 2 24.7 219.55 268.50 ✕ 10 130.0 711.15 941.95
✕ 3 25.4 231.85 282.45
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FIT – FAST INSTALLATION TECHNIQUE PRODUCTS

Style 96 – Grade “E” or “T” Gasket or Grade “L” Gasket

FIT products are supplied painted or plated with two Grade “E” gaskets* (recommended for service from –20˚F to +200˚F), 
plated locking lugs and spring steel retainers.
FIT products are available with Grade “L” silicone gaskets (recommended for service from –30˚F to +160˚F), which are recom-
mended for all low temperature (freezer) applications.
Branch Outlet Plug: (for Style 96 or 969) ¹⁄₂" @ $2.30, ³⁄₄" @ $2.45, 1" @ $2.85 each. FIT products are UL Listed and FM 
Approved for fire protection services, including dry pipe systems.
*Electrogalvanized.
‡ Victaulic reserves the right to change box quantities.
§ Must be ordered in carton quantity.

Style 961 – Grade “E” or “T” Gasket or Grade “L” Gasket

‡ Victaulic reserves the right to change box quantities.
* Electrogalvanized
§ Must be ordered in carton quantity.

Reducing
Outlet Tee
Style 96 FIT® Reducing Outlet Tee

Style 96
Request publication 13.01. Nominal

Size
(inches)

Run ✕  Branch

Aprx.
Wgt.
Each
(lbs)

STYLE 96
COMPLETE

Price Per Unit
“E” or “T” Gasket

STYLE 96
COMPLETE

Price Per Unit
“L” Gasket Full Pallet Carton

Painted Plated* Painted Plated* Qty. ‡

Aprx.
Wgt.
(lbs) Qty.

Aprx.
Wgt.
(lbs)

1 ✕ 1 ✕ ¹⁄₂ 2.0 $12.45 $15.35 $20.85 $23.70 500 1025 25 50
✕ ³⁄₄ 2.0 12.45 15.35 20.85 23.70 500 1025 25 50
✕ 1 2.0 12.45 15.35 20.85 23.70 500 1025 25 50

1¹⁄₄ ✕ 1¹⁄₄ ✕ ¹⁄₂ 2.2 12.45 15.35 22.50 26.30 500 1145 20 50
✕ ³⁄₄ 2.1 12.45 15.35 22.50 26.30 500 1075 20 45
✕ 1 2.1 12.45 15.35 22.20 26.30 500 1075 20 45

1¹⁄₂ ✕ 1¹⁄₂ ✕ ¹⁄₂ 2.6 13.15 16.40 23.45 26.65 500 1345 20 55
✕ ³⁄₄ 2.5 13.15 16.40 23.45 26.65 500 1275 20 50
✕ 1 2.4 13.15 16.40 23.45 26.65 500 1245 20 55

2 ✕ 2 ✕ ¹⁄₂ 3.3 16.10 20.15 29.10 34.25 500 1575 20 65
✕ ³⁄₄ 2.9 16.10 20.15 29.10 34.25 500 1495 20 60
✕ 1 2.8 16.10 20.15 29.10 34.25 500 1445 20 60

90˚ Elbow
Style 961 FIT 90˚ Elbow

Style 961
Request publication 13.01.

Nominal
Size

(inches)

Aprx.
Wgt.
Each
(lbs)

STYLE 961
COMPLETE §
Price Per Unit
Grade “E” or
“T” Gasket

STYLE 961
COMPLETE

Price Per Unit
Grade “L” Gasket Full Pallet Carton

Painted Plated* Painted Plated* Qty. ‡

Aprx.
Wgt.
(lbs) Qty. ‡

Aprx.
Wgt.
(lbs)

1 1.6 $13.25 $16.40 $20.85 $24.85 500 845 25 40
1¹⁄₄ 1.9 15.50 18.70 23.90 27.95 300 735 10 25
1¹⁄₂ 2.4 17.00 20.75 26.15 30.40 300 855 10 30
2 3.1 20.10 24.65 34.65 40.40 300 975 10 35
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Style 969 – Grade “E” or “T” Gasket or Grade “L” Gasket

*Electrogalvanized.
‡ Victaulic reserves the right to change box quantities.
§ Must be ordered in carton quantity.

FIT Spare Parts

FIT Socket is available for $10.35.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 929 – Grade “E” or “T” Gasket, Grade “L” Gasket, or Mechanical-T Outlet Parts

† Style 929 supplied with one Grade “E” Mechanical-T gasket, one Grade “E” FIT gasket, plated locking lugs, spring steel 
retainers and plated bolts and nuts.
Two Style 929 upper housings of the same or differing outlet size may be combined to form a cross-type connection. Contact 
Victaulic for details.
*Electrogalvanized
§ Must be ordered in carton quantity.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Reducing Run 
and Outlet Tee
Style 969FIT Reducing Run and Outlet Tee

Style 969
Request publication 13.01.

Nominal
Size

(inches)
Run ✕  Branch

Aprx.
Wgt.
Each
(lbs)

STYLE 969
COMPLETE §
Price Per Unit
Grade “E” or
“T” Gasket

STYLE 969
COMPLETE

Price Per Unit
Grade “L” Gasket Full Pallet Carton

Painted Plated* Painted Plated* Qty. ‡

Aprx.
Wgt.
(lbs) Qty. ‡

Aprx.
Wgt.
(lbs)

1¹⁄₄ ✕ 1 ✕ ¹⁄₂ 2.4 $13.30 $16.40 $21.80 $24.90 500 1225 20 50
✕ ³⁄₄ 2.4 13.30 16.40 21.80 24.90 500 1225 20 50
✕ 1 2.4 13.30 16.40 21.80 24.90 500 1225 20 50

1¹⁄₂ ✕ 1¹⁄₄ ✕ ¹⁄₂ 2.6 14.10 17.45 21.85 25.25 500 1325 20 55
✕ ³⁄₄ 2.6 14.10 17.45 21.85 25.25 500 1325 20 55
✕ 1 2.6 14.10 17.45 21.85 25.25 500 1325 20 55

2 ✕ 1¹⁄₂ ✕ ¹⁄₂ 3.1 17.05 21.20 26.30 30.35 500 1575 20 65
✕ ³⁄₄ 3.1 17.05 21.20 26.30 30.35 500 1575 20 65
✕ 1 3.1 17.05 21.20 26.30 30.35 500 1575 20 65

FIT Spare Parts
Request publication 13.01.
Spare Parts and FIT Socket Nominal

Size
(inches)

Price Each

Grade “E”
Gasket Only

Grade “L”
Gasket Only Locking Lug Retainers

1 $3.25 $5.05 $2.30 $2.15
1¹⁄₄ 3.80 5.90 2.30 2.15
1¹⁄₂ 4.50 6.05 2.30 2.15
2 4.75 7.90 2.30 2.15

Mechanical-T®

Outlet
Style 929 FIT Outlet/Mechanical-T

Style 929
Request publication 13.01.

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

STYLE 929
COMPLETE § †
Price Per Unit
Grade “E” or
“T” Gasket

STYLE 929
COMPLETE †
Price Per Unit

Grade “L” Gasket

MECHANICAL-T OUTLET
PARTS

Grade “E”
Gasket Only
Price Each

Bolts & Nuts

Painted Plated* Painted Plated*
Size

(inches)

Plated
Price
Each

3 ✕ 1¹⁄₄ 4.0 $30.10 $35.55 $33.55 $39.15 $3.15 ¹⁄₂ ✕ 2³⁄₄ $3.00
✕ 1¹⁄₂ 5.2 30.10 35.55 33.45 39.20 3.15 ¹⁄₂ ✕ 2³⁄₄ 3.00
✕ 2 5.9 33.65 40.15 39.10 45.55 3.15 ¹⁄₂ ✕ 2³⁄₄ 3.00

4 ✕ 1¹⁄₄ 5.4 37.45 42.10 41.15 45.80 3.15 ¹⁄₂ ✕ 2³⁄₄ 3.00
✕ 1¹⁄₂ 5.7 39.35 46.70 43.35 50.70 3.15 ¹⁄₂ ✕ 2³⁄₄ 3.00
✕ 2 6.1 39.35 46.75 44.90 52.35 3.15 ¹⁄₂ ✕ 2³⁄₄ 3.00
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Style 963 – Grade “E” or “T” Gasket or Grade “L” Gasket

*Electrogalvanized.
‡ Victaulic reserves the right to change box quantities.
§ Must be ordered in carton quantity.

Style 960 – Grade “E” or “T” Gasket or Grade “L” Gasket

*Electrogalvanized.
‡ Victaulic reserves the right to change box quantities.
§ Must be ordered in carton quantity.

Style 966 – Grade “E” or “T” Gasket or Grade “L” Gasket

*Electrogalvanized.
‡ Victaulic reserves the right to change box quantities.
§ Must be ordered in carton quantity.

Straight Tee
Style 963 FIT Straight Tee

Style 963
Request publication 13.01.

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

STYLE 963
COMPLETE §
Price Per Unit
Grade “E” or
“T” Gasket

STYLE 963
COMPLETE

Price Per Unit
Grade “L” Gasket Full Pallet Carton

Painted Plated* Painted Plated* Qty. ‡

Aprx.
Wgt.
(lbs) Qty. ‡

Aprx.
Wgt.
(lbs)

1 2.3 $18.10 $21.55 $28.35 $31.75 500 1475 20 60
1¹⁄₄ 3.4 18.10 21.95 31.20 35.05 300 1045 10 35
1¹⁄₂ 3.8 18.40 22.65 32.20 36.45 300 1165 10 40
2 4.2 25.30 30.60 42.00 47.25 200 865 10 35

Straight 
Coupling
Style 960 FIT Straight Coupling

Style 960
Request publication 13.01.

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

STYLE 960
COMPLETE §
Price Per Unit
Grade “E” or
“T” Gasket

STYLE 960
COMPLETE

Price Per Unit
Grade “L” Gasket Full Pallet Carton

Painted Plated* Painted Plated* Qty. ‡

Aprx.
Wgt.
(lbs) Qty. ‡

Aprx.
Wgt.
(lbs)

1 1.3 $11.90 $14.60 $18.40 $21.15 500 825 25 40
1¹⁄₄ 1.7 11.90 14.60 20.20 22.90 500 895 25 45
1¹⁄₂ 2.0 14.95 17.60 21.00 23.60 500 1025 25 50
2 2.2 14.95 19.05 26.90 30.95 500 1125 20 45

Reducing Elbow
Style 966 FIT Red. Elbow

Style 966
Request publication 13.01.

Nominal
Size

(inches)
Run ✕  
Branch

Weight
Each
(lbs)

STYLE 966
COMPLETE §
Price Per Unit
Grade “E” or
“T” Gasket

STYLE 966
COMPLETE

Price Per Unit
Grade “L” Gasket Full Pallet Carton

Painted Plated* Painted Plated* Qty. ‡

Aprx.
Wgt.
(lbs) Qty. ‡

Aprx.
Wgt.
(lbs)

1 ✕ ¹⁄₂ 1.6 $15.85 $19.60 $18.90 $22.65 500 825 25 40
✕ ³⁄₄ 1.6 15.85 19.60 18.90 22.65 500 825 25 40
✕ 1 1.6 15.85 19.60 18.90 22.65 500 825 25 40

1¹⁄₄ ✕ ¹⁄₂ 2.0 16.35 20.85 19.55 24.00 500 1025 20 40
✕ ³⁄₄ 2.0 16.35 20.85 19.55 24.00 500 1025 20 40
✕ 1 2.0 16.35 20.85 19.55 24.00 500 1025 20 40

1¹⁄₂ ✕ ¹⁄₂ 3.0 16.85 22.00 19.70 24.85 500 1525 25 75
✕ ³⁄₄ 3.0 16.85 22.00 19.70 24.85 500 1525 25 75
✕ 1 3.0 16.85 22.00 19.70 24.85 500 1525 25 75

2 ✕ ¹⁄₂ 1.6 17.35 22.95 20.55 26.10 500 825 20 40
✕ ³⁄₄ 1.6 17.35 22.95 20.55 26.10 500 825 20 40
✕ 1 1.6 17.35 22.95 20.55 26.10 500 825 20 40
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Style 929 – Grade “E” or “T” Gasket or Grade “L” Gasket

*Electrogalvanized.
NOTE: These sizes available in cross configuration only.

Style 929

*Electrogalvanized.

Style 925 – Grade “E” or “T” O-Ring

Sold in box quantities of 25.
† Electrogalvanized
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.
v

FIT Outlet
Mechanical-T
Cross
Style 929 FIT Outlet Mechanical-T Cross

Style 929
Request publication 13.01.

Nominal
Size

(inches)
Run ✕  Branch

Weight
Each
(lbs)

COMPLETE FIT OUTLET
MECHANICAL-T CROSS

Price Per Unit
Grade “E” or “T” Gasket

COMPLETE FIT OUTLET
MECHANICAL-T CROSS

Price Per Unit
Grade “L” Gasket

Painted Plated* Painted Plated*

WITH FIT OUTLETS

2 ✕ 1¹⁄₄ 7.0 $38.85 $47.00 $44.60 $52.75
✕ 1¹⁄₂ 7.0 38.85 47.00 43.65 51.80

2¹⁄₂ ✕ 1¹⁄₄ 7.0 43.95 48.90 49.75 58.10
✕ 1¹⁄₂ 7.0 43.95 48.90 48.85 57.10

FIT® Outlet
Mechanical-T
Cross with 
Threaded Outlet
Style 929
Request publication 13.01.

Nominal Size
(inches)

Run ✕  Branch

COMPLETE
MECHANICAL-T

CROSS
Price Each

Nominal Size
(inches)

Run ✕  Branch

COMPLETE
MECHANICAL-T

CROSS
Price Each

A B Painted Plated* A B Painted Plated*

3 ✕ 3 ✕ 1¹⁄₄ ✕ 1¹⁄₄ $44.60 $53.30 4 ✕ 4 ✕ 1¹⁄₄ ✕ 1¹⁄₄ $56.15 $66.95
✕ 1¹⁄₂ ✕ 1¹⁄₄ 44.60 53.30 ✕ 1¹⁄₂ ✕ 1¹⁄₄ 56.15 66.95
✕ 1¹⁄₂ ✕ 1¹⁄₂ 44.60 53.30 ✕ 1¹⁄₂ ✕ 1¹⁄₂ 56.15 66.95
✕ 2 ✕ 1¹⁄₄ 50.45 60.80 ✕ 2 ✕ 1¹⁄₄ 59.00 70.00
✕ 2 ✕ 1¹⁄₂ 50.45 60.80 ✕ 2 ✕ 1¹⁄₂ 59.00 70.00
✕ 2 ✕ 2 50.45 60.80 ✕ 2 ✕ 2 59.00 70.00

Snap-Let™ Outlet
Style 925 Snap-Let™ Outlet

Style 925
Request publication 11.04.

Nominal Size
(inches)

Branch ✕  Run

Weight
Each
(lbs)

COMPLETE SNAP-LET
Grade “E” or “T” O-Ring

SPARE PARTS

Price Per Unit

Price
Per Unit

Black

Price Per 
25 Units

Black

Price
Per Unit
Plated †

Price Per 
25 Units
Plated

O-Ring
Only

Hex
Washer
Hd. Bolt

1¹⁄₄ ✕ ¹⁄₂ 0.90 $3.75 $93.75 $5.20 $130.00 $1.60 $1.40
✕ ³⁄₄ 0.90 3.75 93.75 5.20 130.00 1.60 1.40
✕ 1 1.10 3.90 97.50 5.50 137.50 1.60 1.40

1¹⁄₂ ✕ ¹⁄₂ 0.90 3.90 97.50 5.50 137.50 1.60 1.40
✕ ³⁄₄ 0.90 3.90 97.50 5.50 137.50 1.60 1.40
✕ 1 1.10 3.90 97.50 5.50 137.50 1.60 1.40

2 ✕ ¹⁄₂ 0.90 3.90 97.50 5.50 137.50 1.70 1.40
✕ ³⁄₄ 1.00 3.90 97.50 5.50 137.50 1.70 1.40
✕ 1 1.10 4.10 102.50 5.75 143.75 1.70 1.40

2¹⁄₂ ✕ ¹⁄₂ 1.00 4.60 115.00 6.40 160.00 1.70 1.40
✕ ³⁄₄ 1.00 4.60 115.00 6.40 160.00 1.70 1.40
✕ 1 1.20 7.45 186.25 10.45 261.25 1.70 1.40
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SECTION 6
Pressfit® System
Products

SECTION 6 – Pressfit® System Products

For complete pricing of Pressfit fittings, pipe and tools request PL01-5.

304 Stainless Steel PipeIPS Steel Pipe
83
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SYSTEM FOR CARBON STEEL PIPE
The Victaulic® Pressfit® System for carbon steel pipe offers economy, speed and reliability for 
joining small diameter pipe for fire protection, heating/air conditioning and many other services. 
Pressfit products for carbon steel pipe are externally zinc electroplated. Pressfit carbon steel is not 
intended for use in open loop water systems. Request 12.02.

The system incorporates Schedule 5 steel pipe from ³⁄₄ - 2" (20 mm to 50 mm), with a system of 
Pressfit couplings, elbows, tees, reducers and adapters. The Pressfit system for carbon steel is 
BOCA approved, Listed by SBCCI PST and ESI and is UL/ULC Listed and FM Approved for 175 
PSI (1200 kPa) fire protection service. Products are rated to 300 PSI (2065 kPa) for heating water 
and other general services.

NOTE: Pressfit pipe is non-cancellable and non-returnable.

Gasket Selection

Gasket Selection
Pressfit for Carbon Steel Pipe

O-RING SELECTION MUST ALWAYS BE SPECIFIED ON YOUR ORDER

GRADE TEMP. RANGE COMPOUND
COLOR 
CODE *GENERAL SERVICE RECOMMENDATIONS

STANDARD O-RING

E –30°F to +230°F
(–34°C to +110°C) EPDM No

Color

Recommended for hot water service within the
specified temperature range plus a variety of
dilute acids, oil-free air and many chemical ser-
vices. Not recommended for petroleum services.
Not recommended for steam services.

AVAILABLE O-RING

T –20°F to +180°F
(–29°C to +82°C) Nitrile Orange

Stripe

Recommended for petroleum products, air with
oil vapors, vegetable and mineral oils within the
specified temperature range. Not recommended
for hot water services over +150°F (+66°C)
steam, or for hot dry air over +140°F (+60°C).

OPTIONAL O-RING

O +20°F to +300°F
(–7°C to +149°C)

Fluoro-
elastomer

Blue
Stripe

Recommended for many oxidizing acids, petro-
leum oils, halogenated hydrocarbons, lubricants,
hydraulic fluids, organic liquids and air with
hydrocarbons to +300°F (+149°C). Not recom-
mended for steam services.

*Pressfit stainless steel products must only be used on services compatible with o-ring and fitting materials. Incompat-
ible services may result in leakage. For services not listed or special services, contact Victaulic for recommendations. 
Refer to the Victaulic Gasket Selection Guide (05.01) for specific recommendations.

• Before attempting to install any Pressfit system products, carefully read and fully understand the “Pressfit Products Instal-
lation Instructions” (I-500) and the operating and maintenance manual supplied withthe tool.

Failure to follow these instructions could result in serious personal injury, property damage, product damage, joint leakage,
and/or joint failure.
PL-2001
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6
Style 500 – Spare Parts – Loose O-rings
Spare Parts

NOTE: Items listed in shaded area are non-cancellable and non-returnable.

Style 505 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 505 Standard Coupling

† Specify choice of o-ring clearly on order.

Style 510 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 510 90˚ Elbow

† Specify choice of o-ring clearly on order.

Style 509 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 509 90˚ Elbow – Short Tangent

† Specify choice of o-ring clearly on order.

Style 500
Loose O-rings
Request publication 12.01.
G- _ _ _ - 500-0 _ -0

Nominal
Size

(inches)

Grade “E” or “T”
O-Rings

Price Each

Grade “O”
O-Ring

Price Each

Nominal
Size

(inches)

Grade “E” or “T”
O-Rings

Price Each

Grade “O”
O-Ring

Price Each

³⁄₄ $1.15 $5.05 1¹⁄₂ $2.20 $11.65
1 1.35 6.65 2 3.10 16.30

1¹⁄₄ 1.95 9.75

Style 505
Standard Coupling
Request publication 12.01.
(P ✕  P)
F- _ _ _ -505-Z- _ -0

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.16 $6.50 $15.05
1 10 0.22 8.00 19.70

1¹⁄₄ 10 0.31 9.55 26.60
1¹⁄₂ 5 0.43 10.95 31.85
2 5 0.69 14.15 43.00

Style 510
90˚ Elbow
Request publication 12.01.
(P ✕  P)
F- _ _ _ -510-Z- _ -0

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.42 $10.95 $19.60
1 10 0.61 10.70 22.45

1¹⁄₄ 5 1.06 14.15 31.15
1¹⁄₂ 2 1.38 16.70 37.50
2 2 2.30 24.10 53.05

Style 509
90˚ Elbow – Short 
Tangent
Request publication 12.01.
(P ✕  P)
F- _ _ _ -509-Z- _ -P

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.32 $13.60 $22.25
1 10 0.50 14.10 25.85

1¹⁄₄ 5 0.80 22.10 39.20
1¹⁄₂ 2 1.04 26.95 47.60
2 2 1.50 34.10 62.95
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Style 506 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 506 Slip Coupling

† Specify choice of o-ring clearly on order.

Style 511 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 511 45˚ Elbow

† Specify choice of o-ring clearly on order.

Style 580 Male Adapter – With Standard O-Ring Grade “E” or “T” or with Optional 
O-Ring Grade “O”
Style 580 Male Adapter – Threaded

† Specify choice of o-ring clearly on order.

Style 506
Slip Coupling
Request publication 12.01.
(P ✕  P)
F- _ _ _ -506-Z- _ -0

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.23 $10.95 $19.60
1 10 0.32 13.75 25.45

1¹⁄₄ 5 0.43 16.95 34.00
1¹⁄₂ 5 0.58 21.45 42.25
2 5 0.87 27.25 56.20

Style 511
45˚ Elbow
Request publication 12.01.
(P ✕  P)
F- _ _ _ -511-Z- _ -0

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.34 $10.10 $18.65
1 10 0.53 11.20 22.85

1¹⁄₄ 5 0.88 14.15 31.15
1¹⁄₂ 2 1.27 18.85 39.65
2 2 1.97 24.60 53.40

Style 580
Male Adapter – 
Threaded
Request publication 12.01.
(P ✕  M)
F- _ _ _ -580-Z- _ -M

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ ✕ ¹⁄₂ 10 0.30 $9.30 $13.65
✕ ³⁄₄ 10 0.35 9.25 13.65
✕ 1 10 0.42 11.25 15.50

1 ✕ ³⁄₄ 10 0.42 11.90 17.75
✕ 1 10 0.51 12.95 18.80

1¹⁄₄ ✕ 1¹⁄₄ 5 0.52 16.25 24.80
1¹⁄₂ ✕ 1¹⁄₂ 5 0.81 20.50 30.95

2 ✕ 2 5 1.17 25.95 40.40
PL-2001
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Style 580 Female Adapter – With Standard O-Ring Grade “E” or “T” or with Optional 
O-Ring Grade “O”
Style 580 Female Adapter – Threaded

† Specify choice of o-ring clearly on order.

Style 520 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 520 Tee – Reducing Branch

† Specify choice of o-ring clearly on order.

Style 550 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 550 Reducer Insert

† Specify choice of o-ring clearly on order.

Style 580
Female Adapter – 
Threaded
Request publication 12.01.
(P ✕  F)
F- _ _ _ -580-Z- _ -F

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ ✕ ¹⁄₂ 20 0.19 $9.25 $13.60
✕ ³⁄₄ 20 0.26 9.25 13.60

1 ✕ ¹⁄₂ 20 0.38 9.25 15.15
✕ ³⁄₄ 10 0.37 14.15 20.00
✕ 1 10 0.35 14.15 20.00

Style 520
Tee – Female 
Reducing Branch
Request publication 12.01.
(P ✕  P ✕  F)
F- _ _ _ -520-Z- _ -F

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ ✕ ¹⁄₂ 10 0.35 $12.20 $20.85
1 ✕ ¹⁄₂ 10 0.41 12.60 18.50

✕ ³⁄₄ 10 0.55 13.30 19.20
✕ 1 10 0.58 17.75 29.55

1¹⁄₄ ✕ ¹⁄₂ 10 0.57 14.00 30.95
✕ ³⁄₄ 5 0.65 14.75 35.65
✕ 1 5 0.74 18.60 37.35

1¹⁄₂ ✕ ¹⁄₂ 5 0.77 16.55 37.35
✕ ³⁄₄ 5 0.85 17.30 38.10
✕ 1 5 0.91 23.45 44.20

2 ✕ ¹⁄₂ 5 1.14 21.60 50.55
✕ ³⁄₄ 5 1.22 22.45 51.35
✕ 1 5 1.28 29.10 58.05

Style 550
Reducer Insert
Request publication 12.01.
(T ✕  P)
F- _ _ _ -550-Z- _ -T

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

1 ✕ ³⁄₄ 10 0.21 $8.90 $14.75
1¹⁄₄ ✕ ³⁄₄ 10 0.26 9.45 18.00

✕ 1 10 0.29 9.65 18.15
1¹⁄₂ ✕ 1 5 0.35 10.00 20.35

✕ 1¹⁄₄ 5 0.41 10.30 20.65
2 ✕ 1¹⁄₄ 5 0.53 11.35 25.85

✕ 1¹⁄₂ 5 0.59 11.90 26.30
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Style 520 – Reducing Branch With Standard O-Ring Grade “E” or “T” or with Optional 
O-Ring Grade “O”
Style 520 Tee – Reducing Branch

† Specify choice of o-ring clearly on order.

Style 520 Tee – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 520 Tee

† Specify choice of o-ring clearly on order.

Style 520 End-of-Line Tee with Threaded Reducing Branch – with Standard 
O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 520 End-of-line Tees

† Specify choice of o-ring clearly on order.

Style 520
Straight Tee – 
Reducing Branch
Request publication 12.01.
(P ✕  P ✕  P)
F- _ _ _ -520-Z- _ -P

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

1 ✕ ³⁄₄ 10 0.41 $15.60 $31.75
1¹⁄₄ ✕ ³⁄₄ 10 0.55 16.95 38.30

✕ 1 10 0.58 17.30 40.25
1¹⁄₂ ✕ ³⁄₄ 5 0.73 20.25 45.35

✕ 1 5 0.76 21.50 48.15
2 ✕ ³⁄₄ 5 1.10 22.95 56.25

✕ 1 5 1.13 26.65 61.45
✕ 1¹⁄₂ 5 1.16 33.25 72.55

Style 520
Tee
Request publication 12.01.
(P ✕  P ✕  P)
F- _ _ _ -520-Z- _ -P

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.32 $14.45 $27.35
1 10 0.44 15.05 32.55

1¹⁄₄ 5 0.62 18.00 43.55
1¹⁄₂ 5 0.86 22.05 53.20
2 2 1.37 29.65 73.00

Style 520
End-of-Line Tee with 
Threaded Reducing 
Branch
Request publication 12.01.
(P ✕  C ✕  F)
F- _ _ _ -520-Z- _ -C

Nominal
Size

(inches)
Center to End

(inches)

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

1 ✕ ¹⁄₂ 2.90 0.49 $17.80 $24.90
✕ ³⁄₄ 2.90 0.66 17.80 24.90
✕ 1 2.90 0.70 23.65 35.45

1¹⁄₄ ✕ ¹⁄₂ 3.30 0.68 19.10 36.70
✕ ³⁄₄ 3.30 0.78 19.90 37.25
✕ 1 3.30 0.89 24.80 41.80

1¹⁄₂ ✕ ¹⁄₂ 3.60 0.92 21.95 42.80
✕ ³⁄₄ 3.60 1.02 26.00 46.80
✕ 1 3.60 1.09 31.10 51.90

2 ✕ ¹⁄₂ 4.20 1.37 28.80 57.75
✕ ³⁄₄ 4.20 1.46 29.85 58.75
✕ 1 4.20 1.54 38.85 67.80
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Style 520 End-of-Line Tee with Pressfit Reducing Branch – with Standard 
O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 520 End-of-Line Tee

† Specify choice of o-ring clearly on order.

Style 535 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 535 Cross

† Specify choice of o-ring clearly on order.

Series 522 – Pressfit Ends With O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Series 522 Brass Body Ball Valve

† Specify choice clearly on order.

Style 520
End-of-Line Tee with 
Pressfit Reducing 
Branch
Request publication 12.01.
(P ✕  D ✕  P)
F- _ _ _ -520-Z- _ -D

Nominal
Size

(inches)
Center to End

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

1 ✕ ³⁄₄ 2.90 0.49 $20.80 $36.90
✕ 1 2.90 0.70 23.00 40.50

1¹⁄₄ ✕ ³⁄₄ 3.30 0.66 22.60 43.95
✕ 1 3.30 0.70 23.00 45.90

1¹⁄₂ ✕ ³⁄₄ 3.60 0.88 27.00 52.05
✕ 1 3.60 0.91 28.65 55.30

2 ✕ ³⁄₄ 4.20 1.32 35.55 68.80
✕ 1 4.20 1.36 44.35 79.15

Style 535
Cross
Request publication 12.01.
(P ✕  P ✕  P)
F- _ _ _ -535-Z- _ -P

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 2 0.36 $21.30 $38.40
1 2 0.48 21.95 45.50

1¹⁄₄ 2 0.66 25.85 59.95
1¹⁄₂ 2 0.90 27.85 69.55
2 2 1.41 35.65 93.50

Series 522
Pressfit® System
Brass Body Ball Valve
Request publication 12.01.
Carbon Steel Pressfit Ends
(P ✕  P)
V- _ _ _ -522-Z- _ -M

Nominal
Size

(inches)
End to End

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Pressfit Ends
(P ✕  P)

With Grade “E” or
“T” O-Ring

Pressfit Ends
(P ✕  P)

With Optional
Grade “O” O-Ring

³⁄₄ 6.46 1.3 $67.30 $75.45
1 7.56 2.0 81.70 92.85

1¹⁄₄ 8.28 2.8 107.65 125.10
1¹ 8.97 3.7 145.30 165.10
2 10.69 4.7 166.95 194.50
89
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Schedule 5 carbon steel pipe, which is compatible with Pressfit products, provides corrosion 
resistance equivalent to ASTM A53, ASTM A135, and ASTM A795 pipe.

The Pressft carbon steel system requires no special preparation of the pipe ends before assembly. 
Pipe should be square cut (±0.030") and deburred, if required, to prevent damage to the o-ring 
during assembly.

The Pressfit Carbon Steel System products are designed only for use on approved steel pipe.

Terms on Pressfit carbon steel pipe are ¹⁄₂% 10 net 30 days FOB shipping point (our 
option) freight prepaid and charged.

Pressfit carbon steel pipe sales may not be combined with Vic-Press carbon steel fittings or any 
other Victaulic products for any special terms, conditions or allowances. No returns of Pressfit 
carbon steel pipe will be allowed.
arbon Steel Pipe

Style 905 – Carbon Steel Pipe
Pipe Pricing

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Pressfit
Carbon Steel
Pipe

Style 905
Carbon steel Pipe
Request publication 18.01.
T- _ _ _ -905-0-00

Pipe is supplied in random 
mill lengths (RML) (17 - 24 ft.) 
which nominally measure 21 
ft. Order quantities will be 
accepted only in 21 ft. 
random length 
increments, subject to 
industry standard ±10% 
tolerance. Minimum footage 
requirements must be 
specified on the order when 
required.
NOTE:
Pressfit pipe is non-cancellable and 
non-returnable.

Pipe (inches) Aprx.
Pipe Weight

Per Ft.
(lbs)

Price
Per 100 FeetNominal Size Outside Diameter Wall Thickness

³⁄₄ 1.050 0.065 0.58 $120.15
1 1.315 0.065 0.74 180.25

1¹⁄₄ 1.660 0.065 0.95 207.50
1¹⁄₂ 1.900 0.065 1.09 229.35
2 2.375 0.065 1.37 283.95

• DO NOT use pipe or piping products that are not labled and aproved fr the Pressfit System.
Use of non-certified pipe or piping products could result in personal injury, property damage,joint leakage, and/or joint
separation.
PL-2001
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SECTION 7
HDPE
Products

SECTION 7 – HDPE Products

Products for Plain EndHDPE Plastic Pipe
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PRODUCTS FOR PLAIN END HDPE PLASTIC PIPE
(See Section 2 - page 50 for Style 920/920N Mechanical-T Outlets.)

Style 995 – Vic-Plus Grade “E” or “T” Gasket

*Coupling for High Density Polyethylene or Polybutylene Pipe. Refer to PB-234 for details.
§ Special bolt required.
+ Quoted on application.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare parts pricing. 
Style 99 gaskets fit Style 995 couplings.
# Supplied with T-bolts and rocker washer.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 994 – Vic-Plus Grade “E” or “T” Gasket

HDPE Flange has ductile iron housing. 
Standard flange bolts, for ANSI Class 125 or 150 mating flanges must be supplied by the installer.
† Surcharge for flange adapter supplied without gasket. Contact Victaulic for pricing.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

HDPE Coupling
Style 995 HDPE Coupling

Style 995
Request publication 19.02.

FM
APPROVED

PIPE
(inches) Aprx.

Weight
Each
(lbs)

COUPLING COMPLETE †
With Vic-Plus

Grade “E” or “T” Gasket Grade
“E” or “T”

Gasket
Only

Plated
Bolt & Nut

Size
(inches)

Nominal
Size

Outside
Diameter

Price Each

Painted Plated

2 2.375 3.5 $116.50 $133.65 $10.25 ¹⁄₂ ✕ 2¹⁄₂

3 3.500 7.7 139.35 156.90 11.90 ¹⁄₂ ✕ 2³⁄₄

4 4.500 11.6 153.15 174.00 17.90 ¹⁄₂ ✕ 2³⁄₄

5 5.563 15.0 182.50 206.95 21.15 ⁵⁄₈ ✕ 3¹⁄₄

6 6.625 16.4 213.25 241.45 25.75 ⁵⁄₈ ✕ 3¹⁄₄

8 8.625 24.9 250.00 286.65 34.10 ⁵⁄₈ ✕ 3¹⁄₄

10 10.750 37.4 287.50 342.45 43.65 ³⁄₄ ✕ 5
12 12.750 49.0 331.35 396.25 53.40 ⁷⁄₈ ✕ 5
14 14.000 81.0 970.65 1198.30 84.50 §
16 16.000 100.0 1295.20 1488.70 100.35 1 ✕ 7 #
18 18.000 127.0 1586.95 1825.15 105.10 1 ✕ 7 #
20 20.000 142.0 2155.60 2477.20 113.80 1 ✕ 7 #

Flange Adapter 
for HDPE Pipe
Style 994 HDPE Flange

Style 994
Request publication 19.04.

FM
APPROVED

PIPE
(inches)

HDPE FLANGE COMPLETE †
With Vic-Plus Grade “E” or “T” Gasket Vic-Plus

Grade “E” or “T”
Gasket

Price Each
Nominal

Size
Outside

Diameter

Aprx.
Weight Each

(lbs) Price Each

4 4.500 12.5 $178.55 $10.70
6 6.625 17.3 251.35 15.10
8 8.625 30.8 294.80 20.55
PL-2001
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Style 997 – Vic-Plus Grade “E” or “T” Gasket

The HDPE Transition coupling is supplied with painted or plated ductile iron housing, Grade “E” gasket (Grade “T” available) 
and plated track head bolts and nuts.
† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare parts pricing. Style 77 gaskets fit Style 997 couplings.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Transition 
Coupling
Style 997 HDPE-to-Steel Transition Coupling

Style 997
Request publication 19.03.
(HDPE to steel)

FM
APPROVED

PIPE
(inches)

Aprx.
Weight Each

(lbs)

COUPLING COMPLETE †
With Vic-Plus

Grade “E” or “T” Gasket Plated
Bolt & Nut

Size
(inches)

Nominal
Size

Outside
Diameter

Price Each

Standard Plated

2 2.375 3.0 $125.45 $132.40 ³⁄₈ ✕ 2
3 3.500 6.6 147.00 162.35 ¹⁄₂ ✕ 2¹⁄₂

4 4.500 8.7 172.00 192.25 ¹⁄₂ ✕ 2³⁄₄

5 5.563 11.5 197.15 223.85 ¹⁄₂ ✕ 2³⁄₄

6 6.625 14.8 236.50 270.85 ⁵⁄₈ ✕ 3¹⁄₄

8 8.625 21.7 272.40 322.70 ⁵⁄₈ ✕ 3¹⁄₄

10 10.750 34.3 376.25 462.75 ³⁄₄ ✕ 5
12 12.750 37.5 430.40 517.45 ⁷⁄₈ ✕ 5
93
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SECTION 8
Copper
Products

SECTION 8 – Copper Connection Products

Copper Connection forGrooved Copper Tubing
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GROOVED PIPING SYSTEM FOR
COPPER TUBING

* Services listed are General Service Recommendations only. It should be noted that there are services for which these gaskets 
are not recommended. Reference should always be made to the latest Victaulic Gasket Selection Guide 05.01 for specific gas-
ket service recommendations and for a listing of services that are not recommended. Gasket recommendations apply to Victau-
lic gaskets. Recommendations for a particular service do not necessarily imply compatibility of the coupling housing, related 
fittings or other components for the same service.

Style 606 – With Vic-Plus FlushSeal Grade “E” or “T” Gasket

† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
NOTE: See pages 22 - 27 for spare parts pricing.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Copper Fittings – 90˚ Elbow, 45˚ Elbow, Tee, or Cap

‡ Bronze casting, all others drawn copper.

R

Gasket Selection
Gasket Selection

Coupling for 
Copper Tubing
Style 606 Coupling

Style 606
Request publication 22.02.

PIPE
(inches)

COUPLING COMPLETE †
With Vic-Plus FlushSeal
Grade “E” or “T” Gasket SPARE PARTS

Nominal
Size

Outside
Diameter

Aprx.
Weight
Each
(lbs)

Price
Each

FlushSeal
Gasket Only

Grade “E” or “T”
Plated

Bolt & Nut

Price
Each

Size
(inches)

2 2.125 1.6 $13.15 $6.65 ³⁄₈ ✕ 2
2¹⁄₂ 2.625 1.8 14.95 8.65 ³⁄₈ ✕ 2
3 3.125 2.6 16.70 9.50 ¹⁄₂ ✕ 2³⁄₄

4 4.125 2.8 25.65 11.95 ¹⁄₂ ✕ 2³⁄₄

5 5.125 4.9 44.10 17.80 ⁵⁄₈ ✕ 3¹⁄₄

6 6.125 4.6 58.85 19.10 ⁵⁄₈ ✕ 3¹⁄₄

8 8.125 7.2 91.55 27.45 ⁵⁄₈ ✕ 4

Copper Fittings
Request publication 22.04.
No. 610 90˚ ElbowNo. 611 45˚ ElbowNo. 620 TeeNo. 660 Cap

No. 610 No. 611

No. 620
No. 660

Nominal
Size

(inches)

90˚ ELBOW
No. 610

45˚ ELBOW
No. 611

TEE
No. 620

CAP
No. 660

Aprx.
Weight
Each
(lbs)

Price
Each

Aprx.
Weight
Each
(lbs)

Price
Each

Aprx.
Weight
Each
(lbs)

Price
Each

Aprx.
Weight
Each
(lbs)

Price
Each

2 0.9 $20.10 0.8 $20.10 1.1 ‡ $33.60 1.2 ‡ $13.75
2¹⁄₂ 1.3 21.90 1.1 21.90 1.8 ‡ 35.75 1.4 ‡ 20.45
3 4.1 ‡ 31.00 1.6 ‡ 31.00 3.2 ‡ 53.70 1.4 ‡ 25.90
4 6.7 ‡ 72.55 3.4 ‡ 72.55 6.1 ‡ 118.70 2.4 ‡ 39.20
5 15.0 ‡ 207.45 10.0 ‡ 207.45 18.5 ‡ 334.65 3.5 ‡ 44.55
6 20.0 ‡ 331.75 13.0 ‡ 331.75 25.5 ‡ 413.90 4.2 ‡ 81.30
8 26.0 ‡ 623.45 15.6 ‡ 623.45 45.0 ‡ 739.75 – –
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No. 650 Grooved ✕  Grooved
No. 650 Groove ✕  Groove

‡ Bronze casting, all others drawn copper.

No. 652 Grooved ✕  Cup

No. 625 Grooved ✕  Grooved

‡ Bronze casting, all others drawn copper.

Copper 
Concentric 
Reducer
Reducers

No. 650
Request publication 22.04.

Nominal
Size

(inches)

End to
End

(inches)

Aprx.
Weight
Each
(lbs)

Price
Each

Nominal
Size

(inches)

End to
End

(inches)

Aprx.
Weight
Each
(lbs)

Price
Each

2¹⁄₂ ✕ 2 3.13 1.00 $29.30 5 ✕ 3 3.88 6.30 $173.40
3 ✕ 2 ‡ 3.38 0.95 29.30 ✕ 4 ‡ 3.38 6.30 173.40
3 ✕ 2¹⁄₂ ‡ 3.13 1.03 29.30 6 ✕ 3 ‡ 4.38 6.40 187.75
4 ✕ 2 ‡ 3.88 1.65 61.05 ✕ 4 ‡ 3.88 6.50 187.75

✕ 2¹⁄₂ ‡ 3.63 1.95 61.05 ✕ 5 ‡ 3.38 6.70 187.75
✕ 3 ‡ 3.38 2.02 61.05 8 ✕ 6 ‡ 5.00 10.00 330.30

Copper 
Concentric 
Reducer
No. 652 Groove ✕  Cup

No. 652
Request publication 22.04.

Nominal
Size

(inches)
End to End

(inches)
Cup

(inches)

Aprx.
Weight Each

(lbs) Price Each

2 ✕ 1 2.70 0.91 0.50 $24.40
✕ 1¹⁄₄ 3.00 0.97 0.45 24.40
✕ 1¹⁄₂ 2.94 1.09 0.45 24.40

2¹⁄₂ ✕ 1 3.25 0.91 0.78 29.85
✕ 1¹⁄₄ 3.52 0.97 0.60 29.85
✕ 1¹⁄₂ 3.45 1.09 0.65 29.85
✕ 2 3.30 1.34 0.65 29.85

3 ✕ 1¹⁄₂ 3.68 1.09 1.06 37.15
✕ 2 4.10 1.34 0.99 37.15

4 ✕ 2 4.75 1.34 1.95 69.90

Copper
Reducing Tee
No. 625 Reducing Tee (Groove ✕  Groove)

No. 625
Request publication 22.04.

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price
Each

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price
Each

2¹⁄₂ ✕ 2 1.58 $54.05 5 ✕ 3 ‡ 5.41 $479.95
3 ✕ 2 ‡ 2.14 69.50 ✕ 4 ‡ 8.75 479.95

✕ 2¹⁄₂ ‡ 2.43 91.85 6 ✕ 2¹⁄₂ ‡ 6.66 586.35
4 ✕ 2 ‡ 5.25 156.65 ✕ 3 ‡ 8.12 586.35

✕ 2¹⁄₂ ‡ 5.75 156.65 ✕ 4 ‡ 9.75 586.35
✕ 3 ‡ 6.25 156.65 ✕ 5 ‡ 11.25 586.35
97
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z

No. 626 Grooved ✕  Cup

Style 641 – Vic-Plus Grade “E” or “T” Gasket

† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
For bolt and nut set pricing see page 27.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Vic-Flange adapters require a smooth, hard surface at the mating flange face for effective sealing. 
Some applications, for which the Vic-Flange adapter is otherwise well suited, do not provide an 
adequate mating surface. In such cases, it is recommended that a phenolic (Type F) Flange 
Washer be inserted between the Vic-Flange adapter and the mating flange to provide the 
necessary sealing surface.
Typical applications where a Vic-Flange Washer should be used are:

1. When mating to a serrated flange: a flange gasket should be used adjacent to the serrated 
flange and then the flange washer is inserted between the Vic-Flange adapter and the 
flange gasket.

2. When mating to a wafer valve: where typical valves are rubber lined and partially rubber 
faced (smooth or not), the flange washer is placed between the valve and the Vic-Flange 
adapter.

3. When mating to a rubber faced flange: the flange washer is placed between the Vic-Flange 
adapters and the rubber faced flange.

4. When mating C.I. flanges to IPS flanges: the flange washer is placed between the two Vic-
Flange adapters. If one flange is not a Vic-Flange adapter (e.g., flanged valve), then a 
flanged gasket must be placed adjacent to that flange and the flange washer must be 
inserted between the flange gasket and the Vic-Flange adapter.

5. When mating to components (valves, strainer, etc.) where the component flange face has 
an insert: follow the same arrangement as in #1 above.

For CTS to IPS Connections.
See page 69.

Copper
Reducing Tee
No. 626 Reducing Tee (Groove ✕  Cup)

No. 626
Request publication 22.04.

Dielectric Waterway Transition Fittings

Nominal
Size

(inches)

Weight
Each
(lbs)

Price
Each

Nominal
Size

(inches)

Weight
Each
(lbs)

Price
Each

2 ✕ ³⁄₄ 0.75 $43.25 3 ✕ ³⁄₄ 1.40 $100.65
✕ 1 0.81 43.25 ✕ 1 1.45 69.50
✕ 1¹⁄₄ 0.85 43.25 ✕ 1¹⁄₄ 1.74 69.50
✕ 1¹⁄₂ 0.87 43.25 ✕ 1¹⁄₂ 1.74 69.50

2¹⁄₂ ✕ ³⁄₄ 1.00 55.55 4 ✕ ³⁄₄ 2.75 119.00
✕ 1 1.17 54.10 ✕ 1 2.86 156.65
✕ 1¹⁄₄ 1.23 54.10 ✕ 1¹⁄₄ 3.03 156.65
✕ 1¹⁄₂ 1.32 54.10 ✕ 1¹⁄₂ 3.16 156.65

Copper 
Connection
Vic-Flange® 
Adapters
Style 641 Vic-Flange Adapter

Style 641
Request publication 22.03.
To connect grooved copper to 
flanged equipment

PIPE
(inches)

VIC-FLANGE ADAPTER
COMPLETE†
with Vic-Plus

Grade “E” or “T” Gasket SPARE PARTS

Nominal
Size

Outside
Diameter

Aprx.
Weight Each

(lbs)
Price
Each

Vic-Plus
Grade “E” or “T”

Gasket
Price Each

Vic-Flange
Washers

2 2.125 3.8 $107.00 $8.20 $11.40
2¹⁄₂ 2.625 4.7 111.65 9.10 12.30
3 3.125 5.4 116.80 10.10 13.60
4 4.125 7.7 128.20 13.15 21.60
5 5.125 9.3 172.55 16.25 24.00
6 6.125 10.3 188.15 18.70 27.15
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Series 608 – Bare Valve, Two Position Detent, Lever Operator, or Gear Operator

† See numbering chart below.

Series 608 – Valve Options

† See numbering chart below.

Series 608 – Operator Options

Chain @$2.55 per foot.
† See numbering chart below.
2" nut, in lieu of handwheel, available at no additional charge.
Specify clearly on order.
Gear Operators available with both memory stop and chain wheel- add both adders (3_ _ _ -24)†.

Copper 
Connection 
Butterfly Valves
Series 608 Copper System Butterfly ValveSeries 608 Accessories

Series 608
Request publication 22.05.
EPDM (Grade E) Disc
(Fig. V - _ _ _ -362 _ - _ _)
Cast Bronze Body

Nominal
Copper Size

Bare Valve
(3622-00) †

Two Position Detent
(3620-15) †

Lever Operator
(3622-11) †

Gear Operator
(3622-20) †

024 $203.20 $224.60 $250.55 $410.30
030 227.60 266.50 274.95 434.80
040 300.95 N/A 348.30 508.15
050 395.55 N/A 442.95 602.70
060 426.15 N/A 473.40 633.25

Valve Options
When ordered separately from 
the valve, these items are 
provided as a kit. See page 58 
for pricing.

Series 608 Gear Operator

Nominal
Copper

Size

Bracket
Insulation

(3 _ _ 3 - _ _ ) †

Nominal
Copper

Size

Bracket
Insulation

(3 _ _ 3 - _ _ ) †

024 $24.20 050 $25.15
030 24.20 060 27.65
040 25.15

Operator Options
When ordered separately from 
the valve, these items are 
provided as a kit. See page 58 
for pricing. Nominal

Copper
Size

Chain Wheel
(3 _ _ _ - 22) †

Memory
Stop

(3 _ _ _ - 21) †

Aprx.
Weight
Each
(lbs)

Nominal
Copper

Size
Chain Wheel

(3 _ _ _ - 22) †

Memory
Stop

(3 _ _ _ - 21) †

Aprx.
Weight
Each
(lbs)

024 $149.05 $34.60 3.5 050 $149.05 $34.60 3.5
030 149.05 34.60 3.5 060 149.05 34.60 5.0
040 149.05 34.60 3.5

Butterfly Valve Numbering System for Series 608

V - 040 - 3 6 2 2 11

Type Size
Pressure
Rating Body Disc/Trim Bracket Operator

V 024
030
040
050
060

3 - 300 psi 6 - Bronze (w/copper 
connection 
grooves)

9 - Special*

1 - Buna/Bronze
2 - EPDM/Bronze

9 - Special*

0 - No Bracket (2)
2 - Standard
3 - Standard with

insulation

9 - Special*

00 -Bare
11 -Lever handle with memory stop
15 -2 position detent handle

(sizes 2", 2¹⁄₂" & 3" only)
20 -Gear operator
21 -Gear operator with memory stop
22 -Gear operator with chain wheel
23 -Gear operator with AWWA square oper. 

nut
24 -Gear operator with memory stop and

chain wheel
29 -Non-std. gear operator*
VV -Pneumatic*
WW - Electric*
YY - Hydraulic*
LD - 10 position handle with tamper-proof

Locking Device

NOTES:
(2) Used with 2 position detent handle only
*Details required
99
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Aluminum
Products

SECTION 9 – Aluminum Products

Products for GroovedAluminum Pipe
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ALUMINUM PRODUCTS FOR GROOVED END PIPE
 

Style 77A with Vic-Plus Gasket

 

Style 78A – Aluminum Snap-Joint Couplings with Vic-Plus Gasket

† Surcharge for couplings supplied without gasket. Contact Victaulic for pricing.
Style 77A couplings consist of aluminum (356T6 alloy) housings, Grade “T” or “E” synthetic gasket and plated steel bolts and 
nuts. Style 78A couplings consist of aluminum (Tenzaloy) housings, Grade “T” or “E” synthetic gasket. Additional gasket com-
pounds and coupling sizes priced on application.
NOTE: See pages 22 - 27 for spare part pricing.
ALWAYS SPECIFY GASKET GRADE WHEN ORDERING.
NOTE: Items in shaded area are non-cancellable and non-returnable.

Aluminum Fittings – 90˚ Elbow, 45˚ Elbow, Tee, or Cap

Fittings made of aluminum (356T6 alloy). Additional sizes and items priced on application.
(sw) = Segmentally welded. 
+Quoted on application.
NOTE: Items in shaded area are non-cancellable and non-returnable.

Aluminum
Coupling
Style 77A Aluminum CouplingStyle 78A Aluminum Snap-Joint Coupling

Styles 77A and 78A

Style 77A
Request publication 21.01.

Style 78A
Request publication 21.02.

PIPE
(inches)

COUPLING COMPLETE †
With Vic-Plus

Grade “E” or “T” Gasket SPARE PARTS

Nominal
Size

Outside
Diameter

Aprx.
Weight Each

(lbs) Price Each

Plated Bolt & Nut

Size
(inches)

1 1.315 0.8 $31.15 ³⁄₈ ✕ 2
1¹⁄₂ 1.900 1.2 42.05 ¹⁄₂ ✕ 2¹⁄₂

2 2.375 1.2 47.20 ¹⁄₂ ✕ 2¹⁄₂

2¹⁄₂ 2.875 1.6 59.95 ¹⁄₂ ✕ 2³⁄₄

3 3.500 1.8 64.65 ¹⁄₂ ✕ 2³⁄₄

4 4.500 3.8 88.30 ⁵⁄₈ ✕ 3¹⁄₄

5 5.563 5.3 163.65 ³⁄₄ ✕ 4¹⁄₄

6 6.625 5.7 178.35 ³⁄₄ ✕ 4¹⁄₄

8 8.625 9.6 227.35 ⁷⁄₈ ✕ 5
12 12.000 17.5 318.80 1 ✕ 6¹⁄₂

2 2.375 1.2 $58.90
10 10.750 9.9 397.25

Aluminum 
Fittings
Request publication 21.03.
Aluminum Fittings

No. 10A No. 11A

No. 20A
No. 60A

Nominal
Size

(inches)

90˚ ELBOW
No. 10A

45˚ ELBOW
No. 11A

TEE
No. 20A

CAP
No. 60A

Aprx.
Weight
Each
(lbs)

Price
Each

Aprx.
Weight
Each
(lbs)

Price
Each

Aprx.
Weight
Each
(lbs)

Price
Each

Aprx.
Weight
Each
(lbs)

Price
Each

1 0.2 $73.60 0.2 $73.60 0.4 $97.95 0.1 $61.50
1¹⁄₂ 0.5 73.60 0.4 73.60 0.7 97.95 0.2 61.50
2 0.7 73.60 0.6 73.60 1.0 97.95 0.3 61.50

2¹⁄₂ 1.0 73.60 0.7 73.60 1.5 97.95 0.3 61.50
3 1.7 104.45 1.2 104.45 2.5 154.65 0.5 74.10
4 2.6 160.95 2.0 160.95 4.6 222.45 1.0 114.65
5 5.2 278.30 4.7 (sw) 278.30 8.0 414.00 2.1 +
6 6.5 371.10 6.5 371.10 9.1 653.00 3.0 163.05
8 15.2 626.05 14.0 628.25 18.4 990.60 6.0 255.50
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No. 50A/52A Aluminum Reducers

+ Quoted on application.
NOTE: Items in shaded areas are non-cancellable and non-returnable.

Aluminum Adapter Nipples – Grooved ✕  Threaded, Grooved ✕  Beveled, or Grooved ✕  Grooved

Made of standard weight aluminum pipe. Special lengths priced on application.

NOTE: Other Aluminum products for grooved aluminum piping are available. 
Contact Victaulic for details.

Aluminum 
Reducers
Request publication 21.03.
Aluminum Reducers

No. 50A

No. 52A

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

No. 50A
Price Each

No. 52A
Price Each

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

No. 50A
Price Each

No. 52A
Price Each

1¹⁄₂ ✕ 1 0.2 $44.45 $58.95 4 ✕ 2¹⁄₂ 1.1 $83.90 $97.95
2 ✕ 1 0.2 44.45 58.95 ✕ 3 1.0 85.15 99.15

✕ 1¹⁄₂ 0.3 44.45 58.95 6 ✕ 3 2.1 134.10 148.85
3 ✕ 1 0.7 44.45 58.95 ✕ 4 2.3 134.10 +

✕ 2 0.6 58.15 73.60 8 ✕ 4 6.0 + –
✕ 2¹⁄₂ 0.5 68.10 81.85 ✕ 6 5.2 193.05 –

4 ✕ 2 0.9 74.65 88.30

Aluminum 
Adapter Nipples
Request publication 21.03.
Adapter Nipples

Grooved ✕  Threaded
No. 40A

Grooved ✕  Beveled
No. 42A

Grooved ✕  Grooved
No. 43A

Nominal
Size

(inches)
End to End

(inches)

Aprx.
Weight
Each
(lbs) Price Each

Nominal
Size

(inches)
End to End

(inches)

Aprx.
Weight
Each
(lbs)

Price
Each

1 3 0.2 $25.50 4 6 1.9 $63.45
1¹⁄₂ 4 0.3 25.50 5 6 2.5 92.85
2 4 0.4 25.50 6 6 3.3 113.10

2¹⁄₂ 4 0.7 37.20 8 6 5.0 170.40
3 4 0.9 31.45
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SECTION 10
Large Diameter
Products

SECTION 10 – Vic-Ring® System

Vic-Ring® System ForIPS Steel Pipe
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SECTION 10

 

Depend-O-Lok
Couplings

 

FluidMaster/
AirMaster

 

Expansion Joint

LARGE DIAMETER PIPING SOLUTIONS

 

■

 

Provides a reliable, economical alternative to traditional bolted sleeve-type 
couplings.

 

■

 

Available in a variety of styles to meet specific application 
requirements, including:

•

 

Bolted Split-Sleeve Flexible Coupling

 

Unrestrained, flexible bottle-tight joints (formerly E 

 

✕

 

 E)
•

 

Bolted Split-Sleeve Restrained Flexible Coupling

 

Fully restrained pipe joints without external harnessing 
(formerly F 

 

✕

 

 F)
•

 

Bolted Split-Sleeve Expansion Couplings

 

Pipe joints that provide for thermal expansion and contraction 
(formerly F 

 

✕

 

 E)

 

■

 

D-O-L couplings meet or exceed the design, material and 
performance standards set forth in AWWA C-219.

 

■

 

Designed to provide fully restrained joints for air and fluid-conveying 
pipelines.

 

■

 

Shouldered couplings that are designed to operate at design 
pressures of the system.

 

■

 

Meet or exceed the performance standards set forth in 
AWWA C-606.

 

■

 

Complete line of expansion joints.

 

■

 

Offers solutions for accommodating thermal expansion and contraction 
of pipelines.

 

■

 

Products include:
•

 

OmniFlex

 

Stainless Steel Bellows-Type Expansion Joints 
(can also accommodate lateral movement)

•

 

D-O-L

 

 Bolted Split-Sleeve Expansion Couplings
(accommodates expansion/contraction up to 6

 

¹⁄₂

 

")
•

 

Paragon Expansion Joints

 

Fabricated Mechanical Expansion Joints
•

 

PolyMax

 

(Fabricated steel mechanical slip-type expansion joints 
per AWWA C221)

 

For more information on the above products, contact the 
Victaulic Customer Care Center: 

 

Phone: 

 

1-800-PICK-VIC (1-800-742-5842)

 

Email: 

 

pickvic@victaulic.com
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SECTION 10

 

Large Diameter Piping Solution
Inquiry Check Sheet

 

Fax completed form to: 770/840-8312

BRCR# ______________ Date: ______________

 

The joining of pipe with a suitable Victaulic Coupling presents individual considerations that require review by 
Victaulic Engineers, who are experienced in special pipe joining applications. For application information, please 
contact your local salesperson or call the Customer Services Department at 1-800-PICK VIC.

 

TO OBTAIN A QUOTE PLEASE COMPLETE THE INFORMATION REQUESTED BELOW AND FAX TO 
OUR SALES SPECIALISTS AT 770/840-8312.

 

CUSTOMER INFORMATION

 

PROJECT NAME BID DATE

PROJECT/LOCATION DESIGN ENGINEER

VICTAULIC SALESPERSON LOCATION

CUSTOMER PHONE

CUSTOMER CONTACT NAME DISTRIBUTOR/FABRICATOR/CONTRACTOR NAME

PHONE FAX PHONE FAX

WHAT IS SPECIFIED?

 

❏

 

 Vic-Ring

 

❏

 

 Fluidmaster

 

❏

 

 Air Master

 

❏

 

 D-O-L Flexible

 

❏

 

 D-O-L Expansion

 

❏

 

 D-O-L Restrained

 

❏ 

 

BSTC Restrained

 

❏ 

 

BSTC (Unrestrained)

 

❏ 

 

Other (please describe below)

 

APPLICATION DATA

 

ACTUAL PIPE O.D. PIPE WALL THICKNESS

PIPE MATERIAL:

 

❏

 

 Carbon Steel

 

❏

 

 AWWA Ductile Iron

 

❏

 

 Stainless Steel

 

❏

 

 HDPE ( ___ SDR)

 

❏

 

 Other (please describe below)

 

BOLT MATERIAL:

 

❏

 

 A-325 HDG

 

❏

 

 T-304

 

❏

 

 T-316

 

❏

 

 Other (please describe below)

 

SPECIFICATIONS ATTACHED NO. OF PAGES

 

❏

 

 Yes

 

❏

 

 No

 

CUSTOMER DRAWINGS ATTACHED NO. OF PAGES

 

❏

 

 Yes

 

❏

 

 No

 

WORKING PRESSURE (psi) TEST PRESSURE/SHOCK LOAD (psi)

OPERATING TEMPERATURE RANGE 

 

Max (°F) Min. (°F)

 

FLUID MEDIA

QUANTITY OF RINGS REQUIRED DELIVERY DATE REQUIRED

JOINT TYPE

 

❏

 

 Pipe to Pipe

 

❏

 

 Pipe to Shoulder

 

❏

 

 Pipe to Shoulder Valve
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VIC-RING® COUPLINGS AND ADAPTER RINGS
Vic-Ring Adapters and Couplings are sold as a joint. 
Contact Victaulic for pricing. Other types of ring adapters and couplings are available up to 144". 
Contact Victaulic for details.

Style 22 Couplings

+ Quoted on application.
† “T” gaskets quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 41 Couplings

+ Quoted on application.
† “T” gaskets quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 44 Couplings

+ Quoted on application.
† “T” gaskets quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 22 
Couplings
Style 22 Coupling with Type “A” Vic-Ring Adapters

With Type “A
Vic-Ring Adapters

Type “A”

NOTES:
These Vic-Ring adapters are not to be 
considered as pipe reinforcement. 
If reinforcement is required, provision 
must be made by the designer.

PIPE
O.D.

(inches)

Max. Work.
Pressure

(psi)
Size

(inches)

Joint
Price
Each

Spare Parts

No.

Bolt
Dim. Size 
(inches)

Bolt/Nut
Price Ea.

Grade “E” †
Gasket

Price Ea.

16 200 17 + 4 1 ✕ 5¹⁄₂ $12.00 +
20 200 20 + 4 1 ✕ 3¹⁄₂ 10.30 +
24 200 24 + 4 1¹⁄₈ ✕ 5¹⁄₂ 16.45 $166.35
30 150 30 + 6 1 ✕ 5¹⁄₂ 12.00 +
33 90 33 + 6 1¹⁄₄ ✕ 5¹⁄₂ 49.80 297.70
36 90 36 + 6 1¹⁄₂ ✕ 5³⁄₄ 62.50 333.85
60 50 60 + 10 1⁵⁄₈ ✕ 6 91.05 440.95

Styles 41/44 
Couplings
Style 41/44 Couplings with Type “C” Vic-Ring Adapters

With Type “C”
Vic-Ring Adapters

Type “C”

NOTES:
† Maximum working pressure listed 
based on properly applied Type “C” 
Vic-Ring on steel pipe of wall thickness 
listed.
These Vic-Ring adapters are not to be 
considered as pipe reinforcement. If 
reinforcement is required, provision 
must be made by the designer.

PIPE
O.D.

(inches)

Max. Work.
Pressure †

(psi)
Style
No.

Joint
Price
Each

Spare Parts

No.

Bolt
Dim. Size 
(inches)

Bolt/Nut
Price Ea.

Grade “E” †
Gasket

Price Ea.

30 90 41 + 6 1¹⁄₈ ✕ 5¹⁄₂ $16.45 $227.10
36 90 41 + 6 1¹⁄₈ ✕ 5¹⁄₂ 16.45 276.80
42 50 41 + 8 1³⁄₈ ✕ 5³⁄₄ 58.70 303.05
46 50 41 + 8 1¹⁄₂ ✕ 5³⁄₄ 62.50 303.05
48 50 41 + 8 1⁵⁄₈ ✕ 6 91.05 345.25
54 50 41 + 8 1³⁄₄ ✕ 6 110.30 379.45
60 50 41 + 10 1⁷⁄₈ ✕ 6 138.65 440.95

PIPE
O.D.

(inches)

Max. Work.
Pressure †

(psi)
Style
No.

Joint
Price
Each

Spare Parts

No.

Bolt
Dim. Size 
(inches)

Bolt/Nut
Price Ea.

Grade “E” †
Gasket

Price Ea.

30 175 44 + 6 1¹⁄₂ ✕ 5³⁄₄ $62.50 $227.10
36 175 44 + 6 1¹⁄₂ ✕ 5³⁄₄ 62.50 276.80
42 175 44 + 8 1³⁄₄ ✕ 6 110.30 303.05
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Style 31 Couplings

+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 41 Couplings

+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 31 
Couplings
Style 31 Coupling with Type “D” & “E” Vic-Ring Adapters

With Type “D” and “E” 
Vic-Ring Adapters

Type “D”

Type “E”

NOTES:
‡ Specify Ring Adapter type on order.
These Vic-Ring adapters are not to be 
considered as pipe reinforcement. 
If reinforcement is required, provision 
must be made by the designer.

PIPE
O.D.

(inches)

Max. Work.
Pressure

(psi)
Style
No.

Type “D”
or “E”
Joint
Price

Each ‡

Spare Parts

No.

Bolt
Dim. Size 
(inches)

Bolt/Nut
Price Ea.

Grade
“S” or “M”

Gasket
Price Ea.

14 175 31 + 4 1 ✕ 3¹⁄₂ $10.30 $35.45
18 175 31 + 4 1 ✕ 3¹⁄₂ 10.30 57.70
20 175 31 + 4 1¹⁄₈ ✕ 4 16.45 77.45
24 175 31 + 6 1¹⁄₈ ✕ 4 16.45 105.75
30 150 31 + 6 1¹⁄₈ ✕ 4 16.45 139.30
36 150 31 + 6 1¹⁄₈ ✕ 4 16.45 161.85

Style 41 
Couplings
Style 41 Coupling with Type “D” & “E” Vic-Ring Adapters

With Type “D” and “E” 
Vic-Ring Adapters

Type “D”

Type “E”

NOTES:
‡ Specify Ring Adapter type on order.
These Vic-Ring adapters are not to be 
considered as pipe reinforcement. 
If reinforcement is required, provision 
must be made by the designer.

PIPE
O.D.

(inches)

Max. Work.
Pressure

(psi)
Style
No.

Type “D”
or “E”
Joint
Price

Each ‡

Spare Parts

No.

Bolt
Dim. Size 
(inches)

Bolt/Nut
Price Ea.

Grade “E”
Gasket

Price Ea.

30 90 41 + 6 1¹⁄₈ ✕ 5¹⁄₂ $16.45 $227.10
36 90 41 + 6 1¹⁄₈ ✕ 5¹⁄₂ 16.45 276.80
38 90 41 + 6 1¹⁄₄ ✕ 5¹⁄₂ 49.80 291.70
42 90 41 + 8 1³⁄₈ ✕ 5³⁄₄ 58.70 303.05
46 90 41 + 8 1¹⁄₂ ✕ 5³⁄₄ 62.50 303.05
48 90 41 + 16 1⁵⁄₈ ✕ 6 91.50 345.25
54 90 41 + 16 1³⁄₄ ✕ 6 110.30 379.45
60 90 41 + 20 1⁷⁄₈ ✕ 6 146.25 440.95
66 90 41 + 24 1¹⁄₂ ✕ 5³⁄₄ 62.50 +
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Style 44 Couplings

+ Quoted on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 44 
Couplings
Style 44 Coupling with Type “D” & “E” Vic-Ring Adapters

With Type “D” and “E” 
Vic-Ring Adapters

Type “D”

Type “E”

NOTES:
‡ Specify Ring Adapter type on order.
These Vic-Ring adapters are not to be 
considered as pipe reinforcement. 
If reinforcement is required, provision 
must be made by the designer.

PIPE
O.D.

(inches)

Max. Work.
Pressure

(psi)
Style
No.

Type “D”
or “E”
Joint
Price
Each

Spare Parts

No.

Bolt
Dim. Size 
(inches)

Bolt/Nut
Price Ea.

Grade “E”
Gasket

Price Ea.

4 175 44 + 2 ⁵⁄₈ ✕ 4 $5.75 $21.35
6 175 44 + 2 ⁵⁄₈ ✕ 4 5.75 38.80
8 175 44 + 2 ³⁄₄ ✕ 5 6.80 40.20
10 175 44 + 2 ³⁄₄ ✕ 5 6.80 41.10
12 175 44 + 2 ⁷⁄₈ ✕ 5¹⁄₂ 10.90 54.35
14 175 44 + 4 1 ✕ 3¹⁄₂ 10.30 62.10
16 175 44 + 4 1 ✕ 3¹⁄₂ 10.30 71.80
18 175 44 + 4 1 ✕ 3¹⁄₂ 10.30 89.05
20 175 44 + 4 1¹⁄₄ ✕ 5¹⁄₂ 49.80 119.70
24 175 44 + 6 1¹⁄₄ ✕ 3¹⁄₂ 40.85 166.35
30 175 44 + 6 1¹⁄₂ ✕ 5³⁄₄ 62.50 227.10
36 175 44 + 6 1¹⁄₂ ✕ 5³⁄₄ 62.50 276.80
42 175 44 + 8 1³⁄₄ ✕ 6 110.30 303.05
48 175 44 + 16 1³⁄₈ ✕ 5³⁄₄ 58.70 345.25
54 175 44 + 16 1¹⁄₂ ✕ 5³⁄₄ 62.50 379.45
60 175 44 + 20 1¹⁄₂ ✕ 5³⁄₄ 62.50 440.95
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TA Hydronics
Circuit Balancing 
Valves

SECTION 11 – TA Hydronics Circuit Balancing Valves

TA CircuitBalancing Valves
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TA CIRCUIT BALANCING VALVES

Series 786

Series 787

Series 788

Series 789

Series 786
Series 786 STAS

STAS
Request publication 08.16.
Solder End (300 psi)

Nominal Size
(inches) Vic-Part Code T & A Code List Price

¹⁄₂ V-004-786-CBV 52-167-914 $38.00
³⁄₄ V-006-786-CBV 52-167-920 40.20
1 V-010-786-CBV 52-167-925 52.50

1¹⁄₄ V-012-786-CBV 52-167-932 77.05
1¹⁄₂ V-014-786-CBV 52-167-940 88.90
2 V-020-786-CBV 52-167-950 133.70

Series 787
Series 787 STAD

STAD
Request publication 08.16.
NPT (Fem.) End (300 psi)

Nominal Size
(inches) Vic-Part Code T & A Code List Price

¹⁄₂ V-004-787-CBV 52-167-514 $36.85
³⁄₄ V-006-787-CBV 52-167-520 40.70
1 V-010-787-CBV 52-167-525 53.15

1¹⁄₄ V-012-787-CBV 52-167-532 77.90
1¹⁄₂ V-014-787-CBV 52-167-540 90.45
2 V-020-787-CBV 52-167-550 135.25

Series 788
Series 788 STAF

STAF
Request publication 08.16.
Flanged End (250 psi)

Nominal Size
(inches) Vic-Part Code T & A Code List Price

2¹⁄₂ V-024-788-CBV 52-167-965 $316.85
3 V-030-788-CBV 52-167-980 484.25
4 V-040-788-CBV 52-167-990 668.15
5 V-050-788-CBV 52-167-991 1196.15
6 V-060-788-CBV 52-167-992 1529.60
8 V-080-788-CBV 52-167-993 3306.70

10 V-100-788-CBV 52-167-994 4295.50
12 V-120-788-CBV 52-167-995 8994.85

Series 789
Series 789 STAG

STAG
Request publication 08.16.
Grooved End (350 psi)

Nominal Size
(inches) Vic-Part Code T & A Code List Price

2¹⁄₂ V-024-789-CBV 52-167-073 $273.25
3 V-030-789-CBV 52-167-089 426.30
4 V-040-789-CBV 52-167-114 589.70
5 V-050-789-CBV 52-167-141 1068.25
6 V-060-789-CBV 52-167-168 1431.00
8 V-080-789-CBV 52-167-219 3050.10

10 V-100-789-CBV 52-167-273 4001.90
12 V-120-789-CBV 52-167-324 8697.55
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Series 785

Series 785 is shipped with probe ports disassembled for soldering.

Series 786

NOTE: Items listed in shaded area are non-cancellable and non-returnable.

Series 738

† The Series 738 D.G.M. reads differential pressure in inches of water. The gauge is calibrated from 0 - 135 in. of H2O. The 
meter comes with a conversion kit.
* The kit includes 2 probes, 1 ball valve, necessary fittings, flow wheel and instruction sheet.

CBIII is a computer programmed balancing instrument. It consists of an electronic differential 
pressure gauge and a micro computer that is programmed with the TA valve characteristics, 
which makes a direct reading of flow and differential pressures possible.

The CBIII instrument has two main components:

• An instrument that contains a micro computer, input touch pad, LCD display and 
re-chargeable NiMh batteries.

• A sensor unit that contains a piezo-resistive pressure sensor, one measurement valve and 
connections. The measurement valve has a safety function which protects the sensor from 
differential pressures that are too high.

Series 737

NOTE: Items listed in shaded area are non-cancellable and non-returnable.

Series 785
Series 785 TBVS

TBVS
Request publication 08.16.
Sweated End “Mini” (125 psi)

Nominal Size
(inches) Vic-Part Code T & A Code List Price

¹⁄₂ V-004-785-CBV 52-167-015 $33.10
³⁄₄ V-006-785-CBV 52-167-020 35.20

Series 786
Series 786 Drain Kit

Drain Kit
Request publication 08.16.

Vic-Part Code T & A Code List Price

K-000-786-CBV 52-167-997 $9.45

Series 738
Series 738 Differential Meter Gauge

Differential Gauge 
Meter and 
Conversion Kit
Request publication 09.11.

Vic-Part Code T & A Code List Price

Differential Gauge Meter †
V-000-738-000 – $1328.70

Universal Gauge Meter Conversion Kit Only*
K-000-738-000 – $101.50

Series 737
Series 740 Circuit Balancing Instruments

CBI II
Hand Held Meter
Request publication TB-7-5-5.

Vic-Part Code T & A Code List Price

V-000-737-000 52-197-014 $5703.70
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Insulation Kits

NOTE: Items listed in shaded area are non-cancellable and non-returnable.

Series 788 & 789 Insulation Kits

NOTE: Items listed in shaded area are non-cancellable and non-returnable.

Spare Parts

NOTE: Items listed in shaded area are non-cancellable and non-returnable.
GENERAL INFORMATION

Insulation Kits
Request publication 08.16.
Insulation Kits

Nominal Size
(inches) Vic-Part Code List Price

¹⁄₂ & ³⁄₄ K-004-784-INS $10.30
1 K-010-784-INS 11.25

1¹⁄₄ K-012-784-INS 12.00
1¹⁄₂ K-014-784-INS 13.35
2 K-020-784-INS 16.40

Series 788 & 789 
Insulation Kits
Request publication 08.16.
Series 788 & 789 Insulation Kits

Nominal Size
(inches) Vic-Part Code T & A Code List Price

2¹⁄₂ K-024-784-INS 52-189-865 $178.00
3 K-030-784-INS 52-189-880 197.40
4 K-040-784-INS 52-189-890 220.05
5 K-050-784-INS 52-189-891 245.90
6 K-060-784-INS 52-189-892 303.95

Spare Parts
Request publication 08.16.
Spare Parts

Probe
Port

Extended
Probe Port

0

0

STAD 1 1/4

S
H

UT O PEN

Plastic
Handwheel

Plastic
Handwheel

Nominal Size
(inches) Vic-Part Code T & A Code List Price

Probe Port Set
¹⁄₂ - 2 K-000-740-003 52-179-810 $34.05

2¹⁄₂ - 12 K-000-740-002 52-179-811 34.05
Extended (2³⁄₈") Port Set

2¹⁄₂ - 12 K-000-740-001 52-179-812 $45.50

Handwheel – Plastic
¹⁄₂ - 2 P-004-784-001 52-186-009 $15.00
2¹⁄₂ - 6 P-024-784-001 52-186-098 46.35

Handwheel – Aluminum
8 - 12 P-080-784-001 52-186-098 $327.45
PL-2001
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VICTAULIC PIPE PREPARATION TOOLS
Victaulic is the leader in the development of roll and cut grooving tools.
In addition to our extensive lines of grooving tools, Victaulic offers hole
cutting tools, cut-off tools, cleaning and pressing tools. Tools are avail-
able for purchase or rental through the Victaulic Tool Company. Request
Price List PL01-3 for pricing information.

 

■ Manual, orbital, in-line groovers
■ Lightweight and perfect for retrofit/repairs
■ No power required; no roll changes

 

■ Lightweight and portable for field use
■ Requires external power drive

 

■ Portable, rugged and durable for field grooving
■ Offered for use with external power drives or with the power drive built in
■ Quick and easy roll changes without changing shafts 

Manual Roll 
Groovers
Pipe Preparation Tools

Portable Field 
Roll Groovers

Field Roll 
Groovers

Requires External Power Drive Built-in Power Drive
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■ Heavy-duty shop model for production grooving
■ Quick and easy roll changes without changing shafts
■ Pipe stabilizer prevents pipe sway

 

■ Ideal for Schedule 40 and 80 pipe
■ Groovers range from ³⁄₄ - 24" for steel and ductile iron

 

■ Automatically removes coupons when cutting
■ Hot-tap model available for cutting into pressurized lines

 

■ Used to join revolutionary Pressfit System for Schedule 5 pipe
■ Individual jaws are provided for each size of pipe
■ Joins ¹⁄₂ - 2" Pressfit systems
 

For more information, contact the Tool Company at:
Phone: 610/559-3300  •  FAX: 610/923-3090  •  Internet: www.victaulic.com

Production Roll 
Groovers

Cut Groovers

Hole Cutting

Pressfit® System
PL-2001
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CONTROLLING PROVISIONS: These terms and conditions shall control with respect to any purchase order 
or sale of Victaulic products.

 

No alteration, modification or waiver of these terms and conditions whether on Customer’s purchase order 
or otherwise shall be valid unless the alteration, modification or waiver is specifically accepted in writing 
by an authorized representative of Victaulic.

 

Prices, Designs and Terms and Conditions of Sale are subject to change without notice.

 

TERMS OF PAYMENT:

 

 Net 30 days. Maximum legal interest rate charged thereafter.

 

MINIMUM INVOICE CHARGES: A handling charge of $20.00 will apply to all orders under $100.00 net.
SHIPPING TERMS: 

 

F.O.B. shipping point (our option) freight prepaid and allowed on single orders having a net price 
value of $4,000 and over, for shipment at one time to one destination into distributor stock, as determined by Victaulic 
within the continental United States, excluding Alaska, Hawaii, Puerto Rico and U.S. possessions.
Orders less than net price value of $4,000, F.O.B. shipping point (our option).
Shipments beyond the borders of the United States are prepaid and chargeable or collectable to final destination.
The most economical routing to recognized delivery points will be used, at our discretion. If special routing is desired, 
orders should so state.
Orders are accepted subject to approval of our General Office and Credit Department at Easton, Pennsylvania, and contin-
gent upon 

 

acts of God, war, civil disturbance, strikes, labor difficulties, delays of carriers, inability to obtain 
materials, accidents or any other cause beyond our control.

 

Victaulic will endeavor to ship by the scheduled delivery date, but reserves the right to ship within a reasonable period 
thereafter. 

 

Under no circumstances shall Victaulic be liable for damages of any kind, including but not lim-
ited to incidental or consequential damages for lost profits or lost sales or liquidated damages, directly or 
indirectly arising from delays or failure to meet shipping dates.

 

Orders, when accepted, cannot be countermanded without our written consent. No material will be taken back without 
our written consent. 

 

Orders for non-standard (i.e. non-cancellable and/or non-returnable) material may not be 
cancelled nor will Victaulic accept return of such material for credit. Victaulic reserves the right to change 
the designation of products from standard to non-standard and vice versa. This may be done at any time 
without notice, and without incurring obligation. For further information contact Victaulic.

 

All material is carefully examined, counted and packed by experienced employees. Claims for corrections must be made 
within 10 days of receipt of goods. We prove our count by weight. Claims for shortages are subject to that test. Our respon-
sibility ceases when goods are delivered to carrier in good condition and its receipt obtained. Carriers are responsible for 
goods lost, damaged or delayed in transit. For your own protection, have transportation company’s agent verify damages, 
shortages or delays and note them on freight bill over his signature.

 

WEIGHTS:

 

 All weights are approximate shipping weights and subject to change without notice.

 

MATERIALS:

 

 Materials are cast or ductile iron castings, except as noted specifically on certain products.

 

ALWAYS SPECIFY GASKET GRADE WHEN ORDERING.

ALWAYS CHECK GASKET GRADE SUPPLIED TO BE CERTAIN IT IS SUITED FOR SERVICE INTENDED.

 

WARRANTY

 

We warrant all products to be free from defects in materials and workmanship under normal conditions of use and service. 
Our obligation under this warranty is limited to repairing or replacing at our option at our factory any product which shall 
within one year after delivery to original buyer be returned with transportation charges prepaid, and which our examina-
tion shall show to our satisfaction to have been defective.
THIS WARRANTY IS MADE EXPRESSLY IN LIEU OF ANY OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING 
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. THE BUYER’S SOLE 
AND EXCLUSIVE REMEDY SHALL BE FOR THE REPAIR OR REPLACEMENT OF DEFECTIVE PRODUCTS AS PRO-
VIDED HEREIN. THE BUYER AGREES THAT NO OTHER REMEDY (INCLUDING, BUT NOT LIMITED TO, INCIDENTAL 
OR CONSEQUENTIAL DAMAGES FOR LOST PROFITS, LOST SALES, INJURY TO PERSON OR PROPERTY OR ANY 
OTHER INCIDENTAL OR CONSEQUENTIAL LOSS) SHALL BE AVAILABLE TO HIM.
Victaulic neither assumes nor authorizes any person to assume for it any other liability in connection with the sale of such 
products.

 

This warranty shall not apply to any product which has been subject to misuse, negligence or accident, 
which has been repaired or altered in any manner outside of Victaulic's factory or which has been used in a 
manner contrary to Victaulic’s instructions or recommendations. Victaulic shall not be responsible for 
design errors due to inaccurate or incomplete information supplied by Buyer or its representatives.

 

EFFECTIVE FEBRUARY 5, 2001

TERMS AND CONDITIONS OF SALE

Victaulic Company of America maintains a continual policy of product improvement and, therefore, reserves the right to 
change product specifications, designs, and standard equipment without notice and without incurring obligation.



     

WORLD HEADQUARTERS
P.O. Box 31 • Easton, PA 18044-0031

4901 Kesslersville Road • Easton, PA, USA 18040
Phone: 610/559-3300 • FAX: 610/250-8817

CUSTOMER CARE CENTER
Phone: 1-800-PICK-VIC (1-800-742-5842) • e-mail: pickvic@victaulic.com

VICTAULIC COMPANY OF AMERICA
P.O. Box 31 • Easton, PA 18044-0031

Phone: 610/559-3300 • Fax: 610/250-8817

Fire Protection Division 
Customer Care Centers
■ SOUTHEAST FIRE PROTECTION

Phone: 877/773-8322 • Fax: 877/776-9769
■ NORTHEAST FIRE PROTECTION

Phone: 888/265-0805 • Fax: 888/265-0918
■ CENTRAL FIRE PROTECTION

Phone: 888/448-3534 • Fax: 888/448-3595
■ WESTERN FIRE PROTECTION

Phone: 877/487-7231 • Fax: 877/487-7232

Victaulic Tool Company
P.O. Box 31 • Easton, PA 18044-0031
Phone: 610/559-3300 • Fax: 610/923-3090

Victaulic Municipal Division
1818 Vultee Street • Allentown, PA 18103
Phone: 610/559-3488 • Fax: 610/923-3170

Victaulic Technical Services Division
1818 Vultee Street • Allentown, PA 18103
Phone: 610/559-3488 • Fax: 610/923-3170

United States Distribution Centers
■ NORTHEAST

7 Forge Parkway • Franklin, MA 02038
Cust.Care: 800/742-5842 • Cust. Fax: 888/265-0926

■ MID-CONTINENT
7177 Railspur Street • Houston, TX  77078
Cust.Care: 800/742-5842 • Cust. Fax: 888/448-3537

■ NEW YORK METRO
4901 Kesslersville Road • Easton, PA 18040
Cust.Care: 800/742-5842 • Cust. Fax: 800/437-6573

■ PERMIAN BASIN
2628 Remington Road • Odessa, TX 79763
Local Tel.: 915/332-1489 • Local Fax: 915/332-4924

■ SOUTHEAST
650 Coastline Drive • Yulee, FL 32097
Cust.Care: 800/742-5842 • Cust. Fax: 888/201-3468

■ ROCKY MOUNTAIN
5045 Paris Street • Denver, CO 80239
Cust.Care: 800/742-5842 • Cust. Fax: 888/448-3528

■ ATLANTIC
166 Thorn Hill Road • Warrendale, PA 15086
Cust.Care: 800/742-5842 • Cust. Fax: 888/201-3517

■ PACIFIC - NORTH
22633 83rd Ave. So. • Kent, WA 98032
Cust.Care: 800/742-5842 • Cust. Fax: 888/448-3530

■ MIDWEST
730 Thomas Drive • Bensenville, IL 60106
Cust.Care: 800/742-5842 • Cust. Fax: 888/265-2018

■ MID-ATLANTIC
4901 Kesslersville Road • Easton, PA 18040
Cust.Care: 800/742-5842 • Cust. Fax: 800/696-6447

■ GREAT LAKES
23107 Commerce Drive • Farmington Hills, MI 48335
Cust.Care: 800/742-5842 • Cust. Fax: 800/564-0119

■ PACIFIC - SOUTH
20934  So. Santa Fe Ave. • Long Beach, CA 90810
Cust.Care: 800/742-5842 • Cust. Fax: 800/448-3542

■ CENTRAL STATES
5900 Deramus Avenue • Kansas City, MO 64120
Cust.Care: 800/742-5842 • Cust. Fax: 888/448-3540

VICTAULIC COMPANY OF CANADA
65 Worcester Road • Rexdale, Ontario • Canada M9W 5N7

Phone: 416/675-5575 • FAX: 416/675-5565 • e-mail: viccanada@victaulic.com

Canadian Sales Offices and Service Centers
■ EASTERN

975 rue Selkirk • Pointe Claire, QC H9R 4S4
Phone: 514/426-3500 • FAX: 514/426-2818

■ ONTARIO - SOUTH
65 Worcester Road • Rexdale, ON M9W 5N7
Phone: 416/675-5575 • FAX: 416/675-5729

■ ONTARIO - NORTH
1070 Elisabella Street • Sudbury, ON P3A 5K2
Phone: 705/560-9595 • FAX: 705/560-9490

■ WESTERN
11659 180th Street NW • Edmonton, AB T5S 2H6
Phone: 780/452-0680 • FAX: 780/452-2430

■ PACIFIC
Unit 5, 7560 Vantage Way • Delta, BC V4G 1H1
Phone: 604/940-3301 • FAX: 604/940-3360

VICTAULIC INTERNATIONAL
P.O. Box 31 • Easton, PA, USA 18044-0031

4901 Kesslersville Road • Easton, PA, USA 18040
Phone: 610/559-3300 • FAX: 610/559-3608

e-mail: vicintl@victaulic.com

VICTAULIC AMERICA LATINA
P.O. Box 31 • Easton, PA, USA 18044-0031

4901 Kesslersville Road • Easton, PA, USA 18040
Phone: 610/559-3300 • FAX: 610/559-3608

e-mail: vicintl@victaulic.com

VICTAULIC ASIA-PACIFIC
541 Orchard Road, #14-02, Liat Towers

Singapore 238881
Phone: 011-65-235-3035 • FAX: 011-65-235-0535

R

VICTAULIC EUROPE
Prijkelstraat 36

9810 Nazareth Belgium
Phone: 011-32-93-811500 • FAX: 011-32-93-804438

www.victaulic.com�
Customer Inquiries: pickvic@victaulic.com�

Literature Requests: victaulic@victaulic.com
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